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Start of Change 1
9.5C	L1-RSRP measurements for Reporting under NTN
Editor’s note: Applicability of frequency range, CA, DA, duplex mode, inter-RAT measurement, etc is subject to updates/changes based on the scope of the corresponding WID.
Editor’s note: Terminology will be further clarified and selected between, e.g. NTN and satellite access, based on further agreements.
9.5C.1	Introduction
[TBA]
9.5C.2	Requirements applicability
[TBA]
9.5C.3	Measurement Reporting Requirements
[TBA]
9.5C.3.1	Periodic Reporting
Reported L1-RSRP measurements contained in periodic L1-RSRP measurement reports shall meet the requirements in clauses [FFS].
The UE shall only send periodic L1-RSRP measurement reports for an active BWP.
The UE shall transmit the periodic L1-RSRP reporting on PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26].
9.5C.3.2	Semi-Persistent Reporting
Reported L1-RSRP measurements contained in a Semi-Persistent L1-RSRP measurement report shall meet the requirements in clauses [FFS]. This requirement applies for semi-persistent L1-RSRP reports send on PUSCH or PUCCH.
The UE shall only send semi-persistent L1-RSRP measurement reports on PUSCH, if a DCI request has been received.
The UE shall only send semi-persistent L1-RSRP measurement reports on PUCCH, if an activation command [7] has been received.
The UE shall transmit the semi-persistent L1-RSRP reporting on PUSCH or PUCCH over the air interface according to the periodicity defined in clause 5.2.1.4 in TS 38.214 [26].
9.5C.3.3	Aperiodic Reporting
Reported L1-RSRP measurements contained in aperiodic triggered, aperiodic triggered periodic and aperiodic triggered semi-persistent L1-RSRP reports shall meet the requirements in clauses [FFS].
The UE shall only send aperiodic L1-RSRP measurement reports, if a DCI trigger has been received.
After the UE receives CSI request in DCI, the UE shall transmit the aperiodic L1-RSRP reporting on PUSCH over the air interface at the time specified according to clause 6.1.2.1 in TS 38.214 [26].
9.5C.4	L1-RSRP measurement requirements
9.5C.4.1	SSB based L1-RSRP Reporting
[TBA]
9.5C.4.2	CSI-RS based L1-RSRP Reporting
[TBA]
9.5C.5	Measurement restriction for L1-RSRP measurement
The UE is required to be capable of measuring SSB and CSI-RS for L1-RSRP without measurement gaps. The UE is required to perform the SSB and CSI-RS measurements with measurement restrictions as described in the following clauses.
9.5C.5.1	Measurement restriction for SSB based L1-RSRP
[TBA]
9.5C.5.2	Measurement restriction for CSI-RS based L1-RSRP
[TBA]
9.5C.6	Scheduling availability of UE during L1-RSRP measurement
Scheduling availability restrictions when the UE is performing L1-RSRP measurement are described in the following clauses.
9.5C.6.1	Scheduling availability of UE performing L1-RSRP measurement with a same subcarrier spacing as PDSCH/PDCCH on FR1
[TBA]
9.5C.6.2	Scheduling availability of UE performing L1-RSRP measurement with a different subcarrier spacing than PDSCH/PDCCH on FR1
[TBA]
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