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Table 5.5A.2-1: NR CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA
	NR CA Configuration
	Uplink  CA 
Configurations or single uplink carrierc
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Maximum
Aggregated bandwidth
(MHz)
	Bandwidth combination set

	CA_n1(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n2(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n3(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	
	-
	5, 10, 15, 20, 25, 30
	5, 10, 15, 20, 25, 30
	
	
	60
	1

	CA_n5(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	25
	0

	CA_n7(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_n12(2A)
	-
	5
	5
	
	
	10
	0

	CA_n25(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	
	
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	
	60
	1

	CA_n25(3A)
	-
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	55
	0

	CA_n41(2A)
	n413,4 CA_n41(2A)
	40, 50, 60, 80, 100
	40, 50, 60, 80, 100
	
	
	180
	0

	
	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	
	
	190
	1

	
	-
	10, 15, 20, 30, 40, 50, 60, 80, 90
	15, 20, 30, 40, 50, 60, 80, 90, 100
	
	
	190
	2

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	190
	3

	
	
	See n41 channel bandwidths in Table 5.3.5-1 for each carrier
	
	
	190
	4 and 5

	CA_n41(3A)
	n413,4-
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	190
	0

	CA_n48(2A)
	
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	
	
	1402
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	1402
	1

	CA_n48(3A)
	-
	10, 15, 20, 40,50, 60, 80, 90, 100
	10, 15, 20, 40,50, 60, 80, 90, 100
	10, 15, 20, 40,50, 60, 80, 90, 100
	
	1402
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	
	1402
	1

	CA_n48(4A)
	-
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	10, 15, 20, 40, 50, 60, 80, 90, 100
	1352
	0

	
	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1352
	1

	CA_n66(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20, 40
	
	
	60
	0

	
	
	5, 10, 15, 20, 25, 30, 40
	5, 10, 15, 20, 25, 30, 40
	
	
	80
	1

	
	
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	
	
	80
	2

	CA_n66(3A)
	-
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	5, 10, 15, 20, 40
	
	80
	0

	CA_n71(2A)
	-
	5,10, 15, 20
	5,10,15, 20
	
	
	30
	0

	CA_n77(2A)
	CA_n77(2A)
	20, 40, 80, 100
	20, 40, 80, 100
	
	
	200
	0

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	200
	1

	CA_n77(3A)
	-
	20, 40, 80, 100
	20, 40, 80, 100
	20, 40, 80, 100
	
	300
	0

	
	
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	300
	1

	CA_n78(2A)
	CA_n78(2A)
	10, 20, 40, 50, 60, 80, 90, 100
	10, 20, 40, 50, 60, 80, 90, 100
	
	
	200
	0

	
	
	10, 20, 25, 30, 40, 50, 60, 80, 90, 100
	10, 20, 25, 30, 40, 50, 60, 80, 90, 100
	
	
	200
	1

	
	
	10, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	10, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	
	200
	2

	CA_n96(2A)
	-
	20, 40, 60, 80
	20, 40, 60, 80
	
	
	160
	0

	CA_n96(3A)
	-
	20, 40, 60, 80
	20, 40, 60, 80
	20, 40, 60, 80
	
	240
	0

	CA_n96(4A)
	-
	20, 40, 60, 80
	20, 40, 60, 80
	20, 40, 60, 80
	20, 40, 60, 80
	320
	0

	NOTE 1:	Void.
NOTE 2:	Parameter value accounts for both, the maximum frequency range of band n48 (150 MHz), and the minimum frequency gaps in between NR non-contiguous component carriers.
NOTE 3: 	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 4: 	Power Class 1.5 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE c: 	Only single uplink carriers with power class other than PC3 are listed.











Table 5.5A.2-2: NR CA configurations and bandwidth combination sets defined for mixed intra-band contiguous and non-contiguous CA
	NR CA configuration
	Uplink CA configuration or single uplink carrierc
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n41(A-C)
	n41a,b-
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 2 in Table 5.5A.1-1
	

	CA_n48(A-B)
	CA_n48B
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	CA_n48B
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701
	801
	901
	1001
	1

	
	
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	

	CA_n48(A-C)
	-
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	0

	
	
	n48
	See CA_n48C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	-
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701
	801
	901
	1001
	1

	
	
	n48
	See CA_n48C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink
NOTE a: 	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE b: 	Power Class 1.5 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE c: 	Only single uplink carriers with power class other than PC3 are listed.




<End of changes>


