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[bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
In this paper we provide our views on the RRM test cases for inter-band UL CA for IBM. 
Discussion
In Rel-17 we discussed and agreed the interruption requirements for following for inter-band UL CA for IBM
· Interruptions at UL carrier RRC reconfiguration 
· Interruptions due to Active BWP switching Requirement 
[bookmark: _Toc5952573]Other requirements such as interruptions due to SRS carrier switching are in discussion and we should wait for RF progress. 
Since requirements are agreed in principle for the above two cases, we think RAN4 shall define the test cases for at least the two of them.
1. Test case for interruptions at UL carrier RRC reconfiguration
2. Test case for interruptions due to Active BWP switching Requirement

Proposal 1: RAN4 shall define at least the following test cases for inter-band UL CA
1. Test case for interruptions at UL carrier RRC reconfiguration
2. Test case for interruptions due to Active BWP switching Requirement

Summary and Conclusion
In this contribution we have analysed scope of RRM test cases for FR2 inter-band FR2 UL CA for IBM and made following proposals. 
Proposal 1: RAN4 shall define at least the following test cases for inter-band UL CA
1. Test case for interruptions at UL carrier RRC reconfiguration
2. Test case for interruptions due to Active BWP switching Requirement
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