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NR carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1‑1 and Table 5.2A.1-2. The band combinations include at least one FR1 operating band and one FR2 operating band.
Operating bands for CA including Band n90 are defined by the corresponding operating bands for CA including Band n41 with Band n90 replacing Band n41. For brevity the said operating bands for CA including Band n90 are not listed in the tables below but are covered by this specification.
If the mandatory simultaneous Rx/Tx capability applies for a band combination, the mandatory simultaneous Rx/Tx capability also applies for the band combination when the applicable band combination is a subset of a higher order band combination.
Table 5.2A.1-1: Band combinations for inter-band CA between FR1 and FR2 (two bands)
	NR CA Band
	NR Band

	CA_n1-n2571
	n1, n257

	CA_n1-n2581
	n1, n258

	CA_n2-n2601
	n2, n260

	CA_n2-n2611
	n2, n261

	CA_n3-n2571
	n3, n257

	CA_n3-n2581
	n3, n258

	CA_n5-n2601
	n5, n260

	CA_n5-n2611
	n5, n261

	CA_n7-n2581
	n7, n258

	CA_n8-n2571
	n8, n257

	CA_n8-n2581
	n8, n258

	CA_n12-n2601
	n12, n260

	CA_n14-n2601
	n14, n260

	CA_n30-n2601
	n30, n260

	CA_n25-n2581
	n25, n258

	CA_n25-n2601
	n25, n260

	CA_n25-n2611
	[bookmark: OLE_LINK10]n25, n261

	CA_n28-n2571
	n28, n257

	CA_n34-n2581
	n34, n258

	CA_n39-n2571
	n39, n257

	CA_n39-n2581
	n39, n258

	CA_n40-n2571
	n40, n257

	CA_n40-n2581
	n40, n258

	CA_n41-n2571
	n41, n257

	CA_n41-n2581
	n41, n258

	CA_n41-n2601
	n41, n260

	CA_n41-n2611
	n41, n261

	CA_n48-n2601
	n48, n260

	CA_n48-n2611
	n48, n261

	CA_n66-n2581
	n66, n258

	CA_n66-n260
	n66, n260

	CA_n66-n261
	n66, n261

	CA_n71-n2571
	n71, n257

	CA_n71-n2601
	n71, n260

	CA_n71-n2611
	n71, n261

	CA_n77-n2571
	n77, n257

	CA_n77-n2581
	n77, n258

	CA_n77-n2601
	n77, n260

	CA_n77-n2611
	n77, n261

	CA_n78-n2571
	n78, n257

	CA_n78-n2581
	n78, n258

	CA_n79-n2571
	n79, n257

	CA_n79-n2581
	n79, n258

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.
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<Text omitted>
Table 5.5A.1-1e: Inter-band CA configurations and bandwith combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n7A-n258A
	CA_n7A-n258A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n7A-n258B
	CA_n7A-n258A
CA_n7A-n258B
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258B
	

	CA_n7A-n258C
	CA_n7A-n258A
CA_n7A-n258B
CA_n7A-n258C
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258C
	

	CA_n7A-n258D
	CA_n7A-n258A
CA_n7A-n258D
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258D
	

	CA_n7A-n258E
	CA_n7A-n258A
CA_n7A-n258D
CA_n7A-n258E
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258E
	

	CA_n7A-n258F
	CA_n7A-n258A
CA_n7A-n258D
CA_n7A-n258E
CA_n7A-n258F
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258F
	

	CA_n7A-n258G
	CA_n7A-n258A
CA_n7A-n258G
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258G
	

	CA_n7A-n258H
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258H
	

	CA_n7A-n258I
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258I
	

	CA_n7A-n258J
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258J
	

	CA_n7A-n258K
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258K
	

	CA_n7A-n258L
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258L
	

	CA_n7A-n258M
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258M
	

	CA_n7B-n258A
	CA_n7A-n258A
	n7
	CA_n7B
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n7B-n258B
	CA_n7A-n258A
CA_n7A-n258B
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258B
	

	CA_n7B-n258C
	CA_n7A-n258A
CA_n7A-n258B
CA_n7A-n258C
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258C
	

	CA_n7B-n258D
	CA_n7A-n258A
CA_n7A-n258D
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258D
	

	CA_n7B-n258E
	CA_n7A-n258A
CA_n7A-n258D
CA_n7A-n258E
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258E
	

	CA_n7B-n258F
	CA_n7A-n258A
CA_n7A-n258D
CA_n7A-n258E
CA_n7A-n258F
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258F
	

	CA_n7B-n258G
	CA_n7A-n258A
CA_n7A-n258G
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258G
	

	CA_n7B-n258H
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258H
	

	CA_n7B-n258I
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258I
	

	CA_n7B-n258J
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258J
	

	CA_n7B-n258K
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258K
	

	CA_n7B-n258L
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258L
	

	CA_n7B-n258M
	CA_n7A-n258A
CA_n7A-n258G
CA_n7A-n258H
CA_n7A-n258I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258M
	

	CA_n8A-n257A
	CA_n8A-n257A-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n8A-n257D
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257D
	

	CA_n8A-n257E
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257E
	

	CA_n8A-n257F
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257F
	

	CA_n8A-n257G
	CA_n8A-n257A
CA_n8A-n257G-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257G
	

	CA_n8A-n257H
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257H
	

	CA_n8A-n257I
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257I
	

	CA_n8A-n257J
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I
CA_n8A-n257J-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257J
	

	CA_n8A-n257K
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I
CA_n8A-n257J
CA_n8A-n257K-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257K
	

	CA_n8A-n257L
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I
CA_n8A-n257J
CA_n8A-n257K-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257L
	

	CA_n8A-n257M
	CA_n8A-n257A
CA_n8A-n257G
CA_n8A-n257H
CA_n8A-n257I
CA_n8A-n257J
CA_n8A-n257K-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257M
	

	CA_n8A-n258A
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
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Table 5.5B.7-1: Inter-band NR-DC configurations between FR1 and FR2 (two bands)
	Downlink NR DC
configuration
	Uplink NR DC
configuration

	DC_n1A-n257A
DC_n1A-n257D
DC_n1A-n257G
DC_n1A-n257H
DC_n1A-n257I
DC_n1A-n257J
DC_n1A-n257K
DC_n1A-n257L
DC_n1A-n257M
	DC_n1A-n257A
DC_n1A-n257D
DC_n1A-n257G
DC_n1A-n257H
DC_n1A-n257I
DC_n1A-n257J
DC_n1A-n257K

	DC_n1A-n258A
DC_n1A-n258B
DC_n1A-n258C
DC_n1A-n258D
DC_n1A-n258E
DC_n1A-n258F
DC_n1A-n258G
DC_n1A-n258H
DC_n1A-n258I
DC_n1A-n258J
DC_n1A-n258K
DC_n1A-n258L
DC_n1A-n258M
	DC_n1A-n258A

	DC_n2A-n260A
DC_n2A-n260G
DC_n2A-n260H
DC_n2A-n260I
DC_n2A-n260J
DC_n2A-n260K
DC_n2A-n260L
DC_n2A-n260M
	DC_n2A-n260A
DC_n2A-n260G
DC_n2A-n260H
DC_n2A-n260I
DC_n2A-n260J
DC_n2A-n260K
DC_n2A-n260L
DC_n2A-n260M

	DC_n2(2A)-n260A
DC_n2(2A)-n260G
DC_n2(2A)-n260H
DC_n2(2A)-n260I
DC_n2(2A)-n260J
DC_n2(2A)-n260K
DC_n2(2A)-n260L
DC_n2(2A)-n260M
	DC_n2A-n260A
DC_n2A-n260G
DC_n2A-n260H
DC_n2A-n260I
DC_n2A-n260J
DC_n2A-n260K
DC_n2A-n260L
DC_n2A-n260M

	DC_n2A-n261A
DC_n2A-n261G
DC_n2A-n261H
DC_n2A-n261I
DC_n2A-n261J
DC_n2A-n261K
DC_n2A-n261L
DC_n2A-n261M
	DC_n2A-n261A
DC_n2A-n261G
DC_n2A-n261H
DC_n2A-n261I

	DC_n2A-n261(2A)
DC_n2A-n261(3A)
DC_n2A-n261(4A)
DC_n2A-n261(2G)
DC_n2A-n261(2H)
DC_n2A-n261(2I)
DC_n2A-n261(A-G)
DC_n2A-n261(A-H)
DC_n2A-n261(A-I)
DC_n2A-n261(A-J)
DC_n2A-n261(A-K)
DC_n2A-n261(A-L)
DC_n2A-n261(G-H)
DC_n2A-n261(H-I)
DC_n2A-n261(G-I)
DC_n2A-n261(A-G-H)
DC_n2A-n261(A-G-I)
DC_n2A-n261(2A-H)
DC_n2A-n261(2A-G)
DC_n2A-n261(2A-I)
DC_n2A-n261(A-2G)
	DC_n2A-n261A
DC_n2A-n261G
DC_n2A-n261H
DC_n2A-n261I

	DC_n3A-n257A1
DC_n3A-n257D1
DC_n3A-n257G1
DC_n3A-n257H1
DC_n3A-n257I1
	DC_n3A-n257A
DC_n3A-n257D
DC_n3A-n257G
DC_n3A-n257H
DC_n3A-n257I

	DC_n3(2A)-n257A
DC_n3(2A)-n257G
DC_n3(2A)-n257H
DC_n3(2A)-n257I
	DC_n3A-n257A
DC_n3A-n257G
DC_n3A-n257I
DC_n3A-n257H

	DC_n3A-n258A
DC_n3A-n258B
DC_n3A-n258C
DC_n3A-n258D
DC_n3A-n258E
DC_n3A-n258F
DC_n3A-n258G
DC_n3A-n258H
DC_n3A-n258I
DC_n3A-n258J
DC_n3A-n258K
DC_n3A-n258L
DC_n3A-n258M
	DC_n3A-n258A


	DC_n5A-n260A
DC_n5A-n260G
DC_n5A-n260H
DC_n5A-n260I
DC_n5A-n260J
DC_n5A-n260K
DC_n5A-n260L
DC_n5A-n260M
	DC_n5A-n260A
DC_n5A-n260G
DC_n5A-n260H
DC_n5A-n260I
DC_n5A-n260K
DC_n5A-n260L
DC_n5A-n260M

	DC_n5A-n261A
DC_n5A-n261G
DC_n5A-n261H
DC_n5A-n261I
DC_n5A-n261J
DC_n5A-n261K
DC_n5A-n261L
DC_n5A-n261M
	DC_n5A-n261A
DC_n5A-n261G
DC_n5A-n261H
DC_n5A-n261I

	DC_n5A-n261(2A)
DC_n5A-n261(3A)
DC_n5A-n261(4A)
DC_n5A-n261(2G)
DC_n5A-n261(2H)
DC_n5A-n261(2I)
DC_n5A-n261(A-G)
DC_n5A-n261(A-H)
DC_n5A-n261(A-I)
DC_n5A-n261(A-J)
DC_n5A-n261(A-K)
DC_n5A-n261(A-L)
DC_n5A-n261(G-H)
DC_n5A-n261(H-I)
DC_n5A-n261(G-I)
DC_n5A-n261(A-G-H)
DC_n5A-n261(A-G-I)
DC_n5A-n261(2A-H)
DC_n5A-n261(2A-G)
DC_n5A-n261(2A-I)
DC_n5A-n261(A-2G)
	DC_n5A-n261A
DC_n5A-n261G
DC_n5A-n261H
DC_n5A-n261I

	DC_n7A-n258A
DC_n7A-n258B
DC_n7A-n258C
DC_n7A-n258D
DC_n7A-n258E
DC_n7A-n258F
DC_n7A-n258G
DC_n7A-n258H
DC_n7A-n258I
DC_n7A-n258J
DC_n7A-n258K
DC_n7A-n258L
DC_n7A-n258M
DC_n7B-n258A
DC_n7B-n258B
DC_n7B-n258C
DC_n7B-n258D
DC_n7B-n258E
DC_n7B-n258F
DC_n7B-n258G
DC_n7B-n258H
DC_n7B-n258I
DC_n7B-n258J
DC_n7B-n258K
DC_n7B-n258L
DC_n7B-n258M
	DC_n7A-n258A
DC_n7A-n258G
DC_n7A-n258H
DC_n7A-n258I
DC_n7B-n258A
DC_n7B-n258G
DC_n7B-n258H
DC_n7B-n258I

	DC_n8A-n257A
DC_n8A-n257D
DC_n8A-n257E
DC_n8A-n257F
DC_n8A-n257G
DC_n8A-n257H
DC_n8A-n257I
DC_n8A-n257J
DC_n8A-n257K
DC_n8A-n257L
DC_n8A-n257M
	DC_n8A-n257A
DC_n8A-n257G
DC_n8A-n257H
DC_n8A-n257I
DC_n8A-n257J
DC_n8A-n257K

	DC_n8A-n258A
DC_n8A-n258B
DC_n8A-n258C
DC_n8A-n258D
DC_n8A-n258E
DC_n8A-n258F
DC_n8A-n258G
DC_n8A-n258H
DC_n8A-n258I
DC_n8A-n258J
DC_n8A-n258K
DC_n8A-n258L
DC_n8A-n258M
	DC_n8A-n258A

	DC_n12A-n260A
DC_n12A-n260G
DC_n12A-n260H
DC_n12A-n260I
DC_n12A-n260J
DC_n12A-n260K
DC_n12A-n260L
DC_n12A-n260M
	DC_n12A-n260A
DC_n12A-n260G
DC_n12A-n260H
DC_n12A-n260I
DC_n12A-n260J
DC_n12A-n260K
DC_n12A-n260L
DC_n12A-n260M

	DC_n14A-n260A
DC_n14A-n260G
DC_n14A-n260H
DC_n14A-n260I
DC_n14A-n260J
DC_n14A-n260K
DC_n14A-n260L
DC_n14A-n260M
	DC_n14A-n260A
DC_n14A-n260G
DC_n14A-n260H
DC_n14A-n260I
DC_n14A-n260J
DC_n14A-n260K
DC_n14A-n260L
DC_n14A-n260M

	DC_n18A-n257A
DC_n18A-n257G
DC_n18A-n257H
DC_n18A-n257I
	DC_n18A-n257A
DC_n18A-n257G
DC_n18A-n257H
DC_n18A-n257I

	DC_n25A-n258A
DC_n25A-n258G
DC_n25A-n258H
	DC_n25A-n258A
DC_n25A-n258G
DC_n25A-n258H

	DC_n25A-n258(2A)
DC_n25A-n258(3A)
DC_n25A-n258(4A)
DC_n25A-n258(5A)
DC_n25A-n258(2G)
DC_n25A-n258(A-G)
DC_n25A-n258(A-H)
DC_n25A-n258(G-H)
	DC_n25A-n258A
DC_n25A-n258G
DC_n25A-n258H

	DC_n25A-n260A
DC_n25A-n260G
DC_n25A-n260H
DC_n25A-n260I
DC_n25A-n260J
DC_n25A-n260K
DC_n25A-n260L
DC_n25A-n260M
	DC_n25A-n260A

	DC_n25A-n260(2A)
DC_n25A-n260(3A)
DC_n25A-n260(4A)
DC_n25A-n260(5A)
DC_n25A-n260(6A)
DC_n25A-n260(7A)
DC_n25A-n260(8A)
	DC_n25A-n260A

	DC_n25A-n261A

	DC_n25A-n261A

	DC_n25A-n261(2A)
	DC_n25A-n261A

	DC_n28A-n257A
DC_n28A-n257D
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I
	DC_n28A-n257A
DC_n28A-n257D
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I

	DC_n30A-n260A
DC_n30A-n260G
DC_n30A-n260H
DC_n30A-n260I
DC_n30A-n260J
DC_n30A-n260K
DC_n30A-n260L
DC_n30A-n260M
	DC_n30A-n260A
DC_n30A-n260G
DC_n30A-n260H
DC_n30A-n260I
DC_n30A-n260J
DC_n30A-n260K
DC_n30A-n260L
DC_n30A-n260M

	DC_n40A-n257A
DC_n40A-n257D
DC_n40A-n257E
DC_n40A-n257F
DC_n40A-n257G
DC_n40A-n257H
DC_n40A-n257I
DC_n40A-n257J
DC_n40A-n257K
DC_n40A-n257L
DC_n40A-n257M
	DC_n40A-n257A
DC_n40A-n257G
DC_n40A-n257H
DC_n40A-n257I
DC_n40A-n257J
DC_n40A-n257K
DC_n40A-n257L
DC_n40A-n257M

	DC_n40A-n258A
DC_n40A-n258G
DC_n40A-n258H
DC_n40A-n258I
DC_n40A-n258J
DC_n40A-n258K
DC_n40A-n258L
DC_n40A-n258M
	DC_n40A-n258A

	DC_n41A-n257A
DC_n41A-n257G
DC_n41A-n257H
DC_n41A-n257I
	DC_n41A-n257A
DC_n41A-n257G
DC_n41A-n257H
DC_n41A-n257I

	DC_n41(2A)-n257A
DC_n41(2A)-n257G
DC_n41(2A)-n257H
DC_n41(2A)-n257I
	DC_n41A-n257A
DC_n41A-n257G
DC_n41A-n257I
DC_n41A-n257H

	DC_n41A-n258A
DC_n41A-n258G
DC_n41A-n258H
DC_n41C-n258A
DC_n41C-n258G
DC_n41C-n258H
	DC_n41A-n258A
DC_n41A-n258G
DC_n41A-n258H

	DC_n41A-n258(2A)
DC_n41A-n258(3A)
DC_n41A-n258(4A)
DC_n41A-n258(5A)
DC_n41C-n258(2A)
DC_n41C-n258(3A)
DC_n41C-n258(4A)
DC_n41C-n258(5A)
DC_n41(2A)-n258A
DC_n41(2A)-n258G
DC_n41(2A)-n258H
DC_n41(2A)-n258(2A)
DC_n41(2A)-n258(3A)
DC_n41(2A)-n258(4A)
DC_n41(2A)-n258(5A)
DC_n41A-n258(2G)
DC_n41C-n258(2G)
DC_n41(2A)-n258(2G)
DC_n41A-n258(A-G)
DC_n41C-n258(A-G)
DC_n41(2A)-n258(A-G)
DC_n41A-n258(A-H)
DC_n41C-n258(A-H)
DC_n41(2A)-n258(A-H)
DC_n41A-n258(G-H)
DC_n41C-n258(G-H)
DC_n41(2A)-n258(G-H)
	DC_n41A-n258A
DC_n41A-n258G
DC_n41A-n258H

	DC_n41A-n260A
DC_n41A-n260G
DC_n41A-n260H
DC_n41A-n260I
DC_n41A-n260J
DC_n41A-n260K
DC_n41A-n260L
DC_n41A-n260M
DC_n41C-n260A
DC_n41C-n260G
DC_n41C-n260H
DC_n41C-n260I
DC_n41C-n260J
DC_n41C-n260K
DC_n41C-n260L
DC_n41C-n260M
	DC_n41A-n260A

	DC_n41A-n260(2A)
DC_n41A-n260(3A)
DC_n41A-n260(4A)
DC_n41A-n260(5A)
DC_n41A-n260(6A)
DC_n41A-n260(7A)
DC_n41A-n260(8A)
DC_n41(2A)-n260A
DC_n41(2A)-n260(2A)
DC_n41(2A)-n260(3A)
DC_n41(2A)-n260(4A)
DC_n41(2A)-n260(5A)
DC_n41(2A)-n260(6A)
DC_n41(2A)-n260(7A)
DC_n41(2A)-n260(8A)
DC_n41(2A)-n260G
DC_n41(2A)-n260H
DC_n41(2A)-n260I
DC_n41(2A)-n260J
DC_n41(2A)-n260K
DC_n41(2A)-n260L
DC_n41(2A)-n260M
DC_n41C-n260(2A)
DC_n41C-n260(3A)
DC_n41C-n260(4A)
DC_n41C-n260(5A)
DC_n41C-n260(6A)
DC_n41C-n260(7A)
DC_n41C-n260(8A)
	DC_n41A-n260A

	DC_n41A-n261A
DC_n41C-n261A
	DC_n41A-n261A

	DC_n41A-n261(2A)
DC_n41C-n261(2A)
DC_n41(2A)-n261A
DC_n41(2A)-n261(2A)
	DC_n41A-n261A

	DC_n48A-n260A
DC_n48A-n260G
DC_n48A-n260H
DC_n48A-n260I
DC_n48A-n260J
DC_n48A-n260K
DC_n48A-n260L
DC_n48A-n260M
DC_n48B-n260A
DC_n48B-n260G
DC_n48B-n260H
DC_n48B-n260I
DC_n48B-n260J
DC_n48B-n260K
DC_n48B-n260L
DC_n48B-n260M
	DC_n48A-n260A
DC_n48A-n260G
DC_n48A-n260H
DC_n48A-n260I

	DC_n48(2A)-n260A
DC_n48(2A)-n260G
DC_n48(2A)-n260H
DC_n48(2A)-n260I
DC_n48(2A)-n260J
DC_n48(2A)-n260K
DC_n48(2A)-n260L
DC_n48(2A)-n260M
DC_n48(A-B)-n260A
DC_n48(A-B)-n260G
DC_n48(A-B)-n260H
DC_n48(A-B)-n260I
DC_n48(A-B)-n260J
DC_n48(A-B)-n260K
DC_n48(A-B)-n260L
DC_n48(A-B)-n260M
	DC_n48A-n260A
DC_n48A-n260G
DC_n48A-n260H
DC_n48A-n260I

	DC_n48A-n261A
DC_n48A-n261G
DC_n48A-n261H
DC_n48A-n261I
DC_n48A-n261J
DC_n48A-n261K
DC_n48A-n261L
DC_n48A-n261M
DC_n48B-n261A
DC_n48B-n261G
DC_n48B-n261H
DC_n48B-n261I
DC_n48B-n261J
DC_n48B-n261K
DC_n48B-n261L
DC_n48B-n261M
	DC_n48A-n261A
DC_n48A-n261G 
DC_n48A-n261H 
DC_n48A-n261I

	DC_n48A-n261(2A)
DC_n48A-n261(2G)
DC_n48A-n261(2H)
DC_n48A-n261(2I)
DC_n48A-n261(3A)
DC_n48A-n261(4A)
DC_n48A-n261(A-G)
DC_n48A-n261(A-H)
DC_n48A-n261(A-I)
DC_n48A-n261(G-H)
DC_n48A-n261(H-I)
DC_n48A-n261(G-I)
DC_n48(2A)-n261A
DC_n48(2A)-n261G
DC_n48(2A)-n261H
DC_n48(2A)-n261I
DC_n48(2A)-n261J
DC_n48(2A)-n261K
DC_n48(2A)-n261L
DC_n48(2A)-n261M
DC_n48(A-B)-n261A
DC_n48(A-B)-n261G
DC_n48(A-B)-n261H
DC_n48(A-B)-n261I
DC_n48(A-B)-n261J
DC_n48(A-B)-n261K
DC_n48(A-B)-n261L
DC_n48(A-B)-n261M
	DC_n48A-n261A
DC_n48A-n261G
DC_n48A-n261H
DC_n48A-n261I

	DC_n66A-n258A
DC_n66A-n258G
DC_n66A-n258H
	DC_n66A-n258A
DC_n66A-n258G
DC_n66A-n258H

	DC_n66A-n258(2A)
DC_n66A-n258(3A)
DC_n66A-n258(4A)
DC_n66A-n258(5A)
DC_n66A-n258(2G)
DC_n66A-n258(A-G)
DC_n66A-n258(A-H)
DC_n66A-n258(G-H)
	DC_n66A-n258A
DC_n66A-n258G
DC_n66A-n258H

	DC_n66A-n260A
DC_n66A-n260G
DC_n66A-n260H
DC_n66A-n260I
DC_n66A-n260J
DC_n66A-n260K
DC_n66A-n260L
DC_n66A-n260M
	DC_n66A-n260A
DC_n66A-n260G
DC_n66A-n260H
DC_n66A-n260I
DC_n66A-n260J
DC_n66A-n260K
DC_n66A-n260L
DC_n66A-n260M

	DC_n66A-n260(2A)
DC_n66A-n260(3A)
DC_n66A-n260(4A)
DC_n66A-n260(5A)
DC_n66A-n260(6A)
DC_n66A-n260(7A)
DC_n66A-n260(8A)
DC_n66(2A)-n260A
DC_n66(2A)-n260G
DC_n66(2A)-n260H
DC_n66(2A)-n260I
DC_n66(2A)-n260J
DC_n66(2A)-n260K
DC_n66(2A)-n260L
DC_n66(2A)-n260M
	DC_n66A-n260A
DC_n66A-n260G
DC_n66A-n260H
DC_n66A-n260I
DC_n66A-n260J
DC_n66A-n260K
DC_n66A-n260L
DC_n66A-n260M

	DC_n66A-n261A
DC_n66A-n261G
DC_n66A-n261H
DC_n66A-n261I
DC_n66A-n261J
DC_n66A-n261K
DC_n66A-n261L
DC_n66A-n261M
DC_n66A-n261O
DC_n66A-n261P
DC_n66A-n261Q
	DC_n66A-n261A
DC_n66A_n261G
DC_n66A_n261H
DC_n66A_n261I

	DC_n66A-n261(2A)
DC_n66A-n261(3A)
DC_n66A-n261(4A)
DC_n66A-n261(2G)
DC_n66A-n261(2H)
DC_n66A-n261(2I)
DC_n66A-n261(A-G)
DC_n66A-n261(A-H)
DC_n66A-n261(A-I)
DC_n66A-n261(A-J)
DC_n66A-n261(A-K)
DC_n66A-n261(A-L)
DC_n66A-n261(G-H)
DC_n66A-n261(H-I)
DC_n66A-n261(G-I)
DC_n66A-n261(A-G-H)
DC_n66A-n261(A-G-I)
DC_n66A-n261(2A-H)
DC_n66A-n261(2A-G)
DC_n66A-n261(2A-I)
DC_n66A-n261(A-2G)
	DC_n66A-n261A
DC_n66A-n261G
DC_n66A-n261H
DC_n66A-n261I

	DC_n77A-n257A1
DC_n77A-n257D1
DC_n77A-n257E1
DC_n77A-n257F1
DC_n77A-n257G1
DC_n77A-n257H1
DC_n77A-n257I1
DC_n77A-n257J1
DC_n77A-n257K1
DC_n77A-n257L1
DC_n77A-n257M1
DC_n77C-n257A
DC_n77C-n257D
DC_n77C-n257E
DC_n77C-n257F
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M

	DC_n77(2A)-n257A1
DC_n77(2A)-n257D
DC_n77(2A)-n257E
DC_n77(2A)-n257F
DC_n77(2A)-n257G1
DC_n77(2A)-n257H1
DC_n77(2A)-n257I1
DC_n77(2A)-n257J
DC_n77(2A)-n257K
DC_n77(2A)-n257L
DC_n77(2A)-n257M
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M

	DC_n77(3A)-n257A
DC_n77(3A)-n257G
DC_n77(3A)-n257H
DC_n77(3A)-n257I
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I

	DC_n77A-n260A
DC_n77A-n260G
DC_n77A-n260H
DC_n77A-n260I
DC_n77A-n260J
DC_n77A-n260K
DC_n77A-n260L
DC_n77A-n260M
DC_n77C-n260A
DC_n77C-n260G
DC_n77C-n260H
DC_n77C-n260I
DC_n77C-n260J
DC_n77C-n260K
DC_n77C-n260L
DC_n77C-n260M
	DC_n77A-n260A
DC_n77A-n260G
DC_n77A-n260H
DC_n77A-n260I

	DC_n77(2A)-n260A
DC_n77(2A)-n260G
DC_n77(2A)-n260H
DC_n77(2A)-n260I
DC_n77(2A)-n260J
DC_n77(2A)-n260K
DC_n77(2A)-n260L
DC_n77(2A)-n260M
	DC_n77(2A)
DC_n77A-n260A
DC_n77A-n260G
DC_n77A-n260H
DC_n77A-n260I
DC_n77A-n260J
DC_n77A-n260K
DC_n77A-n260L
DC_n77A-n260M

	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I
DC_n77A-n261J
DC_n77A-n261K
DC_n77A-n261L
DC_n77A-n261M
DC_n77C-n261A
DC_n77C-n261I
DC_n77C-n261J
DC_n77C-n261K
DC_n77C-n261L
DC_n77C-n261M
	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I
DC_n77A-n261J
DC_n77A-n261K
DC_n77A-n261L
DC_n77A-n261M

	DC_n77A-n261(2A)
DC_n77A-n261(2G)
DC_n77A-n261(2H)
DC_n77A-n261(2I)
DC_n77A-n261(3A)
DC_n77A-n261(4A)
	DC_n77A-n261A

	DC_n77A-n261(A-G)
DC_n77A-n261(A-H)
DC_n77A-n261(A-I)
DC_n77A-n261(G-H)
DC_n77A-n261(G-I)
DC_n77A-n261(H-I)
DC_n77A-n261(A-J)
DC_n77A-n261(A-K)
DC_n77A-n261(A-L)
DC_n77A-n261(A-G-H)
DC_n77A-n261(A-G-I)
DC_n77A-n261(2A-H)
DC_n77A-n261(2A-G)
DC_n77A-n261(2A-I)
DC_n77A-n261(A-2G)
	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I

	DC_n78A-n257A
DC_n78A-n257D
DC_n78A-n257E
DC_n78A-n257F
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I
DC_n78A-n257J
DC_n78A-n257K
DC_n78A-n257L
DC_n78A-n257M
DC_n78C-n257A
DC_n78C-n257D
DC_n78C-n257E
DC_n78C-n257F
DC_n78C-n257G
DC_n78C-n257H
DC_n78C-n257I
DC_n78C-n257J
DC_n78C-n257K
DC_n78C-n257L
DC_n78C-n257M
	DC_n78A-n257A
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I

	DC_n78(2A)-n257A
DC_n78(2A)-n257G
DC_n78(2A)-n257H
DC_n78(2A)-n257I
	DC_n78A-n257A
DC_n78A-n257G
DC_n78A-n257I
DC_n78A-n257H

	DC_n78A-n258A
DC_n78A-n258B
DC_n78A-n258C
DC_n78A-n258D
DC_n78A-n258E
DC_n78A-n258F
DC_n78A-n258G
DC_n78A-n258H
DC_n78A-n258I
DC_n78A-n258J
DC_n78A-n258K
DC_n78A-n258L
DC_n78A-n258M
DC_n78C-n258A
DC_n78C-n258B
DC_n78C-n258C
DC_n78C-n258D
DC_n78C-n258E
DC_n78C-n258F
DC_n78C-n258G
DC_n78C-n258H
DC_n78C-n258I
DC_n78C-n258J
DC_n78C-n258K
DC_n78C-n258L
DC_n78C-n258M
	DC_n78A-n258A
DC_n78A-n258G
DC_n78A-n258H
DC_n78A-n258I

	DC_n79A-n257A1
DC_n79A-n257D1
DC_n79A-n257E1
DC_n79A-n257F1
DC_n79A-n257G1
DC_n79A-n257H1
DC_n79A-n257I1
DC_n79A-n257J
DC_n79A-n257K
DC_n79A-n257L
DC_n79A-n257M
DC_n79C-n257A
DC_n79C-n257D
DC_n79C-n257E
DC_n79C-n257F
	DC_n79A-n257A
DC_n79A-n257G
DC_n79A-n257H
DC_n79A-n257I

	DC_n79A-n258A
DC_n79A-n258D
DC_n79A-n258E
DC_n79A-n258F
DC_n79A-n258G
DC_n79A-n258H
DC_n79A-n258I
DC_n79A-n258J
DC_n79A-n258K
DC_n79A-n258L
DC_n79A-n258M
	DC_n79A-n258A

	NOTE 1:	Applicable for UE supporting inter-band NR DC with mandatory simultaneous Rx/Tx capability.



<< End of changes >>

