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1 Core requirement maintenance
1.1 Impact on inter-frequency cell identification
Agreement: 
· Tidentify_inter_without_index should also apply to UE [which supports deriveSSB-IndexFromCell-inter] when deriveSSB-IndexFromCell-inter is enabled.
1.2 Mandatory NCSG patterns

Agreement:
· NCSG pattern #13 and #14 are mandatory for UE supports per-FR MG or UE capable of FR2 standalone mode.
1.3 Mgta for NCSG
Agreement: 

· Remove the interruption requirements for 0.5ms mgta for FR1 NCSG and 0.25ms mgta for FR2 NCSG in 38.133.
1.4 NCSG pattern applicability

Agreement: 

· Introduce NCSG pattern applicability, and re-use the legacy MG pattern applicability in Table 9.1.2-3 for NCSG patterns. Make a separate applicability table for NCSG patterns.
2 Performance
2.1 NCSG related functionalities to be tested
Agreement:
· Measurement with NCSG on deactivated SCC
· Intra-frequency measurement with NCSG 

· Inter-frequency measurement with NCSG 

· Inter-RAT measurement with NCSG 

· Interruption on the serving cells 
2.2 Test cases applicability

Agreement: 
· If a UE supports per-FR NCSG, it only needs to pass test case with per-FR NCSG, otherwise, UE only needs to pass test case with per-UE NCSG.
2.3 Test configuration

Agreement:
· RAN4 will not introduce test case for NCSG in dual connectivity.
· For FR1 tests, NCSG pattern #0 is used. FFS on whether other NCSG pattern is needed.

· For FR2 tests, NCSG pattern is FFS.
2.4 Test case list

Agreement: 
	No.
	Test case
	Test setup and scenario
	Purpose of test 
	Responsibility

	1
	A.6.6.1.x Event triggered reporting test on SCC with deactivated Scell in FR1
	· CA with Pcell (Cell1) on F1 and deactivated Scell (Cell2) on F2 and unknown neighbor cell (Cell3) on F2

· Both F1 and F2 in FR1

· per-UE NCSG [and per-FR NCSG with testability in agreement 1.4], non-DRX, AWGN

· NCSG pattern: FFS

· RS to measure: SSB [w/o SBI reporting]

· Data scheduled during the whole test
	· Intra-frequency cell search delay for deactivated SCC is met for Cell3, and 

· UE receives data in Cell1 meeting scheduling restriction requirements, and

· UE will not cause any interruption on Cell1 outside VIL windows.
	Ericsson

	2
	A.7.6.1.x Event triggered reporting test on SCC with deactivated Scell in FR2
	· Same as in test case 1 except that F1 and F2 are in FR2
	· Same as in test case 1
	MTK

	3
	A.6.6.2.x Event triggered reporting test on inter-frequency in FR1
	· Pcell (Cell1) on F1 and unknown inter-frequency neighbor cell (Cell2) on F1

· Both F1 and F2 in FR1

· per-UE NCSG [and per-FR NCSG with testability in agreement 1.4], non-DRX, AWGN

· NCSG pattern: FFS

· RS to measure: SSB [w/o SBI reporting]

· Data scheduled during the whole test
	· Inter-frequency cell search delay is met for Cell2, and 

· UE receives data in Cell1 meeting scheduling restriction requirements
	Huawei

	4
	A.7.6.2.x Event triggered reporting test on inter-frequency in FR2
	· Same as in test case 3 except that F1 and F2 are in FR2
	· Same as in test case 3
	CATT

	5
	A.6.6.3.x Event triggered reporting test on inter-RAT LTE in FR1
	· Pcell (Cell1) on F1 and unknown LTE neighbor cell (Cell2) on F2

· Both F1 and F2 in FR1

· per-UE NCSG, non-DRX, AWGN

· NCSG pattern: FFS

· RS to measure: CRS

· Data scheduled during the whole test
	· Inter-RAT LTE cell search delay is met for Cell2, and 

· UE receives data in Cell1 meeting scheduling restriction requirements
	Intel

	6
	A.6.6.1.x Event triggered reporting test on intra-frequency in FR1
	· CA with Pcell (Cell1) on F1 and unknown neighbor cell (Cell2) on F2

· Both F1 and F2 in FR1

· per-UE NCSG [and per-FR NCSG with testability in agreement 1.4], non-DRX, AWGN

· NCSG pattern: FFS

· RS to measure: SSB [w/o SBI reporting]

· Data scheduled during the whole test
	· Intra-frequency cell search delay is met for Cell2, and 

· UE receives data in Cell1 meeting scheduling restriction requirements, and
	OPPO

	7
	A.7.6.1.x Event triggered reporting test on SCC with deactivated Scell in FR2
	· Same as in test case 1 except that F1 and F2 are in FR2
	· Same as in test case 6
	ZTE
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