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	Reason for change:
	1. The IEsl-maxTxPower is not the correct IE to indicate PEMAX,c based on RAN1 reply LS (R1-2202816) and RAN2 reply LS (R2-2203687).
2. Based on RAN1 reply LS (R1-2202816), the parameter can be associated either with a serving cell or without a serving cell, and it can be configured separately with p-max for Uu.
3. S-SSB is out of sidelink resource pool and there is no PEMAX,c defined for S-SSB in TS 38.331.

	
	

	Summary of change:
	1. Change IEsl-maxTxPower to IEsl-maxTransPower.
2. Remove the sentence of “when the UE is not associated with a serving cell on the NR V2X carrier”.
3. Add the description of PCMAX,S-SSB.
4. Remove the square brackets in clause 6.2E.4.3.
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6.2E.4	Configured transmitted power for V2X
[bookmark: _Toc45888158][bookmark: _Toc45888757][bookmark: _Toc61367402][bookmark: _Toc61372785][bookmark: _Toc68230726][bookmark: _Toc69084139][bookmark: _Toc75467149][bookmark: _Toc76509171][bookmark: _Toc76718161][bookmark: _Toc83580471][bookmark: _Toc84404980][bookmark: _Toc84413589]6.2E.4.1	General
The NR V2X UE is allowed to set its configured maximum output power PCMAX,f,c for carrier frequency f of serving cellcarrier c in each slot. The configured maximum output power PCMAX,f,c is set within the following bounds:
PCMAX_L,f,c ≤  PCMAX,f,c  ≤  PCMAX_H,f,c with
[bookmark: OLE_LINK147][bookmark: OLE_LINK148]	PCMAX_L,f, c = MIN {PEMAX,c,  PPowerClass, V2X – MAX(MAX(MPRc , A-MPRc) + TIB,c , P-MPRc), PRegulatory,c }
PCMAX_H,f, c = MIN {PEMAX,c, PPowerClass, V2X,  PRegulatory,c }
where
-	PCMAX,f,c is configured for PSSCH\PSCCH, S-SSB and PSFCH, respectively;
[bookmark: OLE_LINK12][bookmark: OLE_LINK13]-	For the total transmitted power PCMAX,PSSCH/PSCCH/PSFCH , PEMAX,c is the value given by IEsl-maxTransxPower, defined by TS 38.331, when the UE is not associated with a serving cell on the NR V2X carrier ;.
-	For the total transmitted power PCMAX,S-SSB, the PCMAX_L,f,c and PCMAX_H,f,c are defined as follows:
PCMAX_L,f,c = MIN {PPowerClass, V2X – MAX(MAX(MPRc , A-MPRc) + TIB,c , P-MPRc), PRegulatory,c}
PCMAX_H,f,c = MIN {PPowerClass, V2X,  PRegulatory,c}
-	PPowerClass,V2X is the maximum UE power specified in Table 6.2E.1.1-1 without taking into account the tolerance specified in the Table 6.2E.1.1-1;
-	MPRc and A-MPRc for serving cellcarrier c are specified in clause 6.2E.2 and clause 6.2E.3 for PSSCH\PSCCH, S-SSB and PSFCH, respectively;
-	TIB,c,  and P-MPRc are specified in clause 6.2.4 
-	PRegulatory,c= 10 - Gpost connector dBm the V2X UE is within the protected zone [12] of CEN DSRC tolling system and operating in Band n47; PRegulatory,c= 33 - Gpost connector dBm otherwise.
The maximum output power PCMAX,PSSCH and PCMAX,PSCCH are derived from PCMAX,c based on 0dB PSD offset between PSSCH and PSCCH.
For the measured configured maximum output power PUMAX,c for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions, the same requirement as in clause 6.2.4 shall be applied.
For NR V2X UE supporting SL MIMO, the transmitted power is configured per each UE.
For NR V2X UE with two transmit antenna connectors, the tolerance is specified in Table 6.2E.4.1-1. The requirements shall be met with SL MIMO configurations specified in Table 6.2D.1-2.
If the UE transmits on two antenna connectors at the same time, the tolerance is specified in Table 6.2E.4.1-1.
Table 6.2E.4.1-1: PCMAX,c tolerance schemes for MIMO
	PCMAX,c
(dBm)
	Tolerance
TLOW(PCMAX_L,c) (dB)
	Tolerance
THIGH(PCMAX_H,c) (dB)

	PCMAX,c = 26
	3.0
	2.0

	23 ≤ PCMAX,c < 26
	3.0
	2.0

	22 ≤ PCMAX,c < 23
	5.0
	2.0

	21 ≤ PCMAX,c < 22
	5.0
	3.0

	20 ≤ PCMAX,c < 21
	6.0
	4.0

	16 ≤ PCMAX,c < 20
	5.0

	11 ≤ PCMAX,c < 16
	6.0

	-40 ≤ PCMAX,c < 11
	7.0
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