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1. Overall Description:

RAN4 has introduced 11 new FR2 CA BW classes in a new FBG5 into 38.101-2, see below table:
	NR CA bandwidth class
	Aggregated channel bandwidth
	Number of contiguous CC
	Fallback group

	A
	BWChannel ≤ 400 MHz
	1
	1,2,3,4,5

	B
	400 MHz < BWChannel_CA ≤ 800 MHz
	2
	1

	C
	800 MHz < BWChannel_CA ≤ 1200 MHz
	3
	

	D
	200 MHz < BWChannel_CA ≤ 400 MHz
	2
	2

	E
	400 MHz < BWChannel_CA ≤ 600 MHz
	3
	

	F
	600 MHz < BWChannel_CA ≤ 800 MHz
	4
	

	R
	800 MHz < BWChannel_CA ≤ 1000 MHz
	5
	

	S
	1000 MHz < BWChannel_CA ≤ 1200 MHz
	6
	

	T
	1200 MHz < BWChannel_CA ≤ 1400 MHz
	7
	

	U
	1400 MHz < BWChannel_CA ≤ 1600 MHz
	8
	

	G
	100 MHz < BWChannel_CA ≤ 200 MHz
	2
	3

	H
	200 MHz < BWChannel_CA ≤ 300 MHz
	3
	

	I
	300 MHz < BWChannel_CA ≤ 400 MHz
	4
	

	J
	400 MHz < BWChannel_CA ≤ 500 MHz
	5
	

	K
	500 MHz < BWChannel_CA ≤ 600 MHz
	6
	

	L
	600 MHz < BWChannel_CA ≤ 700 MHz
	7
	

	M
	700 MHz < BWChannel_CA ≤ 800 MHz
	8
	

	O
	100 MHz ≤ BWChannel_CA ≤ 200 MHz
	2
	4

	P
	150 MHz ≤ BWChannel_CA ≤ 300 MHz
	3
	

	Q
	200 MHz ≤ BWChannel_CA ≤ 400 MHz
	4
	

	V2
	200 MHz ≤ BWChannel_CA ≤ 400 MHz
	2
	5



	V3
	300 MHz ≤ BWChannel_CA ≤ 600 MHz
	3
	

	V4
	400 MHz ≤ BWChannel_CA ≤ 800 MHz
	4
	

	V5
	500 MHz ≤ BWChannel_CA ≤ 1000 MHz
	5
	

	V6
	600 MHz ≤ BWChannel_CA ≤ 1200 MHz
	6
	

	V7
	700 MHz ≤ BWChannel_CA ≤ 1400 MHz
	7
	

	V8
	800 MHz ≤ BWChannel_CA ≤ 1600 MHz
	8
	

	V9
	900 MHz ≤ BWChannel_CA ≤ 1800 MHz
	9
	

	V10
	1100 MHz ≤ BWChannel_CA ≤ 2000 MHz
	10
	

	V11
	1300 MHz ≤ BWChannel_CA ≤ 2200 MHz
	11
	

	V12
	1500 MHz ≤ BWChannel_CA ≤ 2400 MHz
	12
	

	NOTE 1:
Maximum supported component carrier bandwidths for fallback groups 1, 2, 3, 4 and 5 are 400 MHz, 200 MHz, 100 MHz, 100 MHz and 200 MHz respectively except for CA bandwidth class A. For CA bandwidth classes of fallback group 5, requirements apply for non-interlaced 100 MHz and 200 MHz channel bandwidths (each CA bandwidth class consisting of up to two contiguous sub-blocks each with component carriers of a single channel bandwidth).

NOTE 2:
It is mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration within a fallback group that results in a release of at least one component carrier. It is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belong to a different fallback group.

NOTE 3:         Explicit indication of support of a BW class in FBG5 does not imply that all possible variants of the lower order  BW class must be supported. Only those variants of the lower order BW class that obey fallback rules as described in 38.306 must be supported

	


Furthermore, the backwards compatibility still need consider due to introduce a new FBG5 for FR2 CA BW classes, i.e., if the UE indicating support CA BW class in FBG5, the UE need indicate support one of CA BW classes D, E, F in FBG2 at the same time. Although RAN4’s Spec as above table has clarified that it is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belong to a different fallback group.

2. Actions:

To RAN2: RAN4 respectfully asks RAN2 to consider define new FR2 CA BW classes from V2 to V12 in FBG5 as above description.

3. Date of Next RAN4 Meetings:

TSG RAN WG4 Meeting #104-e                  August. 15–August. 26, 2022                  Online
TSG RAN WG4 Meeting #104-bis-e             Oct. 10–Oct. 19, 2022                            Online
2
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