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1 Introduction
A new SI has been approved on efficient utilization of licensed spectrum that is not aligned with existing NR channel bandwidths [1]. One of the objective is to evaluate the use of larger channel bandwidths.
1) Evaluate the potential use of larger channel bandwidths than operator licensed bandwidth, including the impacts on regulatory emission requirements/UE output power implications and UE ACS/blocking impacts depending on the guard band and the SCS.
The contribution provides some update on the approach to the TR for the following sub-clauses.
· 6.3	Complexity and efficiency study
· 6.4	Generic solutions guidance
· 6.5	RAN1 and RAN2 impact
· 6.6	Legacy UE impact
· 6.7	RAN4 standard impact identification

2 Conclusions
It is proposed to approve the TP on the use of larger channel bandwidths approach for the TR 38.844.
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	Text Proposal for TR 38.844
==== Start of Changes ===
[bookmark: _Hlk95310610]6.3.1	Larger Channel BW than licensed BW
Editor’s note: If needed, complexities of this method can be added 

UE needs to support the asymmetric bandwidth combinations where UL CBW is SmallerCBW and DL CBW is WiderCBW. The asymmetric UL and DL channel bandwidth combination set should be specified in the specification TS 38.101-1.
==== Next Change ===
6.4.x	Larger Channel BW than licensed BW 
Editor’s note: If needed, any aspects deemed not generic solution of this method can be added
==== Next Change ===
6.4.3		Combined UE CBW (two cell)	Comment by Lehne, Mark A: Moved this section here from R4-2208041 as requested by moderator.
Does not require new channel filters for UE to be designed and tested.
==== Next Change ===
6.5.1	Larger Channel BW than licensed BW
For TDD bands RAN1 requires that the active UL and DL BWP pair must have the same centre frequency.
==== Next Change ===
6.6.1		Larger Channel BW than licensed BW	Comment by Liehai: It will be captured in Intel’s TP

==== Next Change ===
6.7.1		Larger Channel BW than licensed BW
UE asymmetric bandwidth combinations for the corresponding spectrum scenarios are needed, handled on band by band basis or by generic requirement.	Comment by Lehne, Mark A: We disagree.  There is not a need to define schedulable RB.	Comment by Liehai: Would it be needed for BS? Ok, the first sentence will be removed for the time being. 
==== End of Changes ===
