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<START OF THE CHANGE 1>
[bookmark: _Toc58915905][bookmark: _Toc58918086][bookmark: _Toc66693956][bookmark: _Toc74915908][bookmark: _Toc76114533][bookmark: _Toc76544419][bookmark: _Toc82536541][bookmark: _Toc89952834][bookmark: _Toc98766650][bookmark: _Toc99703013]8.1.2.1.6	Applicability of UL timing adjustment requirements for different scenarios
Unless otherwise stated, for BS type 1-O, the tests for UL timing adjustment for scenario Y and scenario Z shall apply only if high speed train is declared to be supported (see D.109 in table 4.6-1). A BS that passes the tests for scenario Y or scenario Z, can also consider the tests for scenario X passed.
[bookmark: _GoBack]Unless otherwise stated, for BS type 2-O, the tests for UL timing adjustment for scenario Y shall apply only if high speed train is declared to be supported (see D.109 in table 4.6-1).
<Unchanged part skipped>
8.1.2.4	Applicability of PUSCH for high speed train performance requirements
[bookmark: _Toc58915906][bookmark: _Toc58918087][bookmark: _Toc66693957][bookmark: _Toc74915909][bookmark: _Toc76114534][bookmark: _Toc76544420][bookmark: _Toc82536542][bookmark: _Toc89952835][bookmark: _Toc98766651][bookmark: _Toc99703014]8.1.2.4.1	Appliability of requirements for different speeds
Unless otherwise stated, a BS type 1-O that declares to support 500km/h (see D.110 in table 4.6-1) and passes the tests for 500km/h, can also consider the tests for 350km/h as passed.
[bookmark: _Toc58915907][bookmark: _Toc58918088][bookmark: _Toc66693958][bookmark: _Toc74915910][bookmark: _Toc76114535][bookmark: _Toc76544421][bookmark: _Toc82536543][bookmark: _Toc89952836][bookmark: _Toc98766652][bookmark: _Toc99703015]8.1.2.4.2	Applicability of requirements for 1T1R
In high speed train requirements, unless otherwise stated, for a BS supporting different numbers of antenna connectors (for BS type1-C) or TAB connectors (for BS type 1-H) (see D.37 in table 4.6-1), if the BS supports 1RX, the tests with low MIMO correlation level shall apply only for either one connector or the second lowest number of supported connectors, in addition to the highest numbers of supported connectors, and the specific connectors used for testing are based on manufacturer declaration. 
If the BS doesn't support 1RX, the tests with low MIMO correlation level shall apply only for the lowest and highest numbers of supported connectors, and the specific connectors used for testing are based on manufacturer declaration.
Note: The highest number of connectors can simultaneously be second lowest number.
[bookmark: _Toc21102920][bookmark: _Toc29810769][bookmark: _Toc36636121][bookmark: _Toc37273067][bookmark: _Toc45886147][bookmark: _Toc53183223][bookmark: _Toc58915890][bookmark: _Toc58918071][bookmark: _Toc66693940][bookmark: _Toc74915892][bookmark: _Toc76114517][bookmark: _Toc76544403][bookmark: _Toc82536525][bookmark: _Toc89952818][bookmark: _Toc98766634][bookmark: _Toc99702997]8.1.2.4.3	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported, the test requirements for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centered in this widest supported channel bandwidth.
8.1.2.4.4	Appliability of requirements for different DM-RS configurations
Unless otherwise stated, for BS type 2-O, FR2 HST PUSCH requirement test shall apply only for the additional DM-RS position declared to be supported (see D.xxx in tabler 4.6-1). If more than one DM-RS configuration is declared to be supported, the test shall be done for the minimum number of DM-RS supported.

<END OF THE CHANGE 1>

