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1 Test procedure baselines
1.1 FR1 Test procedure baseline
Agreement The BS test procedures shall serve as the baseline. The procedures shall be updated according to the needs of receiver testing (e.g., describing the input signal)
1.2 FR2 Test procedure baseline
Agreement The BS test procedures shall serve as the baseline. The procedures shall be updated according to the needs of receiver testing (e.g., describing the input signal)

2 Test applicability for ALC
Note, in this WF:
· “ALC condition” refers to a test in which the input power is equal to (declared minimum input for full output power) + 10dB

· “Non-ALC condition” refers to a test in which the input power is equal to (declared minimum input for full output power)

2.1 Test applicability for Emissions (Spurious Emissions, ACLR, OBUE, TX IM)
Agreement: Emissions requirements are tested in the ALC condition only

2.2 Test applicability for ACRR
Agreement: ACRR is tested in the non-ALC condition only

2.3 Test applicability for Output power
Agreement: Output power is tested in both the ALC and non-ALC conditions. 

2.4 Test applicability for EVM
Way forward: 

· Option 1: EVM is tested for the ALC condition only

· Option 2: EVM is tested for the non-ALC condition only

· Option 3: EVM is tested for both ALC and non-ALC conditions

3 Test applicability for RX IM

3.1 Number of frequency points for RX IM test
Way forward: 

· Option 1: One frequency point only

· Option 2: Several frequency points
· Option 2a: 3 frequency points

