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[bookmark: _Toc21345579][bookmark: _Toc29806428][bookmark: _Toc37255961][bookmark: _Toc37256302][bookmark: _Toc45890136][bookmark: _Toc52381961][bookmark: _Toc61375060][bookmark: _Toc67936412][bookmark: _Toc67937285][bookmark: _Toc76452521][bookmark: _Toc76630364][bookmark: _Toc83742924][bookmark: _Toc83887038][bookmark: _Toc83887839][bookmark: _Toc90588680]6.5B.4.1	General
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
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When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5B.4.1.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.5B.4.1.1-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	2495 ≤ f < 2496
	-13
	1 % of Channel BW for contiguous BW up to 100 MHz,
1 MHz for contiguous BW  > 100 MHz

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0 < f < 2490.5
	-25
	1 MHz
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When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5B.4.1.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.5B.4.1.1-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	2495 ≤ f < 2496
	-13
	1 % of Channel BW for contiguous BW up to 100 MHz,
1 MHz for contiguous BW  > 100 MHz

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0 < f < 2490.5
	-25
	1 MHz


6.5B.4.3	Intra-band non-contiguous EN-DC
6.5B.4.3.1	Minimum requirement (network signalled value "NS_04")
When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5B.4.1.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.5B.4.1.1-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	2495 ≤ f < 2496
	-13
	1 % of Channel BW for contiguous BW up to 100 MHz,
1 MHz for contiguous BW  > 100 MHz

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0 < f < 2490.5
	-25
	1 MHz



[bookmark: _Toc21345569][bookmark: _Toc29806418][bookmark: _Toc37255951][bookmark: _Toc37256292][bookmark: _Toc45890126][bookmark: _Toc52381951][bookmark: _Toc61375050][bookmark: _Toc67936402][bookmark: _Toc67937275][bookmark: _Toc76452511][bookmark: _Toc76630354][bookmark: _Toc83742914][bookmark: _Toc83887028][bookmark: _Toc83887829][bookmark: _Toc90588670]6.5B.4.4	Inter-band EN-DC within FR1
The additional spurious emissions requirements specified for E-UTRA in clause 6.6.3.3 and 6.6.3.3A of TS 36.101 [4] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.5.3.2, 6.5A.3.2 and 6.5D.3 of TS 38.101-1 [2] apply for each component carrier. 
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The additional spurious emissions requirements specified for E-UTRA in clause 6.6.3.3 and 6.6.3.3A of TS 36.101 [4] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.5.3.2, 6.5A.3.2 and 6.5D.3 of TS 38.101-1 [2] apply for each component carrier. 
6.5B.4.5	Inter-band EN-DC including FR2
[bookmark: _Toc21345576][bookmark: _Toc29806425][bookmark: _Toc37255958][bookmark: _Toc37256299][bookmark: _Toc45890133][bookmark: _Toc52381958][bookmark: _Toc61375057][bookmark: _Toc67936409][bookmark: _Toc67937282][bookmark: _Toc76452518][bookmark: _Toc76630361][bookmark: _Toc83742921][bookmark: _Toc83887035][bookmark: _Toc83887836][bookmark: _Toc90588677]The additional spurious emissions requirements specified for E-UTRA in clause 6.6.3.3 and 6.6.3.3A of TS 36.101 [4] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.5.3.2, 6.5A.3.2 and 6.5D.3 of TS 38.101-2 [3] apply for each component carrier. 
6.5B.4.6	Inter-band EN-DC including both FR1 and FR2
The additional spurious emissions requirements specified for E-UTRA in clause 6.6.3.3 and 6.6.3.3A of TS 36.101 [4] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.5.3.2, 6.5A.3.2 and 6.5D.3 of TS 38.101-1 [2] and in clause 6.5.3.2, 6.5A.3.2 and 6.5D.3 of TS 38.101-2 [3] apply for each component carrier. 
< End of changes >
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