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	Reason for change:
	The agreement from WF R4-2210613

Issue 1-1: Clarification on multiple RLM-RS/BFD-RS
· For entering condition, 
· Option 1: good serving cell quality criterion is fulfilled when the radio link quality is better than the threshold (Qin + X dB) for at least one resource in the set of resources for RLM/BFD. 

· For exiting condition, 
· Option 1: good serving cell quality criterion is not fulfilled when the radio link quality is worse than the threshold (Qin + X dB) for all resource in the set of resources for RLM/BFD. 

Agreement: Option 1 
· X with candidate values {2,4,6, 8} dB can be configured by NW with default value as 0 dB. 
The current spec is missing the “multiple RLM-RS/BFD-RS” part of the agreement.
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	Clairfy the captured agreement is applicable when multiple resources are configured in the set
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<Start of Change #1>
8.1.1.1	Introduction of Requirement on Radio Link Monitoring for UE Configured with Relaxed Measurement Criteria
<Paragraphs without change are omitted>
The UE is no longer allowed to relax RLM measurements and apply the relaxed radio link monitoring provided that at least one of the following conditions is met: 
-	The UE sends out-of sync indications to the higher layers,
-	The timer T310 is running.
-	No DRX is used
-	The good serving cell quality criterion defined in clause 5.7.13.2 of TS 38.331 [2] is not fulfilled for all resources in the set of resources for radio link monitoring when multiple resources are configured in the set.

<End of Change #1>
<Start of Change #2>
8.5.1.1	Introduction of Requirement on Link Recovery Procedures for UE configured with relaxed measurement criteria
<Paragraphs without change are omitted>
The UE is no longer allowed to relax BFD measurements and apply the relaxed link recovery procedures provided that at least one of the following conditions is met: 
-	The timer beamFailureDetectionTimer is running.
-	No DRX is used
-	The good serving cell quality criterion defined in clause 5.7.13.2 of TS 38.331 [2] is not fulfilled for all resources in the set of resources for beam failure detection when multiple resources are configured in the set.

<End of Change #2>
