

	
3GPP TSG-RAN WG4 Meeting #104-e	R4-2211888
Electronic Meeting, 15 – 26 August, 2022
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.133
	CR
	draftCR
	rev
	
	Current version:
	15.18.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	draftCR on applicabiltiy for test Cases involving E-UTRA/FR1 and FR2 carriers (R15)

	
	

	Source to WG:
	Apple

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Perf
	
	Date:
	2022-07-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In R4-2115240 RAN4 agreed:
· FR1/LTE+FR2 test has OTA testability problem if at least one of the following criteria is met:
· Tests where any requirement is tested for FR1/LTE,
· Tests where UE receives any DL message (e.g. RRC/DCI/MAC-CE configuration message/command etc) on FR1/LTE between the starting point and ending point of the test, and
· Tests where UE transmits any UL signal (e.g. measurement report, ACK/NACK, CSI etc) b on FR1/LTE between the starting point and ending point of the test. 

In A.5.7.1.3 and A.7.7.1.3, UE has to receive RRC for measurement configuration and report measurement result via FR1 serving cell, which fulfills the above criteria. Therefore, UE shall be allowed to skip them.

Additional margins due to beamforming gain uncertainty has been agreed and considered in RAN4 RRM test cases. However, they are missing in A.5.7.1.3 and A.7.7.1.3.

	
	

	Summary of change:
	Update test applicability in A.3.13A to allow UE skip A.5.7.1.3 and A.7.7.1.3.

	
	

	Consequences if not approved:
	UE would still need to pass A.5.7.1.3 and A.7.7.1.3, which cannot be correctly implemented. 

	
	

	Clauses affected:
	A.3.13A

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS38.533 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


Start of Change 1
[bookmark: _Toc383690989]A.3.13A Test Cases involving E-UTRA/FR1 and FR2 carriers
A.3.13A.1	Introduction
The following applies to UE compliant to this version of the specification when undergoing tests with a mix of E-UTRA/NR FR1 and NR FR2 carriers in clauses A.5, A.7 and A.8.
A.3.13A.2	Principle of Testing in EN-DC
For test cases in clause A.5 listed in Table A.3.13A.2-1, the following applies:
-	UE does not have to pass the test case

Table A.3.13A.2-1: Test cases UE does not have to pass in current version of specification (EN-DC)
	Clause
	Test case slogan

	A.5.5.3.2
	SCell Activation and deactivation of known SCell in FR1 for 160ms SCell measurement cycle

	A.5.5.3.5
	SCell Activation and deactivation of SCell in FR2


	A.5.7.1.3
	EN-DC inter-frequency measurement accuracy with FR1 serving cell and FR2 target cell



A.3.13A.3	Principle of Testing in SA
For test cases in clause A.7 listed in Table A.3.13A.3-1, the following applies:
-	UE does not have to pass the test case

Table A.3.13A.3-1: Test cases UE does not have to pass in current version of specification (SA)
	Clause
	Test case slogan

	A.7.5.3.2
	SCell Activation and deactivation for FR1+FR2 inter-band with target SCell in FR2

	A.7.5.6.1.2
	NR FR1- NR FR2 DL active BWP switch of PCell with non-DRX in SA


	A.7.6.2.5
	SA event triggered reporting tests for FR2 without SSB time index detection when DRX is not used (PCell in FR1)

	A.7.6.2.6
	SA event triggered reporting tests for FR2 without SSB time index detection when DRX is used (PCell in FR1)

	A.7.6.2.7
	SA event triggered reporting tests for FR2 with SSB time index detection when DRX is not used (PCell in FR1)

	A.7.6.2.8
	SA event triggered reporting tests for FR2 with SSB time index detection when DRX is used (PCell in FR1)

	A.7.7.1.3
	SA inter-frequency measurement accuracy with FR1 serving cell and FR2 target cell



A.3.13A.4	Principle of Testing in E-UTRA
For test cases in clause A.8 listed in Table A.3.13A.4-1, the following applies:
-	UE does not have to pass the test case. 

Table A.3.13A.4-1: Test cases UE does not have to pass in current version of specification (E-UTRA)
	Clause
	Test case slogan

	A.8.4.2.5
	NR Inter-RAT event triggered reporting tests for FR2 without SSB time index detection when DRX is not used

	A.8.4.2.6
	NR Inter-RAT event triggered reporting tests for FR2 without SSB time index detection when DRX is used

	A.8.4.2.7
	NR Inter-RAT event triggered reporting tests for FR2 with SSB time index detection when DRX is not used

	A.8.4.2.8
	NR Inter-RAT event triggered reporting tests for FR2 with SSB time index detection when DRX is used



End of Change 1




