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1. Introduction
This contribution is a text proposal for TR 38.XXX-XX-XX to include CA_n3-n28-n40 according to the request in [1]. 
All the fallbacks have been specified.
2. Reference
[1] RP-221877 Rel-18 NR Inter-band Carrier Aggregation/Dual Connectivity for 3 bands DL with x bands UL (x=1,2)
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
[bookmark: _Toc109046453]5.x	CA_n3-n28-n40
[bookmark: _Toc29802097][bookmark: _Toc37251223][bookmark: _Toc75466983][bookmark: _Toc29802722][bookmark: _Toc36107464][bookmark: _Toc61372624][bookmark: _Toc83580305][bookmark: _Toc76717995][bookmark: _Toc29801673][bookmark: _Toc84413423][bookmark: _Toc61367241][bookmark: _Toc45888002][bookmark: _Toc69083977][bookmark: _Toc45888601][bookmark: _Toc76509005][bookmark: _Toc68230564][bookmark: _Toc84404814][bookmark: _Toc109046454]5.x.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc75466985][bookmark: _Toc84404816][bookmark: _Toc45888603][bookmark: _Toc69083979][bookmark: _Toc61367243][bookmark: _Toc76717997][bookmark: _Toc68230566][bookmark: _Toc45888004][bookmark: _Toc76509007][bookmark: _Toc61372626][bookmark: _Toc83580307][bookmark: _Toc84413425][bookmark: _Toc109046455]5.x.1.1	Operating bands for CA
[bookmark: OLE_LINK18]Table 5.x.1.1-1: Inter-band CA operating bands involving FR1 (three bands)
	NR CA Band
	NR Band
(Table 5.2-1)
	DL interruption allowed 
(Note 4)

	CA_n3-n28-n403
	n3, n28, n40
	

	NOTE 3:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability



[bookmark: _Toc109046456]5.x.1.2	Channel bandwidths per operating band for CA
Table 5.x.1.2-1: Supported bandwidths per CA band combination of band n3+n28+n40
	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n3A-n28A-n40A
	CA_n3A-n28A
CA_n3A-n40A
CA_n28A-n40A
	n3
	5, 10, 15, 20
	0

	
	
	n28
	[bookmark: OLE_LINK5]5, 10
	

	
	
	n40
	20, 40
	


[bookmark: _Toc109046457]5.x.1.3	∆TIB,c and ∆RIB,c values
For CA_n3-n28-n40, the TIB,c and RIB,c values are given in the tables below, reuse the values of CA_3-28-40.
Table 5.x.1.3-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c (dB)

	CA_n3-n28-n40
	n3
	0.5

	
	n28
	0.3

	
	n40
	0.5



Table 5.x.1.3-2: ΔRIB,c
	Inter-band CA Configuration
	NR Band
	ΔRIB,c (dB)

	CA_n3-n28-n40
	n3
	0

	
	n28
	0

	
	n40
	0


[bookmark: _Toc109046458]5.x.2	Specific for 2 bands UL CA
[bookmark: _Toc109046459]5.x.2.1	UE co-existence studies
For CA combinations with 3 bands DL and 2bands UL, only IMD issues due to dual Tx operation of two bands falling to the third band Rx need to be considered.
Based on the calculation, there is no additional IMD issue.
[bookmark: _Toc109046460]5.x.2.2	REFSENS requirements
 Based on co-existence studies on 5.x.2.1, no need to define exceptional REFSENS requirements.
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