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----------------------------------------------------- Beginning of Change 1 ------------------------------------------------------------
[bookmark: _Toc83742247][bookmark: _Toc91440737]7.2	PDSCH demodulation requirements
The parameters specified in Table 7.2-1 are valid for all PDSCH demodulation tests unless otherwise stated.

Updates on FR2-2 in Table 7.2-1
Updates on FR2-2 in Table 7.2-2

[bookmark: _Toc21338271][bookmark: _Toc29808379][bookmark: _Toc37068298][bookmark: _Toc37083843][bookmark: _Toc37084185][bookmark: _Toc40209547][bookmark: _Toc40209889][bookmark: _Toc45892848][bookmark: _Toc53176713][bookmark: _Toc61121029][bookmark: _Toc67918215][bookmark: _Toc76298259][bookmark: _Toc76572271][bookmark: _Toc76652138][bookmark: _Toc76652976][bookmark: _Toc83742249][bookmark: _Toc91440739]7.2.2	2RX requirements
[bookmark: _Toc21338273][bookmark: _Toc29808381][bookmark: _Toc37068300][bookmark: _Toc37083845][bookmark: _Toc37084187][bookmark: _Toc40209549][bookmark: _Toc40209891][bookmark: _Toc45892850][bookmark: _Toc53176715][bookmark: _Toc61121031][bookmark: _Toc67918217][bookmark: _Toc76298261][bookmark: _Toc76572273][bookmark: _Toc76652140][bookmark: _Toc76652978][bookmark: _Toc83742251][bookmark: _Toc91440741]7.2.2.2	TDD
[bookmark: _Toc21338274][bookmark: _Toc29808382][bookmark: _Toc37068301][bookmark: _Toc37083846][bookmark: _Toc37084188][bookmark: _Toc40209550][bookmark: _Toc40209892][bookmark: _Toc45892851][bookmark: _Toc53176716][bookmark: _Toc61121032][bookmark: _Toc67918218][bookmark: _Toc76298262][bookmark: _Toc76572274][bookmark: _Toc76652141][bookmark: _Toc76652979][bookmark: _Toc83742252][bookmark: _Toc91440742]7.2.2.2.1	Minimum requirements for PDSCH Mapping Type-A
For PDSCH Type-A scheduling, the requirements are specified in Table 7.2.2.2.1-3, 7.2.2.2.1-4 and 7.2.2.2.1-5, with the addition of the parameters in Table 7.2.2.2.1-2 and the downlink physical channel setup according to Annex C.5.1. The purpose is to verify the performance of PDSCH Type-A scheduling.
The test purposes are specified in Table 7.2.2.1.1-1.

Updates on FR2-2 in Table 7.2.2.2.1-3
------------------------------------------------------------ End of change 1 ------------------------------------------------------------

----------------------------------------------------- Beginning of Change 2 ------------------------------------------------------------
[bookmark: _Toc61121035][bookmark: _Toc67918221][bookmark: _Toc76298265][bookmark: _Toc76572277][bookmark: _Toc76652144][bookmark: _Toc76652982][bookmark: _Toc83742255][bookmark: _Toc91440745]7.2A	PDSCH demodulation requirements for CA
The parameters specified in Table 7.2-1 for PDSCH single carrier tests are reused for PDSCH CA test unless otherwise stated.
[bookmark: _Toc61121037][bookmark: _Toc67918223][bookmark: _Toc76298267][bookmark: _Toc76572279][bookmark: _Toc76652146][bookmark: _Toc76652984][bookmark: _Toc83742257][bookmark: _Toc91440747]7.2A.2	2RX requirements
[bookmark: _Toc61121038][bookmark: _Toc67918224][bookmark: _Toc76298268][bookmark: _Toc76572280][bookmark: _Toc76652147][bookmark: _Toc76652985][bookmark: _Toc83742258][bookmark: _Toc91440748]7.2A.2.1	Minimum requirements

The modification goes here.
------------------------------------------------------------ End of change 2 ------------------------------------------------------------


