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[bookmark: _Toc21102995][bookmark: _Toc29810844][bookmark: _Toc36636204][bookmark: _Toc37273150][bookmark: _Toc45886238][bookmark: _Toc53183309][bookmark: _Toc58916018][bookmark: _Toc58918199][bookmark: _Toc66694069][bookmark: _Toc74916054][bookmark: _Toc76114679][bookmark: _Toc76544565][bookmark: _Toc82536687][bookmark: _Toc89952980][bookmark: _Toc98766796][bookmark: _Toc99703159][bookmark: _Toc106206949]8.3.3	Performance requirements for PUCCH format 2
[bookmark: _Toc21102996][bookmark: _Toc29810845][bookmark: _Toc36636205][bookmark: _Toc37273151][bookmark: _Toc45886239][bookmark: _Toc53183310][bookmark: _Toc58916019][bookmark: _Toc58918200][bookmark: _Toc66694070][bookmark: _Toc74916055][bookmark: _Toc76114680][bookmark: _Toc76544566][bookmark: _Toc82536688][bookmark: _Toc89952981][bookmark: _Toc98766797][bookmark: _Toc99703160][bookmark: _Toc106206950]8.3.3.1	ACK missed detection performance requirements
[bookmark: _Toc21102997][bookmark: _Toc29810846][bookmark: _Toc36636206][bookmark: _Toc37273152][bookmark: _Toc45886240][bookmark: _Toc53183311][bookmark: _Toc58916020][bookmark: _Toc58918201][bookmark: _Toc66694071][bookmark: _Toc74916056][bookmark: _Toc76114681][bookmark: _Toc76544567][bookmark: _Toc82536689][bookmark: _Toc89952982][bookmark: _Toc98766798][bookmark: _Toc99703161][bookmark: _Toc106206951]8.3.3.1.1	Definition and applicability
The performance requirement of PUCCH format 2 for ACK missed detection is determined by the two parameters: probability of false detection of the ACK and the probability of detection of ACK on the wanted signal. The performance is measured by the required SNR at probability of detection equal to 0.99. The probability of false detection of the ACK shall be 0.01 or less.
The probability of false detection of the ACK is defined as a probability of erroneous detection of the ACK when input is only noise.
The probability of detection of ACK is defined as probability of detection of the ACK when the signal is present.
[bookmark: _Toc21102998]Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause 8.1.2.
The transient period as specified in TS 38.101-1 [24] and TS 38.101-2 [25] clause 6.3.3.1 is not taken into account for performance requirement testing, where the RB hopping is symmetric to the CC center, i.e. intra-slot frequency hopping is enabled.
[bookmark: _Toc29810847][bookmark: _Toc36636207][bookmark: _Toc37273153][bookmark: _Toc45886241][bookmark: _Toc53183312][bookmark: _Toc58916021][bookmark: _Toc58918202][bookmark: _Toc66694072][bookmark: _Toc74916057][bookmark: _Toc76114682][bookmark: _Toc76544568][bookmark: _Toc82536690][bookmark: _Toc89952983][bookmark: _Toc98766799][bookmark: _Toc99703162][bookmark: _Toc106206952]8.3.3.1.2	Minimum Requirement
For BS type 1-O, the minimum requirement is in TS 38.104 [2] clause 11.3.1.4.
For BS type 2-O, the minimum requirement is in TS 38.104 [2] clause 11.3.2.4.
[bookmark: _Toc21102999][bookmark: _Toc29810848][bookmark: _Toc36636208][bookmark: _Toc37273154][bookmark: _Toc45886242][bookmark: _Toc53183313][bookmark: _Toc58916022][bookmark: _Toc58918203][bookmark: _Toc66694073][bookmark: _Toc74916058][bookmark: _Toc76114683][bookmark: _Toc76544569][bookmark: _Toc82536691][bookmark: _Toc89952984][bookmark: _Toc98766800][bookmark: _Toc99703163][bookmark: _Toc106206953]8.3.3.1.3	Test Purpose
The test shall verify the receiver's ability to detect ACK bits under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21103000][bookmark: _Toc29810849][bookmark: _Toc36636209][bookmark: _Toc37273155][bookmark: _Toc45886243][bookmark: _Toc53183314][bookmark: _Toc58916023][bookmark: _Toc58918204][bookmark: _Toc66694074][bookmark: _Toc74916059][bookmark: _Toc76114684][bookmark: _Toc76544570][bookmark: _Toc82536692][bookmark: _Toc89952985][bookmark: _Toc98766801][bookmark: _Toc99703164][bookmark: _Toc106206954]8.3.3.1.4	Method of test
[bookmark: _Toc21103001][bookmark: _Toc29810850][bookmark: _Toc36636210][bookmark: _Toc37273156][bookmark: _Toc45886244]8.3.3.1.4.1	Initial conditions
Test environment:	Normal, see clause B.2.
[bookmark: _Toc21103002]RF channels to be tested for single carrier;	M; see clause 4.9.1
Direction to be tested: OTA REFSENS receiver target reference direction (see D.54 in table.4.6-1).
[bookmark: _Toc29810851][bookmark: _Toc36636211][bookmark: _Toc37273157][bookmark: _Toc45886245]8.3.3.1.4.2	Procedure
[bookmark: _MON_1283843391]1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to TS 38.211 [20], and according to additional test parameters listed in table 8.3.3.1.4.2-1.
Table 8.3.3.1.4.2-1: Test parameters
	Parameter
	Value

	Modulation order
	QPSK

	First PRB prior to frequency hoppingStarting RB location
	0

	Intra-slot frequency hopping
	N/A

	First PRB after frequency hopping
	The largest PRB index - (Number of PRBs-1)

	Number of PRBs
	4

	Number of symbols
	1

	The number of UCI information bits
	4

	First symbol
	13

	DM-RS sequence generation
	NID0=0



6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.3.3.1.5.1 and 8.3.3.1.5.2 for BS type 1-O and BS type 2-O respectively, and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.3.3.1.4.2-2.
Table 8.3.3.1.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing
(kHz)
	Channel bandwidth
(MHz)
	AWGN power level

	BS type 1-O (Note 4)
	15 kHz
	5
	-83.5 - ΔOTAREFSENS dBm / 4.5 MHz

	
	
	10
	-80.3 - ΔOTAREFSENS dBm / 9.36 MHz

	
	
	20
	-77.2 -ΔOTAREFSENS dBm / 19.08 MHz

	
	30 kHz
	10
	-80.6 - ΔOTAREFSENS dBm / 8.64 MHz

	
	
	20
	-77.4 - ΔOTAREFSENS dBm / 18.36 MHz

	
	
	40
	-74.2 - ΔOTAREFSENS dBm / 38.16 MHz

	
	
	100
	-70.1 - ΔOTAREFSENS dBm / 98.28 MHz

	BS type 2-O (Note 5)
	60 kHz
	50
	EISREFSENS_50M + ΔFR2_REFSENS + 15 dBm / 47.52MHz

	
	
	100
	EISREFSENS_50M + ΔFR2_REFSENS + 18 dBm / 95.04 MHz 

	
	120 kHz
	50
	EISREFSENS_50M + ΔFR2_REFSENS + 15 dBm / 46.08 MHz 

	
	
	100
	EISREFSENS_50M + ΔFR2_REFSENS + 18 dBm / 95.04 MHz 

	
	
	200
	EISREFSENS_50M + ΔFR2_REFSENS + 21 dBm / 190.08 MHz 

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.
NOTE 2:	ΔFR2_REFSENS = -3 dB as declared in clause 7.1, since the OTA REFSENS receiver target reference direction (as declared in D.54 in table 4.6-1) is used for testing.
NOTE 3:	EISREFSENS_50M as declared in D.28 in table 4.6-1.
NOTE 4:	The AWGN power level contains an AWGN offset of 16dB by default. If needed for test purposes, the AWGN level can be reduced from the default by any value in the range 0dB to 16dB. Changing the AWGN level does not impact the validity of the test, as it reduces the effective base band SNR level.
NOTE 5:	The AWGN power level contains an AWGN offset of 15dB by default. If needed for test purposes, the AWGN level can be reduced from the default by any value in the range 0dB to 15dB. Changing the AWGN level does not impact the validity of the test, as it reduces the effective base band SNR level.



8)	The signal generator sends a test pattern with pattern outlined in figure 8.3.3.1.4.2-1. The following statistics are kept: the number of ACK bits detected in the idle periods and the number of missed ACKs.


Figure 8.3.3.1.4.2-1: Test signal pattern for PUCCH format 2 demodulation tests
[bookmark: _Toc21103003][bookmark: _Toc29810852][bookmark: _Toc36636212][bookmark: _Toc37273158][bookmark: _Toc45886246][bookmark: _Toc53183315][bookmark: _Toc58916024][bookmark: _Toc58918205][bookmark: _Toc66694075][bookmark: _Toc74916060][bookmark: _Toc76114685][bookmark: _Toc76544571][bookmark: _Toc82536693][bookmark: _Toc89952986][bookmark: _Toc98766802][bookmark: _Toc99703165][bookmark: _Toc106206955]8.3.3.1.5	Test requirement
[bookmark: _Toc21103004][bookmark: _Toc29810853][bookmark: _Toc36636213][bookmark: _Toc37273159][bookmark: _Toc45886247]8.3.3.1.5.1	Requirements for BS type 1-O
The fraction of falsely detected ACKs shall be less than 1% and the fraction of correctly detected ACKs shall be larger than 99% for the SNR listed in table 8.3.3.1.5.1-1 and table 8.3.3.1.5.1-2.
Table 8.3.3.1.5.1-1: Required SNR for PUCCH format 2 with 15 kHz SCS
	Number of
	Number of
	Cyclic
	Propagation
	Channel bandwidth / SNR (dB)

	TX antennas
	demodulation branches
	Prefix
	conditions and correlation matrix (annex J)
	5 MHz
	10 MHz
	20 MHz

	1
	2
	Normal
	TDLC300-100 Low
	6.4
	6.2
	6.5



Table 8.3.3.1.5.1-2: Required SNR for PUCCH format 2 with 30 kHz SCS
	Number of
	Number of
	Cyclic
	Propagation
	Channel bandwidth/ SNR (dB)

	TX antennas
	demodulation branches
	Prefix
	conditions and correlation matrix (annex J)
	10MHz
	20MHz
	40MHz
	100MHz

	1
	2
	Normal
	TDLC300-100 Low
	6.1
	6.2
	6.1
	6.3



[bookmark: _Toc21103005][bookmark: _Toc29810854][bookmark: _Toc36636214][bookmark: _Toc37273160][bookmark: _Toc45886248]8.3.3.1.5.2	Requirements for BS type 2-O
The fraction of falsely detected ACKs shall be less than 1% and the fraction of correctly detected ACKs shall be larger than 99% for the SNR listed in table 8.3.3.1.5.2-1 and table 8.3.3.1.5.2.-2
Table 8.3.3.1.5.2-1: Required SNR for PUCCH format 2 with 60 kHz SCS
	Number of
	Number of
	Cyclic
	Propagation
	Channel bandwidth / SNR (dB)

	TX antennas
	demodulation branches
	Prefix
	conditions and correlation matrix (annex J)
	50 MHz
	100 MHz

	1
	2
	Normal
	TDLA30-300 Low
	7.3
	7.8



Table 8.3.3.1.5.2-2: Required SNR for PUCCH format 2 with 120 kHz SCS
	[bookmark: _Hlk528925209]Number of
	Number of
	Cyclic
	Propagation
	Channel bandwidth / SNR (dB)

	TX antennas
	demodulation branches
	Prefix
	conditions and correlation matrix (annex J)
	50 MHz
	100 MHz
	200 MHz

	1
	2
	Normal
	TDLA30-300 Low
	7.2
	6.9
	7.2
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