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<START OF THE CHANGE 1>
[bookmark: _Toc21100108][bookmark: _Toc29809906][bookmark: _Toc36645291][bookmark: _Toc37272345][bookmark: _Toc45884591][bookmark: _Toc53182615][bookmark: _Toc58860359][bookmark: _Toc58862863][bookmark: _Toc61182856][bookmark: _Toc66728171][bookmark: _Toc74961990][bookmark: _Toc75242900][bookmark: _Toc76545246][bookmark: _Toc82595349][bookmark: _Toc89955380][bookmark: _Toc98773807][bookmark: _Toc106201568]8.2.12	Performance requirements for PUSCH TB over multi slots (TBoMS)
[bookmark: _Toc21100109][bookmark: _Toc29809907][bookmark: _Toc36645292][bookmark: _Toc37272346][bookmark: _Toc45884592][bookmark: _Toc53182616][bookmark: _Toc58860360][bookmark: _Toc58862864][bookmark: _Toc61182857][bookmark: _Toc66728172][bookmark: _Toc74961991][bookmark: _Toc75242901][bookmark: _Toc76545247][bookmark: _Toc82595350][bookmark: _Toc89955381][bookmark: _Toc98773808][bookmark: _Toc106201569]8.2.12.1	Definition and applicability
The performance requirement of PUSCH TBoMS is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in annex A. The performance requirements assume HARQ retransmissions.
Which specific test(s) are applicable to BS is based on the test applicability rules defined in clause [8.1.2.x].
[bookmark: _Toc21100110][bookmark: _Toc29809908][bookmark: _Toc36645293][bookmark: _Toc37272347][bookmark: _Toc45884593][bookmark: _Toc53182617][bookmark: _Toc58860361][bookmark: _Toc58862865][bookmark: _Toc61182858][bookmark: _Toc66728173][bookmark: _Toc74961992][bookmark: _Toc75242902][bookmark: _Toc76545248][bookmark: _Toc82595351][bookmark: _Toc89955382][bookmark: _Toc98773809][bookmark: _Toc106201570]8.2.12.2	Minimum Requirement
For BS type 1-O, the minimum requirement is in TS 38.104 [2], clause 11.2.1.12.
For BS type 2-O, the minimum requirement is in TS 38.104 [2], clause 11.2.2.9.
[bookmark: _Toc21100111][bookmark: _Toc29809909][bookmark: _Toc36645294][bookmark: _Toc37272348][bookmark: _Toc45884594][bookmark: _Toc53182618][bookmark: _Toc58860362][bookmark: _Toc58862866][bookmark: _Toc61182859][bookmark: _Toc66728174][bookmark: _Toc74961993][bookmark: _Toc75242903][bookmark: _Toc76545249][bookmark: _Toc82595352][bookmark: _Toc89955383][bookmark: _Toc98773810][bookmark: _Toc106201571]8.2.12.3	Test Purpose
The test shall verify the receiver's ability to achieve throughput under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21100112][bookmark: _Toc29809910][bookmark: _Toc36645295][bookmark: _Toc37272349][bookmark: _Toc45884595][bookmark: _Toc53182619][bookmark: _Toc58860363][bookmark: _Toc58862867][bookmark: _Toc61182860][bookmark: _Toc66728175][bookmark: _Toc74961994][bookmark: _Toc75242904][bookmark: _Toc76545250][bookmark: _Toc82595353][bookmark: _Toc89955384][bookmark: _Toc98773811][bookmark: _Toc106201572]8.2.12.4	Method of test
[bookmark: _Toc21100113][bookmark: _Toc29809911][bookmark: _Toc36645296][bookmark: _Toc37272350][bookmark: _Toc45884596][bookmark: _Toc53182620][bookmark: _Toc58860364][bookmark: _Toc58862868][bookmark: _Toc61182861][bookmark: _Toc66728176][bookmark: _Toc74961995][bookmark: _Toc75242905][bookmark: _Toc76545251][bookmark: _Toc82595354][bookmark: _Toc89955385][bookmark: _Toc98773812][bookmark: _Toc106201573]8.2.12.4.1	Initial Conditions
[bookmark: _Toc21100114][bookmark: _Toc29809912][bookmark: _Toc36645297][bookmark: _Toc37272351][bookmark: _Toc45884597][bookmark: _Toc53182621][bookmark: _Toc58860365][bookmark: _Toc58862869][bookmark: _Toc61182862][bookmark: _Toc66728177][bookmark: _Toc74961996][bookmark: _Toc75242906][bookmark: _Toc76545252][bookmark: _Toc82595355][bookmark: _Toc89955386][bookmark: _Toc98773813][bookmark: _Toc106201574]Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier: M, see clause 4.9.1.
RF channels to be tested for carrier aggregation: MBW Channel CA; see clause 4.9.1.
Direction to be tested: OTA REFSENS receiver target reference direction (see D.54 in table 4.6-1).
8.2.12.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A, and according to additional test parameters listed in table 8.2.12.4.2-1.
Table: 8.2.12.4.2-1 Test parameters for testing PUSCH TBoMS
	Parameter
	BS type 1-O
	BS type 2-O

	Transform precoding
	Disabled
	Disabled

	Channel bandwidth
	15 kHz SCS: 5MHz
30 kHz SCS: 5MHz
	60 kHz SCS: 50MHz
120 kHz SCS: 50MHz

	Default TDD UL-DL pattern (Note 1)
	15 kHz SCS:
3D1S1U, S=10D:2G:2U
30 kHz SCS:
7D1S2U, S=6D:4G:4U
	60 kHz and 120kHz SCS:
3D1S1U, S=10D:2G:2U

	HARQ
	Maximum number of HARQ transmissions
	4
	4

	
	RV sequence
	0, 2, 3, 1
	0, 2, 3, 1

	DM-RS
	DM-RS configuration type
	1
	1

	
	DM-RS duration
	single-symbol DM-RS
	single-symbol DM-RS

	
	Additional DM-RS position
	pos1
	pos1

	
	Number of DM-RS CDM group(s) without data
	2
	2

	
	Ratio of PUSCH EPRE to DM-RS EPRE
	-3 dB
	-3 dB

	
	DM-RS port
	0
	0

	
	DM-RS sequence generation
	NID0=0, nSCID =0
	NID0=0, nSCID =0

	Time domain resource assignment
	PUSCH mapping type
	A, B
	B

	
	Start symbol
	0 
	0 

	
	Allocation length
	14 
	14 

	
	Number of slots allocated for TBoMS PUSCH
	8 for FDD
2 for TDD
	2

	
	Number of repetitions of a single TBoMS
	1
	1

	Frequency domain resource assignment
	RB assignment
	5 RB
	5RB

	
	Frequency hopping
	Disabled
	Disabled

	Code block group based PUSCH transmission
	Disabled
	Disabled

	PT-RS configuration
	Frequency density (KPT-RS)
	N.A.
	Disabled

	
	Time density (LPT-RS)
	N.A.
	Disabled

	Note 1:	The same requirements are applicable to TDD with different UL-DL pattern.



6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.2.12.5.1 and clause 8.2.12.5.2 for BS type 1-O and BS type 2-O respectively, and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.2.12.4.2-2.
Table 8.2.12.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	BS type 1-O (Note 4)
	15 
	5
	-86.5 - ΔOTAREFSENS dBm / 4.5 MHz

	
	30 
	5
	-90.0 - ΔOTAREFSENS dBm / 1.98 MHz

	BS type 2-O (Note 5)
	60 
	50
	EISREFSENS_50M + ΔFR2_REFSENS + 15 dBm / 47.52 MHz

	
	120 
	50
	EISREFSENS_50M + ΔFR2_REFSENS + 15 dBm / 46.08 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.
NOTE 2:	ΔFR2_REFSENS = -3 dB as described in clause 7.1, since the OTA REFSENS reference direction (as declared in D.54 in table 4.6-1) is used for testing.
NOTE 3:	EISREFSENS_50M as declared in D.28 in table 4.6-1.
NOTE 4:	The AWGN power level contains an AWGN offset of 16dB by default. If needed for test purposes, the AWGN level can be reduced from the default by any value in the range 0dB to 16dB. Changing the AWGN level does not impact the validity of the test, as it reduces the effective base band SNR level.
NOTE 5:	The AWGN power level contains an AWGN offset of 15dB by default. If needed for test purposes, the AWGN level can be reduced from the default by any value in the range 0dB to 15dB. Changing the AWGN level does not impact the validity of the test, as it reduces the effective base band SNR level.



8)	For reference channels applicable to the BS, measure the throughput.
[bookmark: _Toc21100115][bookmark: _Toc29809913][bookmark: _Toc36645298][bookmark: _Toc37272352][bookmark: _Toc45884598][bookmark: _Toc53182622][bookmark: _Toc58860366][bookmark: _Toc58862870][bookmark: _Toc61182863][bookmark: _Toc66728178][bookmark: _Toc74961997][bookmark: _Toc75242907][bookmark: _Toc76545253][bookmark: _Toc82595356][bookmark: _Toc89955387][bookmark: _Toc98773814][bookmark: _Toc106201575]8.2.12.5	Test Requirement
[bookmark: _Toc21102941][bookmark: _Toc29810790][bookmark: _Toc36636142][bookmark: _Toc37273088][bookmark: _Toc45886168][bookmark: _Toc53183247][bookmark: _Toc58915917][bookmark: _Toc58918098][bookmark: _Toc66693968][bookmark: _Toc74915935][bookmark: _Toc76114560][bookmark: _Toc76544446][bookmark: _Toc82536568][bookmark: _Toc89952861][bookmark: _Toc98766677][bookmark: _Toc99703040][bookmark: _Toc106206828]8.2.12.5.1	Test requirement for BS type 1-O
The throughput measured according to clause 8.2.12.4.2 shall not be below the limits for the SNR levels specified in table 8.2.12.5.1-1 to 8.2.12.5.1-4.
Table 8.2.12.5.1-1: Test requirements for PUSCH TBoMS, Type A, 15 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Duplex
	Propagation conditions and correlation matrix (Annex G)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	FDD
	TDLB100-400 Low
	70%
	[TBD]
	pos1
	[TBD]

	1
	2
	Normal
	TDD
	TDLB100-400 Low
	70%
	[TBD]
	pos1
	[TBD]



Table 8.2.12.5.1-2: Test requirements for PUSCH TBoMS, Type A, 30 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Duplex
	Propagation conditions and correlation matrix (Annex G)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	FDD
	TDLB100-400 Low
	70%
	[TBD]
	pos1
	[TBD]

	1
	2
	Normal
	TDD
	TDLB100-400 Low
	70%
	[TBD]
	pos1
	[TBD]



Table 8.2.12.5.1-3: Test requirements for PUSCH TBoMS, Type B, 15 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Duplex
	Propagation conditions and correlation matrix (Annex G)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	FDD
	TDLB100-400 Low
	70%
	[TBD]
	pos1
	[TBD]

	1
	2
	Normal
	TDD
	TDLB100-400 Low
	70%
	[TBD]
	pos1
	[TBD]



Table 8.2.12.5.1-4: Test requirements for PUSCH TBoMS, Type B, 30 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Duplex
	Propagation conditions and correlation matrix (Annex G)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	FDD
	TDLB100-400 Low
	70%
	[TBD]
	pos1
	[TBD]

	1
	2
	Normal
	TDD
	TDLB100-400 Low
	70%
	[TBD]
	pos1
	[TBD]



NOTE:	If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex C.
[bookmark: _Toc58915974][bookmark: _Toc58918155][bookmark: _Toc66694025][bookmark: _Toc74915992][bookmark: _Toc76114617][bookmark: _Toc76544503][bookmark: _Toc82536625][bookmark: _Toc89952918][bookmark: _Toc98766734][bookmark: _Toc99703097][bookmark: _Toc106206887]8.2.12.5.2	Test requirement for BS type 2-O
The throughput measured according to clause 8.2.12.4.2 shall not be below the limits for the SNR levels specified in table 8.2.12.5.2-1 to 8.2.12.5.2-2.
Table 8.2.12.5.2-1: Minimum requirements for PUSCH TBoMS, Type B, 60 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Duplex
	Propagation conditions and correlation matrix (Annex G)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDD
	TDLA30-300 Low
	70%
	[TBD]
	pos1
	[TBD]



Table 8.2.12.5.2-2: Minimum requirements for PUSCH TBoMS, Type B, 120 kHz SCS
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Duplex
	Propagation conditions and correlation matrix (Annex G)
	Fraction of maximum throughput
	FRC
(Annex A)
	Additional DM-RS position
	SNR
(dB)

	1
	2
	Normal
	TDD
	TDLA30-300 Low
	70%
	[TBD]
	pos1
	[TBD]



<END OF THE CHANGE 1>

