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<START OF THE CHANGE 1>
[bookmark: _Toc58918250][bookmark: _Toc66694120][bookmark: _Toc74916145][bookmark: _Toc76114770][bookmark: _Toc76544656][bookmark: _Toc82536778][bookmark: _Toc89953071][bookmark: _Toc98766887][bookmark: _Toc99703250][bookmark: _Toc106207041]A.1	Fixed Reference Channels for OTA sensitivity, OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity (QPSK, R=1/3)
[bookmark: OLE_LINK16]The parameters for the reference measurement channels are specified in table A.1-1 for FR1 OTA sensitivity, OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity.
The parameters for the reference measurement channels are specified in table A.1-2 for FR2 OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity.
Table A.1-1: FRC parameters for FR1 OTA sensitivity, OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity
	[bookmark: OLE_LINK11][bookmark: OLE_LINK12][bookmark: OLE_LINK13]Reference channel
	[bookmark: OLE_LINK32][bookmark: OLE_LINK33][bookmark: OLE_LINK40][bookmark: OLE_LINK41]G-FR1-A1-1
	G-FR1-A1-2
	G-FR1-A1-3
	G-FR1-A1-4
	G-FR1-A1-5
	G-FR1-A1-6
	G-FR1-A1-7
	G-FR1-A1-8
	G-FR1-A1-9

	Subcarrier spacing (kHz)
	15
	30
	60
	15
	30
	60
	15
	30
	60

	Allocated resource blocks
	25
	11
	11
	106
	51
	24
	15
	6
	6

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	[bookmark: OLE_LINK19]12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	[bookmark: _Hlk499884117]Payload size (bits)
	2152
	984
	984
	9224
	4352
	2088
	1320
	528
	528

	Transport block CRC (bits)
	16
	16
	16
	24
	24
	16
	16
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	24
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	2
	1
	1
	1
	1
	1

	Code block size including CRC (bits)
(Note 3)
	2168
	1000
	1000
	4648
	4376
	2104
	1336
	544
	544

	Total number of bits per slot
	7200
	3168
	3168
	30528
	14688
	6912
	4320
	1728
	1728

	Total symbols per slot
	3600
	1584
	1584
	15264
	7344
	3456
	2160
	864
	864

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS, additional DM-RS position = pos1 with l0 = 2, l = 11 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	MCS index 4 and target coding rate = 308/1024 are adopted to calculate payload size.
NOTE 3:	Code block size including CRC (bits) equals to K' in TS 38.212 [19], clause 5.2.2.



[bookmark: _Hlk74911322]Table A.1-1a: FRC parameters for band n46, n96 and n102 OTA sensitivity, for BS Type 1-H
	Reference channel
	G-FR1-A1-12
	G-FR1-A1-13
	G-FR1-A1-14
	G-FR1-A1-15
	G-FR1-A1-16
	G-FR1-A1-17
	G-FR1-A1-18
	G-FR1-A1-19

	Channel bandwidth (MHz)
	10
	10
	20
	20
	40
	40
	60
	80

	Subcarrier spacing (kHz)
	15
	30
	15
	30
	15
	30
	30
	30

	Allocated resource blocks
	5
	4
	10
	10
	21
	21
	32
	43

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	432
	352
	888
	888
	1864
	1864
	2792
	3752

	Transport block CRC (bits)
	16
	16
	16
	16
	16
	16
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	1
	1
	1
	1
	1

	Code block size including CRC (bits) (Note 3)
	448
	368
	904
	904
	1880
	1880
	2808
	3768

	Total number of bits per slot
	1440
	1152
	2880
	2880
	6048
	6048
	9216
	12384

	Total symbols per slot
	720
	576
	1440
	1440
	3024
	3024
	4608
	6192

	

NOTE 1:	UL-DMRS-config-type = 1 with UL-DMRS-max-len = 1, UL-DMRS-add-pos = 1 with = 2, = 11 as per table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	MCS index 4 and target coding rate = 308/1024 are adopted to calculate payload size for receiver sensitivity and in-channel selectivity

NOTE 3:	Code block size including CRC (bits) equals to  in sub-clause 5.2.2 of TS 38.212 [1519].
NOTE 4:	For reference channel A1-12, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+10, N+20, N+30, N+40 where N={0,1,2,3,4,…,9}.  
NOTE 5:	For reference channel A1-13, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5, N+10, N+15 where N={0,1,2,3,4}.
NOTE 7:	For reference channel A1-14, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index  N, N+10,N+20,..N+90 where N={0,1,2,3,...,9}.
NOTE 8:	For reference channel A1-15, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5,N+10,..,N+45 where N={0,1,2,3,4}.
NOTE 10:	For reference channel A1-16, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index  N, N+10,N+20,...,N+200 where N={0,1,2,3,4,...,9}.
NOTE 11:	For reference channel A1-17, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5, N+10, ..., N+100 where N={0,1,2,3,4}.
NOTE 12:	For reference channel A1-18, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5,N+10,...,N+155 where N={0,1,2,3,4}.
NOTE 13:	For reference channel A1-19, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5,N+10,...,N+210 where N={0,1,2,3,4}.




Table A.1-2: FRC parameters for FR2 OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity
	Reference channel
	G-FR2-A1-1
	G-FR2-A1-2
	G-FR2-A1-3
	G-FR2-A1-4
	G-FR2-A1-5

	Subcarrier spacing (kHz)
	60
	120
	120
	60
	120

	Allocated resource blocks
	66
	32
	66
	33
	16

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3

	[bookmark: _Hlk499884172]Payload size (bits)
	5632
	2792
	5632
	2856
	1416

	Transport block CRC (bits)
	24
	16
	24
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	1
	1

	Code block size including CRC (bits)
(Note 3)
	5656
	2808
	5656
	2872
	1432

	Total number of bits per slot
	19008
	9216
	19008
	9504
	4608

	Total symbols per slot
	9504
	4608
	9504
	4752
	2304

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS, additional DM-RS position = pos1 with l0 = 2, l = 11 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	MCS index 4 and target coding rate = 308/1024 are adopted to calculate payload size.
NOTE 3:	Code block size including CRC (bits) equals to K' in TS 38.212 [19], clause 5.2.2.



<END OF THE CHANGE 1>

<START OF THE CHANGE 2>
[bookmark: _Toc58918252][bookmark: _Toc66694122][bookmark: _Toc74916147][bookmark: _Toc76114772][bookmark: _Toc76544658][bookmark: _Toc82536780][bookmark: _Toc89953073][bookmark: _Toc98766889][bookmark: _Toc99703252][bookmark: _Toc106207043]A.3	Fixed Reference Channels for performance requirements (QPSK, R=193/1024)
The parameters for the reference measurement channels are specified in table A.3-2, table A.3-2A, table A.3-4 and table A.3-6 for FR1 PUSCH performance requirements:
-	FRC parameters are specified in table A.3-2 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
	FRC parameters are specified in table A.3-2A for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer.
-	FRC parameters are specified in table A.3-4 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers.
-	FRC parameters are specified in table A.3-6 for FR1 PUSCH with transform precoding enabled, additional DM-RS position = pos1 and 1 transmission layer.
The parameters for the reference measurement channels are specified in table A.3-7 to table A.3-12 for FR2 PUSCH performance requirements:
-	FRC parameters are specified in table A.3-7 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer.
-	FRC parameters are specified in table A.3-8 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 2 transmission layer.
-	FRC parameters are specified in table A.3-9 for FR2 PUSCH with transform precoding enabled, additional DM-RS position = pos0 and 1 transmission layer.
-	FRC parameters are specified in table A.3-10 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer. 
-	FRC parameters are specified in table A.3-11 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layer. 
-	FRC parameters are specified in table A.3-12 for FR2 PUSCH with transform precoding enabled, additional DM-RS position = pos1 and 1 transmission layer. 
The parameters for the reference measurement channels are specified in table A.3-13 for FR2 PUSCH performance requirements for 2-step RA type:
-	FRC parameters are specified in table A.3-13 for FR2 PUSCH with transform precoding disabled, Additional DM-RS position = pos1 and 1 transmission layer. 
Table A.3-1: Void
Table A.3-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR1-A3-8
	G-FR1-A3-9
	G-FR1-A3-10
	G-FR1-A3-11
	G-FR1-A3-12
	G-FR1-A3-13
	G-FR1-A3-14

	Subcarrier spacing (kHz)
	15
	15
	15
	30
	30
	30
	30

	Allocated resource blocks
	25
	52
	106
	24
	51
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024

	Payload size (bits)
	1352
	2856
	5768
	1320
	2792
	5768
	14856

	Transport block CRC (bits)
	16
	16
	24
	16
	16
	24
	24

	Code block CRC size (bits)
	-
	-
	24
	-
	-
	24
	24

	Number of code blocks - C
	1
	1
	2
	1
	1
	2
	4

	Code block size including CRC (bits) (Note 2)
	1368
	2872
	2920
	1336
	2808
	2920
	3744

	Total number of bits per slot
	7200
	14976
	30528
	6912
	14688
	30528
	78624

	Total symbols per slot
	3600
	7488
	15264
	3456
	7344
	15264
	39312

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1, l0 = 2 and l = 11 for PUSCH mapping type A, l0= 0 and l =10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-2A: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR1-A3-33
	G-FR1-A3-33A
	G-FR1-A3-34
	G-FR1-A3-34A

	Subcarrier spacing [kHz]
	15
	15
	30
	30

	Allocated resource blocks
	52
	25
	106
	24

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11
	11
	11

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024
	193/1024
	193/1024

	Payload size (bits)
	2600
	1256
	5256
	1192

	Transport block CRC (bits)
	16
	16
	24
	16

	Code block CRC size (bits)
	-
	-
	24
	-

	Number of code blocks - C
	1
	1
	2
	1

	Code block size including CRC (bits) (Note 2)
	2616
	1272
	2664
	1208

	Total number of bits per slot
	13728
	6600
	27984
	6336

	Total resource elements per slot
	6846
	3300
	13992
	3168

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, and l0= 2 or 3 for PUSCH mapping type A, as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-3: Void
Table A.3-4: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers (QPSK, R=193/1024)
	Reference channel
	G-FR1-A3-22
	G-FR1-A3-23
	G-FR1-A3-24
	G-FR1-A3-25
	G-FR1-A3-26
	G-FR1-A3-27
	G-FR1-A3-28

	Subcarrier spacing (kHz)
	15
	15
	15
	30
	30
	30
	30

	Allocated resource blocks
	25
	52
	106
	24
	51
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024

	Payload size (bits)
	2728
	5640
	11528
	2600
	5512
	11528
	29736

	Transport block CRC (bits)
	16
	24
	24
	16
	24
	24
	24

	Code block CRC size (bits)
	-
	24
	24
	-
	24
	24
	24

	Number of code blocks - C
	1
	2
	4
	1
	2
	4
	8

	Code block size including CRC (bits) (Note 2)
	2744
	2856
	2912
	2616
	2792
	2912
	3744

	Total number of bits per slot
	14400
	29952
	61056
	13824
	29376
	61056
	157248

	Total symbols per slot
	7200
	14976
	30528
	6912
	14688
	30528
	78624

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1, l0 = 2 and l = 11 for PUSCH mapping type A, l0 = 0 and l = 10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-5: Void
Table A.3-6: FRC parameters for FR1 PUSCH performance requirements, transform precoding enabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR1-A3-31
	G-FR1-A3-32

	Subcarrier spacing (kHz)
	15
	30

	Allocated resource blocks
	25
	24

	DFT-s-OFDM Symbols per slot (Note 1)
	12
	12

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024

	Payload size (bits)
	1352
	1320

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	-
	-

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	1368
	1336

	Total number of bits per slot
	7200
	6912

	Total symbols per slot
	3600
	3456

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1, l0 = 2 and l = 11 for PUSCH mapping type A, l0 = 0 and l = 10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-7: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR2-A3-1
	G-FR2-A3-2
	G-FR2-A3-3
	G-FR2-A3-4
	G-FR2-A3-5

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	9
	9
	9
	9
	9

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024

	Payload size (bits)
	2664
	5384
	1320
	2664
	5384

	Transport block CRC (bits)
	16
	24
	16
	16
	24

	Code block CRC size (bits)
	-
	24
	-
	-
	24

	Number of code blocks - C
	1
	2
	1
	1
	2

	Code block size including CRC (bits) (Note 2)
	2680
	2728
	1336
	2680
	2728

	Total number of bits per slot
	14256
	28512
	6912
	14256
	28512

	Total symbols per slot
	7128
	14256
	3456
	7128
	14256

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos0 with l0= 0 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-8: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos0 and 2 transmission layers (QPSK, R=193/1024)
	Reference channel
	G-FR2-A3-6
	G-FR2-A3-7
	G-FR2-A3-8
	G-FR2-A3-9
	G-FR2-A3-10

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	9
	9
	9
	9
	9

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024

	Payload size (bits)
	5384
	10752
	2600
	5384
	10752

	Transport block CRC (bits)
	24
	24
	16
	24
	24

	Code block CRC size (bits)
	24
	24
	-
	24
	24

	Number of code blocks - C
	2
	3
	1
	2
	3

	Code block size including CRC (bits) (Note 2)
	2728
	3616
	2616
	2728
	3616

	Total number of bits per slot
	28512
	57024
	13824
	28512
	57024

	Total symbols per slot
	14256
	28512
	6912
	14256
	28512

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos0 with l0= 0 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-9: FRC parameters for FR2 PUSCH performance requirements, transform precoding enabled, additional DM-RS position = pos0 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR2-A3-11
	G-FR2-A3-12

	Subcarrier spacing (kHz)
	60
	120

	Allocated resource blocks
	30
	30

	DFT-s-OFDM Symbols per slot (Note 1)
	9
	9

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024

	Payload size (bits)
	1224
	1224

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	-
	-

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	1240
	1240

	Total number of bits per slot
	6480
	6480

	Total symbols per slot
	3240
	3240

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos0 with l0= 0 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-10: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR2-A3-13
	G-FR2-A3-14
	G-FR2-A3-15
	G-FR2-A3-16
	G-FR2-A3-17

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	8
	8
	8
	8
	8

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024

	Payload size (bits)
	2408
	4744
	1160
	2408
	4744

	Transport block CRC (bits)
	16
	24
	16
	16
	24

	Code block CRC size (bits)
	-
	24
	-
	-
	24

	Number of code blocks - C
	1
	2
	1
	1
	2

	Code block size including CRC (bits) (Note 2)
	2424
	2408
	1176
	2424
	2408

	Total number of bits per slot
	12672
	25344
	6144
	12672
	25344

	Total symbols per slot
	6336
	12672
	3072
	6336
	12672

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1 with l0 = 0 and l = 8 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-11: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers (QPSK, R=193/1024)
	Reference channel
	G-FR2-A3-18
	G-FR2-A3-19
	G-FR2-A3-20
	G-FR2-A3-21
	G-FR2-A3-22

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	8
	8
	8
	8
	8

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024
	193/1024
	193/1024
	193/1024

	Payload size (bits)
	4744
	9480
	2408
	4744
	9480

	Transport block CRC (bits)
	24
	24
	16
	24
	24

	Code block CRC size (bits)
	24
	24
	-
	24
	24

	Number of code blocks - C
	2
	3
	1
	2
	3

	Code block size including CRC (bits) (Note 2)
	2408
	3192
	2424
	2408
	3192

	Total number of bits per slot
	25344
	50688
	12288
	25344
	50688

	Total symbols per slot
	12672
	25344
	6144
	12672
	25344

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1 with l0= 0 and l = 8 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-12: FRC parameters for FR2 PUSCH performance requirements, transform precoding enabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR2-A3-23
	G-FR2-A3-24

	Subcarrier spacing (kHz)
	60
	120

	Allocated resource blocks
	30
	30

	DFT-s-OFDM Symbols per slot (Note 1)
	8
	8

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024

	Payload size (bits)
	1128
	1128

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	-
	-

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	1144　
	1144　

	Total number of bits per slot
	5760
	5760

	Total symbols per slot
	2880
	2880

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1 with l0 = 0 and l = 8 as per table 6.4.1.1.3-3 of TS 38.211 [20].
[bookmark: _Hlk58913395]NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.3-13: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR2-A3-25
	G-FR2-A3-26

	Subcarrier spacing (kHz)
	60
	120

	Allocated resource blocks
	2
	2

	CP-OFDM Symbols per slot (Note 1)
	8
	8

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024

	Payload size (bits)
	72
	72

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	0
	0

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	88
	88

	Total number of bits per slot
	384
	384

	Total symbols per slot
	192
	192

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1 with l0= 2 and l = 10 as per Table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].



<END OF THE CHANGE 2>

<START OF THE CHANGE 3>
[bookmark: _Toc58918255][bookmark: _Toc66694125][bookmark: _Toc74916150][bookmark: _Toc76114775][bookmark: _Toc76544661][bookmark: _Toc82536783][bookmark: _Toc89953076][bookmark: _Toc98766892][bookmark: _Toc99703255][bookmark: _Toc106207046]A.4	Fixed Reference Channels for performance requirements (16QAM, R=658/1024)
The parameters for the reference measurement channels are specified in table A.4-2, table A.4-2A, table A.4-2B and table A.4-4 for FR1 PUSCH performance requirements:
-	FRC parameters are specified in table A.4-2 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
-	FRC parameters are specified in table A.4-2A for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos 2 and 1 transmission layer.
-	FRC parameters are specified in table A.4-2B for FR1 UL timing adjustment, PUSCH with transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer.
-	FRC parameters are specified in table A.4-4 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers.
The parameters for the reference measurement channels are specified in table A.4-5 to table A.4-8 for FR2 PUSCH performance requirements:
-	FRC parameters are specified in table A.4-5 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer.
-	FRC parameters are specified in table A.4-6 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 2 transmission layers.
-	FRC parameters are specified in table A.4-7 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
-	FRC parameters are specified in table A.4-8 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers.
Table A.4-1: Void
Table A.4-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-8
	G-FR1-A4-9
	G-FR1-A4-10
	G-FR1-A4-11(Note 3)
	G-FR1-A4-12
	G-FR1-A4-13
	G-FR1-A4-14

	Subcarrier spacing (kHz)
	15
	15
	15
	30
	30
	30
	30

	Allocated resource blocks
	25
	52
	106
	24
	51
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	9224
	19464
	38936
	8968
	18960
	38936
	100392

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24
	24
	24

	Number of code blocks - C
	2
	3
	5
	2
	3
	5
	12

	Code block size including CRC (bits) (Note 2)
	4648
	6520
	7816
	4520
	6352
	7816
	8392

	Total number of bits per slot
	14400
	29952
	61056
	13824
	29376
	61056
	157248

	Total symbols per slot
	3600
	7488
	15264
	3456
	7344
	15264
	39312

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1, l0= 2 and l=11 for PUSCH mapping type A, l0= 0 and l =10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].
NOTE 3:	The calculation of the “Total number of bits per slot” and “Total symbols per slot” fields include the REs taken up by CSI part 1 and CSI part 2, if present.



Table A.4-2A: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-29
	G-FR1-A4-29A
	G-FR1-A4-30
	G-FR1-A4-30A

	Subcarrier spacing [kHz]
	15
	15
	30
	30

	Allocated resource blocks
	52
	25
	106
	24

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11
	11
	11

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	17424
	8456
	35856
	8064

	Transport block CRC (bits)
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24 
	24
	-

	Number of code blocks - C
	3
	2
	5
	1

	Code block size including CRC (bits) (Note 2)
	5840
	4264
	7200
	8080

	Total number of bits per slot
	27456
	13200
	55968
	12672

	Total resource elements per slot
	6846
	3300
	13992
	3168

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, and l0= 2 or 3 for PUSCH mapping type A, as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.4-2B: FRC parameters for FR1 UL timing adjustment, PUSCH with transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-31A
	G-FR1-A4-31
	G-FR1-A4-32A
	G-FR1-A4-32

	Subcarrier spacing [kHz]
	15
	15
	30
	30

	Allocated resource blocks
	12
	25
	12
	50

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11
	11
	11

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	4032
	8456
	4032
	16896

	Transport block CRC (bits)
	24
	24
	24
	24

	Code block CRC size (bits)
	-
	24
	-
	24

	Number of code blocks - C
	1
	2
	1
	3

	Code block size including CRC (bits) (Note 2)
	4056
	4264
	4056
	5664

	Total number of bits per slot
	6336
	13200
	6336
	26400

	Total data bearing resource elements per slot
	1584
	3300
	1584
	6600

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, and l0 = 2 for PUSCH mapping type A, l0 = 0 for PUSCH mapping type B, as per table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].



Table A.4-3: Void
Table A.4-4: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-22
	G-FR1-A4-23
	G-FR1-A4-24
	G-FR1-A4-25
	G-FR1-A4-26
	G-FR1-A4-27
	G-FR1-A4-28

	Subcarrier spacing (kHz)
	15
	15
	15
	30
	30
	30
	30

	Allocated resource blocks
	25
	52
	106
	24
	51
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	18432
	38936
	77896
	17928
	37896
	77896
	200808

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	5
	10
	3
	5
	10
	24

	Code block size including CRC (bits) (Note 2)
	6176
	7816
	7816
	6008
	7608
	7816
	8392

	Total number of bits per slot
	28800
	59904
	122112
	27648
	58752
	122112
	314496

	Total symbols per slot
	7200
	14976
	30528
	6912
	14688
	30528
	78624

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1, l0 = 2 and l = 11 for PUSCH mapping type A, l0 = 0 and l = 10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].




Table A.4-5: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR2-A4-1
	G-FR2-A4-2
	G-FR2-A4-3(Note 3)
	G-FR2-A4-4
	G-FR2-A4-5

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	9
	9
	9
	9
	9

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	18432
	36896
	8968
	18432
	36896

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	5
	2
	3
	5

	Code block size including CRC (bits) (Note 2)
	6176
	7408
	4520
	6176
	7408

	Total number of bits per slot without PT-RS
	28512
	57024
	13824
	28512
	57024

	Total number of bits per slot with PT-RS (Note 4)
	27324
	54648
	13248
	27324
	54648

	Total symbols per slot without PT-RS
	7128
	14256
	3456
	7128
	14256

	Total symbols per slot with PT-RS (Note 4)
	6831
	13662
	3312
	6831
	13662

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos0 with l0= 0 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].
NOTE 3:	The calculation of the “Total number of bits per slot” and “Total symbols per slot” fields include the REs taken up by CSI part 1 and CSI part 2, if present.
NOTE 4:	PT-RS configuration KPT-RS =2, LPT-RS =1.



Table A.4-6: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos0 and 2 transmission layers (16QAM, R=658/1024)
	Reference channel
	G-FR2-A4-6
	G-FR2-A4-7
	G-FR2-A4-8
	G-FR2-A4-9
	G-FR2-A4-10

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	9
	9
	9
	9
	9

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	36896
	73776
	17928
	36896
	73776

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	5
	9
	3
	5
	9

	Code block size including CRC (bits) (Note 2)
	7408
	8224
	6008
	7408
	8224

	Total number of bits per slot without PT-RS
	57024
	114048
	27648
	57024
	114048

	Total number of bits per slot with PT-RS (Note 3)
	54648
	109296
	26496
	54648
	109296

	Total symbols per slot without PT-RS
	14256
	28512
	6912
	14256
	28512

	Total symbols per slot with PT-RS (Note 3)
	13662
	27324
	6624
	13662
	27324

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos0 with l0= 0 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.



Table A.4-7: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR2-A4-11
	G-FR2-A4-12
	G-FR2-A4-13
	G-FR2-A4-14
	G-FR2-A4-15

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	8
	8
	8
	8
	8

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	16392
	32776
	7936
	16392
	32776

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	-
	24
	24

	Number of code blocks - C
	2
	4
	1
	2
	4

	Code block size including CRC (bits) (Note 2)
	8232
	8224
	7960
	8232　
	8224　

	Total number of bits per slot without PT-RS
	25344
	50688
	12288
	25344
	50688

	Total number of bits per slot with PT-RS (Note 4)
	24288
	48576
	11776
	24288
	48576

	Total symbols per slot without PT-RS
	6336
	12672
	3072
	6336
	12672

	Total symbols per slot with PT-RS (Note 4)
	6072
	12144
	2944
	6072
	12144

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1 with l0 = 0 and l = 8 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].
NOTE 3:	The calculation of the “Total number of bits per slot” and “Total symbols per slot” fields include the REs taken up by CSI part 1 and CSI part 2, if present.
NOTE 4:	PT-RS configuration KPT-RS =2, LPT-RS =1.



Table A.4-8: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 2 transmission layers (16QAM, R=658/1024)
	Reference channel
	G-FR2-A4-16
	G-FR2-A4-17
	G-FR2-A4-18
	G-FR2-A4-19
	G-FR2-A4-20

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	8
	8
	8
	8
	8

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	32776
	65576
	15880
	32776
	65576

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	4
	8
	2
	4
	8

	Code block size including CRC (bits) (Note 2)
	8224
	8224
	7976
	8224
	8224

	Total number of bits per slot without PT-RS
	50688
	101376
	24576
	50688
	101376

	Total number of bits per slot with PT-RS (Note 3)
	48576
	97152
	23552
	48576
	97152

	Total symbols per slot without PT-RS
	12672
	25344
	6144
	12672
	25344

	Total symbols per slot with PT-RS (Note 3)
	12144
	24288
	5888
	12144
	24288

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1 with l0 = 0 and l = 8 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.



<END OF THE CHANGE 3>

<START OF THE CHANGE 4>
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The parameters for the reference measurement channels are specified in table A.5-2 for FR1 PUSCH performance requirements with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
The parameters for the reference measurement channels are specified in table A.5-3 to table A.5-4 for FR2 PUSCH performance requirements:
-	FRC parameters are specified in table A.5-3 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer. 
-	FRC parameters are specified in table A.5-4 for FR2 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer.
Table A.5-1: Void
Table A.5-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (64QAM, R=567/1024)
	Reference channel
	G-FR1-A5-8
	G-FR1-A5-9
	G-FR1-A5-10
	G-FR1-A5-11
	G-FR1-A5-12
	G-FR1-A5-13
	G-FR1-A5-14

	Subcarrier spacing (kHz)
	15
	15
	15
	30
	30
	30
	30

	Allocated resource blocks
	25
	52
	106
	24
	51
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12

	Modulation
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Code rate (Note 2)
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024

	Payload size (bits)
	12040
	25104
	50184
	11528
	24576
	50184
	131176

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24
	24
	24

	Number of code blocks - C
	2
	3
	6
	2
	3
	6
	16

	Code block size including CRC (bits) (Note 2)
	6056
	8400
	8392
	5800
	8224
	8392
	8224

	Total number of bits per slot
	21600
	44928
	91584
	20736
	44064
	91584
	235872

	Total symbols per slot
	3600
	7488
	15264
	3456
	7344
	15264
	39312

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1, l0 = 2 and l = 11 for PUSCH mapping type A, l0 = 0 and l = 10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].



Table A.5-3: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos0 and 1 transmission layer (64QAM, R=567/1024)
	Reference channel
	G-FR2-A5-1
	G-FR2-A5-2
	G-FR2-A5-3
	G-FR2-A5-4
	G-FR2-A5-5

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	9
	9
	9
	9
	9

	Modulation
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Code rate (Note 2)
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024

	Payload size (bits)
	23568
	47112
	11528
	23568
	47112

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	6
	2
	3
	6

	Code block size including CRC (bits) (Note 2)
	7888
	7880
	5800
	7888
	7880

	Total number of bits per slot without PT-RS
	42768
	85536
	20736
	42768
	85536

	Total number of bits per slot with PT-RS (Note 3)
	40986
	81972
	19872
	40986
	81972

	Total symbols per slot without PT-RS
	7128
	14256
	3456
	7128
	14256

	Total symbols per slot with PT-RS (Note 3)
	6831
	13662
	3312
	6831
	13662

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos0 with l0= 0 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.



Table A.5-4: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (64QAM, R=567/1024)
	Reference channel
	G-FR2-A5-6
	G-FR2-A5-7
	G-FR2-A5-8
	G-FR2-A5-9
	G-FR2-A5-10

	Subcarrier spacing (kHz)
	60
	60
	120
	120
	120

	Allocated resource blocks
	66
	132
	32
	66
	132

	CP-OFDM Symbols per slot (Note 1)
	8
	8
	8
	8
	8

	Modulation
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Code rate (Note 2)
	567/1024
	567/1024
	567/1024
	567/1024
	567/1024

	Payload size (bits)
	21000
	42016
	10248
	21000
	42016

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	5
	2
	3
	5

	Code block size including CRC (bits) (Note 2)
	7032
	8432
	5160
	7032
	8432

	Total number of bits per slot without PT-RS
	38016
	76032
	18432
	38016
	76032

	Total number of bits per slot with PT-RS (Note 3)
	36432
	72864
	17664
	36432
	72864

	Total symbols per slot without PT-RS
	6336
	12672
	3072
	6336
	12672

	Total symbols per slot with PT-RS (Note 3)
	6072
	12144
	2944
	6072
	12144

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, additional DM-RS position = pos1 with l0 = 0 and l = 8 as per table 6.4.1.1.3-3 of TS 38.211 [20].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [19].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.



Table A.5-5: FRC parameters for FR1interlaced PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (64QAM, R=567/1024)
	Reference channel
	G-FR1-A5-15
	G-FR1-A5-16

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	11
	11

	CP-OFDM Symbols per slot (Note 1)
	12
	12

	Modulation
	64QAM
	64QAM

	Code rate 
	567/1024
	567/1024

	Payload size (bits)
	5248
	5248

	Transport block CRC (bits)
	24
	24

	Code block CRC size (bits)
	24
	24

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	5272
	5272

	Total number of bits per slot (Note 3)
	9504
	9504

	Total symbols per slot (Note 3)
	1584
	1584

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1, l0= 2 and l =11 for PUSCH mapping type A, l0= 0 and l =10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].
NOTE 3:	The calculation of the “Total number of bits per slot” and “Total symbols per slot” fields include the REs taken up by CG-UCI, if present.



<END OF THE CHANGE 4>
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[bookmark: _Toc58918259][bookmark: _Toc66694129][bookmark: _Toc74916154][bookmark: _Toc76114779][bookmark: _Toc76544665][bookmark: _Toc82536787][bookmark: _Toc89953080][bookmark: _Toc98766896][bookmark: _Toc99703259][bookmark: _Toc106207050]A.8	Fixed Reference Channels for performance requirements (QPSK, R=157/1024)
The parameters for the reference measurement channels are specified in table A.8-1 and A.8-2 for FR1 PUSCH performance requirements for 2-step RA type with Additional DM-RS position equals to pos2 and pos1 respectively.
Table A.8-1: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR1-A8-1
	G-FR1-A8-2

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	2
	2

	CP-OFDM Symbols per slot (Note 1)
	11
	11

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	157/1024
	157/1024

	Payload size (bits)
	80
	80

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	0
	0

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	96
	96

	Total number of bits per slot
	528
	528

	Total symbols per slot
	264
	264

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2 with l0= 2 as per Table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].



Table A.8-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR1-A8-3
	G-FR1-A8-4

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	2
	2

	CP-OFDM Symbols per slot (Note 1)
	12
	12

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	157/1024
	157/1024

	Payload size (bits)
	88
	88

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	0
	0

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	104
	104

	Total number of bits per slot
	576
	576

	Total symbols per slot
	288
	288

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1 with l0= 2 as per Table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].
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The parameters for the reference measurement channels are specified in table A.9-1 for FR1 PUSCH performance requirements:
-	FRC parameters are specified in table A.9-1 for FR1 PUSCH with transform precoding disabled, Additional DM-RS position = pos1 and 1 transmission layer.
Table A.9-1: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos1 and 1 transmission layer (256QAM, R=682.5/1024)
	Reference channel
	G-FR1-A9-1
	G-FR1-A9-2
	G-FR1-A9-3
	G-FR1-A9-4
	G-FR1-A9-5

	Subcarrier spacing [kHz]
	15
	15
	30
	30
	30

	Allocated resource blocks
	25
	52
	24
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12

	Modulation
	256QAM
	256QAM
	256QAM
	256QAM
	256QAM

	Code rate (Note 2)
	682.5/1024
	682.5/1024
	682.5/1024
	682.5/1024
	682.5/1024

	Payload size (bits)
	18960
	39936
	18432
	81976
	208976

	Transport block CRC (bits)
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24

	Number of code blocks - C
	3
	5
	3
	10
	25

	Code block size including CRC (bits) (Note 2)
	6352
	8016
	6176
	8224
	8384

	Total number of bits per slot
	28800
	59904
	27648
	122112
	314496

	Total symbols per slot
	3600
	7488
	3456
	15264
	39312

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1, l0= 2 and l =11 for PUSCH mapping type A, l0= 0 and l =10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].
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[bookmark: _Toc106207052]A.10	Fixed Reference Channels for performance requirements (64QAM, R=517/1024)
The parameters for the reference measurement channels are specified in table A.10-1, A.10-2 and A.10-3 for FR2 PUSCH performance requirements:
-	FRC parameters are specified in table A.10-1 for FR2 PUSCH with transform precoding disabled, Additional DM-RS position = pos0 and 1 transmission layer
-	FRC parameters are specified in table A.10-2 for FR2 PUSCH with transform precoding disabled, Additional DM-RS position = pos1 and 1 transmission layer
-	FRC parameters are specified in table A.10-3 for FR2 PUSCH with transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer

Table A.10-1: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos0 and 1 transmission layer (64QAM, R=517/1024)
	Reference channel
	G-FR2-A10-1
	G-FR2-A10-2

	Subcarrier spacing [kHz]
	120
	120

	Allocated resource blocks
	32
	132

	CP-OFDM Symbols per slot (Note 1)
	9
	9

	Modulation
	64QAM
	64QAM

	Code rate (Note 2)
	517/1024
	517/1024

	Payload size (bits)
	TBA
	TBA

	Transport block CRC (bits)
	TBA
	TBA

	Code block CRC size (bits)
	TBA
	TBA

	Number of code blocks - C
	TBA
	TBA

	Code block size including CRC (bits) (Note 2)
	TBA
	TBA

	Total number of bits per slot without PT-RS
	13824
	57024

	Total number of bits per slot with PT-RS (Note 3)
	13248
	54648

	Total symbols per slot without PT-RS
	3456
	14256

	Total symbols per slot with PT-RS (Note 3)
	3312
	13662

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos0 with l0= 0 as per Table 6.4.1.1.3-3 of TS 38.211 [920].
NOTE 2:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [1519].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.



Table A.10-2: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos1 and 1 transmission layer (64QAM, R=517/1024)
	Reference channel
	G-FR2-A10-3
	G-FR2-A10-4

	Subcarrier spacing [kHz]
	120
	120

	Allocated resource blocks
	32
	132

	CP-OFDM Symbols per slot (Note 1)
	8
	8

	Modulation
	64QAM
	64QAM

	Code rate (Note 2)
	517/1024
	517/1024

	Payload size (bits)
	TBA
	TBA

	Transport block CRC (bits)
	TBA
	TBA

	Code block CRC size (bits)
	TBA
	TBA

	Number of code blocks - C
	TBA
	TBA

	Code block size including CRC (bits) (Note 2)
	TBA
	TBA

	Total number of bits per slot without PT-RS
	12288
	50688

	Total number of bits per slot with PT-RS (Note 3)
	11776
	48576

	Total symbols per slot without PT-RS
	3072
	12672

	Total symbols per slot with PT-RS (Note 3)
	2944
	12144

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1 with l0= 0 and l =8 as per Table 6.4.1.1.3-3 of TS 38.211 [920].
NOTE 2:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [1519].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.



Table A.10-3: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (64QAM, R=517/1024)
	Reference channel
	G-FR2-A10-5
	G-FR2-A10-6

	Subcarrier spacing [kHz]
	120
	120

	Allocated resource blocks
	32
	132

	CP-OFDM Symbols per slot (Note 1)
	7
	7

	Modulation
	64QAM
	64QAM

	Code rate (Note 2)
	517/1024
	517/1024

	Payload size (bits)
	TBA
	TBA

	Transport block CRC (bits)
	TBA
	TBA

	Code block CRC size (bits)
	TBA
	TBA

	Number of code blocks - C
	TBA
	TBA

	Code block size including CRC (bits) (Note 2)
	TBA
	TBA

	Total number of bits per slot without PT-RS
	10752
	44352

	Total number of bits per slot with PT-RS (Note 3)
	10304
	42504

	Total symbols per slot without PT-RS
	2688
	11088

	Total symbols per slot with PT-RS (Note 3)
	2576
	10626

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2 with l0= 0 and l =4,8 as per Table 6.4.1.1.3-3 of TS 38.211 [920].
NOTE 2:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [1519].
NOTE 3:	PT-RS configuration KPT-RS =2, LPT-RS =1.
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