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1. Overall Description:
RAN4 thanks RAN2 for the questions in the LS R2-2206388, and would like to provide the following feedback.

· Question1: 
· whether the request for configuration in LocationMeasurementIndication can be un-ambiguously mapped to a certain pre-configured measurement gap?
[RAN4] Yes, UE request for configuration in LocationMeasurementIndication can be un-ambiguously mapped to a certain pre-configured measurement gap in Rel-17.
· whether anything needs to be added to the current contents of the LocationMeasurementIndication?
[RAN4] No.
· Question2: whether the UE should only autonomously activate/deactivate the pre-configured measurement gap indicated by LocationMeasurementIndication?
[RAN4] No. In RAN4#103-e it was agreed in [1] to remove initiation of LocationMeasurementIndication as a trigger event for pre-configured measurement gap activation or deactivation, so the UE is not expected to autonomously activate or deactivate the pre-configured measurement gap after sending LocationMeasurementIndication.


RAN4 respectfully asks RAN2 to take the above information into account in the specification work for pre-configured measurement gap.


2. Actions:
To RAN2:
RAN4 respectfully asks RAN2 to take the above information into account in the specification work for pre-configured measurement gap.

3. Date of Next TSG-RAN4 Meetings:
RAN WG4 Meeting #104-bis-e		Oct. 10 – Oct. 19, 2022		Online
RAN WG4 Meeting #105 		Nov. 14 – Nov.18, 2022              TBD
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