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0 Topic #1 PC3 requirement for FR2 inter-band UL CA
0.1 Sub-topic 1-1 ΔTIB values for FR2 inter-band UL CA for PC3
Way forward:
· Agree on the ΔTIB values for PC3 FR2 inter-band UL CA.

· Downselect from:

1. ΔTIB,P,n = [5.0] dB, ΔTIB,S,n = [6.0] dB
2. ΔTIB,P,n = [6.0] dB, ΔTIB,S,n = [6.0] dB

· No agreement on the relaxation factors for ΔTIB values, i.e. no agreement on whether thermal factor is considered in ΔTIB or total power concept is needed.

0.2 Sub-topic 1-2 Intra-band contiguous case
Way forward:
· ΔTIB values are specified for FR2 inter-band UL CA with single UL CC per band if they are agreed in Sub-topic 1-1.
· Further discussion is needed for the requirements for FR2 inter-band UL CA with intra-band UL CA.
0.3 Sub-topic 1-3 Release where PC3 requirements for FR2 UL CA are discussed
Way forward:
· PC3 requirements for FR2 inter-band UL CA with single UL CC per band are discussed in Rel-17 maintenance.
· It is recommended that PC3 requirements for FR2 inter-band UL CA with intra-band UL CA are discussed in Rel-18 WI pending on RAN discussion.
