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<start of change> 
6.4A.2.3	Transmit modulation quality for inter-band CA
[bookmark: _Hlk112093576]For inter-band carrier aggregation with one uplink carrier assigned to one NR band, the transmit modulation quality requirements in subclause 6.4.2 apply. 
For inter-band downlink carrier aggregation with a single uplink carrier assigned to one NR band, DMRS bundling requirements in subclause 6.4.2.5 apply to the uplink carrier when the UE indicates support of [maxDurationDMRS-Bundling-r17] for the NR band and is configured for DMRS bundling in the uplink carrier. 
For inter-band carrier aggregation with two contiguous carriers assigned to one NR band, the transmit modulation quality requirements in subclause 6.4A.2.1 apply for those carriers. 
[bookmark: _Toc45888251][bookmark: _Toc45888850][bookmark: _Toc61367533][bookmark: _Toc61372916][bookmark: _Toc68230864][bookmark: _Toc69084277][bookmark: _Toc75467287][bookmark: _Toc76509309][bookmark: _Toc76718299][bookmark: _Toc83580630][bookmark: _Toc84405139][bookmark: _Toc84413748]For inter-band carrier aggregation with two uplink non-contiguous carrier assigned to one NR band, the transmit modulation quality requirements in subclause 6.4A.2.2 apply for those carriers. 
For inter-band carrier aggregation with uplink assigned to two NR bands, the transmit modulation quality requirements shall apply on each component carrier as defined in clause 6.4.2 with all component carriers active: PCC with PRB allocation and SCC without PRB allocation and without CSI reporting and SRS configured.
For combinations of intra-band and inter-band carrier aggregation with three uplink component carriers (up to two contiguously aggregated carriers per operating band), the transmit modulation quality requirements specified in subclause 6.4.2 apply for the NR band supporting one component carrier, and for the NR band supporting two contiguous component carriers the requirements specified in subclause 6.4A.2.1 apply.
6.4A.2.4	Void
[bookmark: _Toc45888254][bookmark: _Toc45888853][bookmark: _Toc61367534][bookmark: _Toc61372917][bookmark: _Toc68230865][bookmark: _Toc69084278][bookmark: _Toc75467288][bookmark: _Toc76509310][bookmark: _Toc76718300][bookmark: _Toc83580631][bookmark: _Toc84405140][bookmark: _Toc84413749]6.4B	Transmit signal quality for NR-DC
For inter-band NR-DC with one uplink carrier assigned per NR band, the transmit signal quality for the corresponding inter-band CA configuration as specified in clause 6.4A applies.

<end of change> 


