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<Start of Change 1>
A.6.6.14.X1	UE Rx-Tx time difference measurement for single positioning frequency layer in FR1 SA with reduced sample number
A.6.6.14.X1.1	Test purpose and environment
The purpose of the test is to verify that the UE Rx-Tx measurement meets the requirements specified in clause 9.9.4.5 with Nsample = 1 in AWGN propagation condition in FR1 in standalone scenario when single positioning frequency layer is configured.
The supported test configurations in listed in Table A.6.6.14.X1.1-1.
Table A.6.6.14.X1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test: PCell (Cell 1) and a neighbour cell (Cell 2). All cells are on the same RF channel in FR1.
The test consists of two consecutive time intervals, with duration of T1 and T2. Cell 1 and Cell 2 mute PRS transmission during T1 and transmit PRS during T2. 
The NR-Multi-RTT-ProvideAssistanceData and nr-Multi-RTT-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE during T1. requestedDL-PRS-ProcessingSamples shall be included in the location information request and set to ‘m1’. The last TTI containing the two messages shall be provided to the UE T ms before the start of T2, where T = 50 ms is the maximum processing time of the multi-RTT assistance data and location information request.
The beginning of the time interval T2 shall be aligned with the beginning of the first MG instance containing the PRS resources. 
The UE is configured with measurement gap pattern ID #0 or ID #24 before T2.
The UE is configured to transmit SRS during T2.
The general test parameters and cell specific test parameters are as given in Table A.6.6.14.X1.1-2 and Table A.6.6.14.X1.1-3 respectively. 
Table A.6.6.14.X1.1-2: General test parameters
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Active cell
	
	1, 2, 3
	Cell 1
	Cell 1 is the PCell in NR-Multi-RTT-ProvideAssistanceData [34].

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell 2 is a neighbour cell in NR-Multi-RTT-ProvideAssistanceData [34].

	RF Channel Number
	
	1, 2, 3
	1
	For both Cell 1 and Cell 2

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	Measurement gap
	
	1, 2, 3
	GP#24 or GP#0 Note 1
	

	CP length
	
	1, 2, 3
	Normal
	

	DRX
	
	1, 2, 3
	OFF
	

	Time offset between serving and neighbour cells
	s
	1, 2, 3
	3
	Synchronous cells

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	10
	

	Note 1:	GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.



Table A.6.6.14.X1.1-3: Cell specific test parameters
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.1
	N/A

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A

	PRS configuration
	
	1
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	
	2
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	
	3
	PRS.2.1 FR1
	PRS.2.1 FR1

	PRS muting info
	
	1, 2, 3
	‘10’
	‘01’

	SRS configuration
	
	1
	POS-SRS.1
	N/A

	
	
	2
	POS-SRS.1
	N/A

	
	
	3
	POS-SRS.2
	N/A

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-Infinity
	-2
	-Infinity
	-6

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-Infinity
	-2
	-Infinity
	-6

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	
PRS-RSRP Note 3
	dBm/SCS kHz
	1
	-Infinity
	-100
	-Infinity
	-104

	
	
	2
	-Infinity
	-100
	-Infinity
	-104

	
	
	3
	-Infinity
	-97
	-Infinity
	-101

	
SS-RSRP Note 3
	dBm/SCS kHz
	1
	-100
	-100
	-104
	-104

	
	
	2
	-100
	-100
	-104
	-104

	
	
	3
	-97
	-97
	-101
	-101

	
Io
	dBm/9.36 MHz
	1
	N/A
	-67.92
	N/A
	-69.63

	
	dBm/9.36 MHz
	2
	
	-67.92
	
	-69.63

	
	dBm/38.16 MHz
	3
	
	-61.83
	
	-63.54

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP and PRS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.




A.6.6.14.X1.2	Test requirements
The UE Rx-Tx time difference measurement time fulfils the requirements specified in clause 9.9.4.5 with Nsample=1.
The UE shall perform and report the UE Rx-Tx time difference measurements for Cell 1 and Cell 2 within the specified UE Rx-Tx time difference measurement time starting from the beginning of time interval T2.
The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported UE Rx-Tx measurement for each correct event shall be within the UE Rx-Tx reporting range specified in clause 10.1.25.3.1.
<End of Change 1>


<Start of Change 2>
[bookmark: _Toc535476413]A.6.6.13.X2	PRS-RSRP reporting delay test case for single positioning frequency layer outside MG
[bookmark: _Toc535476243]A.6.6.13.X2.1	Test purpose and Environment
The purpose of the test is to verify that the PRS-RSRP measurement outside MG meets the delay requirements specified in clause 9.9.3.6 in an environment with AWGN propagation conditions. There are two sub-tests in the test, sub-test 1 is to verify the delay requirements with Nsample=1, and sub-test 2 is to verify the delay requirements with Nsample=4.
The supported test configurations are specified in Table A.6.6.13.X2.1-1.
Table A.6.6.13.X2.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR1. The test consists of two consecutive time intervals, with duration of T1 and T2. Both cells transmit PRS during T2.The NR-DL-AoD-RequestLocationInformation message and NR-DL-AoD-ProvideAssistanceData message as defined in TS 37.355 shall be provided to the UE during T1. The last slot containing the two messages for the assistance data and location information request is denoted as #n. In sub-test 1, requestedDL-PRS-ProcessingSamples shall be included in the location information request and set to ‘m1’.
During T1, a PPW shall be configured for the PCell and be activated via DL MAC CE. The last PDSCH containing the MAC CE shall be transmitted before slot #n.
The beginning of the time interval T2 shall be aligned with the beginning of the first PPW instance containing the PRS resources that is T after slot #n, where T = 50 ms is the maximum processing time of the assistance data and location information request.
The general test parameters are listed in Table A.6.6.13.X2.1-2, and cell specific test parameters during T2 are listed in Table A.6.6.13.X2.1-3. 
Table A.6.6.13.X2.1-2: General test parameters
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Reference cell
	
	1, 2, 3
	Cell 1
	Cell 1 is the PCell and the DL-AoD reference cell in the positioning assistance data.

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell 2 is a neighbour cell in the positioning assistance data.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1 and Cell 2
	

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	PPW configuration
	
	1
	TBD
	

	
	
	2
	TBD
	

	
	
	3
	TBD
	

	CP length
	
	1, 2, 3
	Normal
	

	DRX
	
	1, 2, 3
	NA
	OFF

	Time offset between serving and neighbour cells
	s
	1
	3
	

	
	
	2
	3
	

	
	
	3
	3 or 2.34 Note 1
	

	Expected RSTD
	s
	1, 2, 3
	0
	

	Expected RSTD uncertainty
	s
	1, 2, 3
	 Same as time offset between serving and neighbour cells
	

	T1
	s
	1, 2, 3
	2
	

	T2
	s
	1, 2, 3
	[5]
	

	NOTE 1:	If UE indicates support of CP length for the receive time difference threshold, the time offset is set to 2.34us, otherwise 3us.



Table A.6.6.13.X2.1-3: Cell specific test parameters during T2
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	Sub-test 1
	Sub-test 2
	Sub-test 1
	Sub-test 2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.1
	N/A

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A

	PRS configuration
	
	1
	PRS.1.3 FR1
	PRS.1.3 FR1

	
	
	2
	PRS.1.3 FR1
	PRS.1.3 FR1

	
	
	3
	PRS.2.3 FR1
	PRS.2.3 FR1

	PRS muting info
	
	1, 2, 3
	‘10’
	‘01’

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-3
	-3
	-6
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-3
	-3
	-6
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS-RSRP Note 3
	dBm/SCS kHz
	1
	-101
	-101
	-104
	-108

	
	
	2
	-101
	-101
	-104
	-108

	
	
	3
	-98
	-98
	-101
	-105

	SS-RSRP Note 3
	dBm/SCS kHz
	1
	-101
	-101
	-104
	-108

	
	
	2
	-101
	-101
	-104
	-108

	
	
	3
	-98
	-98
	-101
	-105

	Io
	dBm/9.36 MHz
	1
	-68.28
	-68.28
	-69.07
	-69.63

	
	dBm/9.36 MHz
	2
	-68.28
	-68.28
	-69.07
	-69.63

	
	dBm/38.16 MHz
	3
	-62.19
	-62.19
	-62.98
	-63.54

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP/PRS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



[bookmark: _Toc535476245]A.6.6.13.X2.2	Test Requirements
The UE shall perform and report the PRS-RSRP measurements for Cell 1 and Cell 2, within the time limit specified in clause 9.9.3.6, starting from the beginning of time interval T2, with Nsample=1 for sub-test 1 and Nsample=4 for sub-test 2. 
The rate of correct events observed during repeated tests shall be at least 90%.
<End of Change 2>


<Start of Change 3>
A.6.6.14.X3	UE Rx-Tx time difference measurement for single positioning frequency layer in FR1 SA with multiple RxTx TEGs
A.6.6.14.X3.1	Test purpose and environment
The purpose of the test is to verify that the UE Rx-Tx measurement meets the requirements specified in clause 9.9.4.5 in AWGN propagation condition in FR1 in standalone scenario when single positioning frequency layer is configured, and when UE is requested to measure a PRS resource with multiple RxTx TEGs.
The supported test configurations in listed in Table A.6.6.14.X3.1-1.
Table A.6.6.14.X3.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test: PCell (Cell 1) and a neighbour cell (Cell 2). All cells are on the same RF channel in FR1.
The test consists of two consecutive time intervals, with duration of T1 and T2. Cell 1 and Cell 2 mute PRS transmission during T1 and transmit PRS during T2. 
The NR-Multi-RTT-ProvideAssistanceData and nr-Multi-RTT-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE during T1. The last TTI containing the two messages shall be provided to the UE T ms before the start of T2, where T = 50 ms is the maximum processing time of the multi-RTT assistance data and location information request. In nr-Multi-RTT-RequestLocationInformation, measureSameDL-PRS-ResourceWithDifferentRxTEGs-r17 shall be set to ‘n2’.
The beginning of the time interval T2 shall be aligned with the beginning of the first MG instance containing the PRS resources. 
The UE is configured with measurement gap pattern ID #0 or ID #24 before T2.
The UE is configured to transmit SRS during T2.
The general test parameters and cell specific test parameters are as given in Table A.6.6.14.X3.1-2 and Table A.6.6.14.X3.1-3 respectively. 
Table A.6.6.14.X3.1-2: General test parameters
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Active cell
	
	1, 2, 3
	Cell 1
	Cell 1 is the PCell in NR-Multi-RTT-ProvideAssistanceData [34].

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell 2 is a neighbour cell in NR-Multi-RTT-ProvideAssistanceData [34].

	RF Channel Number
	
	1, 2, 3
	1
	For both Cell 1 and Cell 2

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	Measurement gap
	
	1, 2, 3
	GP#24 or GP#0 Note 1
	

	CP length
	
	1, 2, 3
	Normal
	

	DRX
	
	1, 2, 3
	OFF
	

	Time offset between serving and neighbour cells
	s
	1, 2, 3
	3
	Synchronous cells

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	10
	

	Note 1:	GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.



Table A.6.6.14.X3.1-3: Cell specific test parameters
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.1
	N/A

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A

	PRS configuration
	
	1
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	2
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	3
	PRS.2.2 FR1
	PRS.2.2 FR1

	PRS muting info
	
	1, 2, 3
	‘10’
	‘01’

	SRS configuration
	
	1
	POS-SRS.1
	N/A

	
	
	2
	POS-SRS.1
	N/A

	
	
	3
	POS-SRS.2
	N/A

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-Infinity
	-2.41
	-Infinity
	-12.12

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-Infinity
	-2
	-Infinity
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	
PRS-RSRP Note 3
	dBm/SCS kHz
	1
	-Infinity
	-100
	-Infinity
	-108

	
	
	2
	-Infinity
	-100
	-Infinity
	-108

	
	
	3
	-Infinity
	-97
	-Infinity
	-105

	
Io
	dBm/9.36 MHz
	1
	N/A
	-67.67
	N/A
	-67.67

	
	dBm/9.36 MHz
	2
	
	-67.67
	
	-67.67

	
	dBm/38.16 MHz
	3
	
	-61.57
	
	-61.57

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	PRS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.6.14.X3.2	Test requirements
The UE Rx-Tx time difference measurement time fulfils the requirements specified in clause 9.9.4.5, with =2 if UE does not support or indicate value ‘n1’ for measureSameDL-PRS-ResourceWithDifferentRxTEGsSimul, and  =1 otherwise.
The UE shall perform and report the UE Rx-Tx time difference measurements for Cell 1 and Cell 2 within the specified UE Rx-Tx time difference measurement time starting from the beginning of time interval T2.
The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported UE Rx-Tx measurement for each correct event shall be within the UE Rx-Tx reporting range specified in clause 10.1.25.3.1.

<End of Change 3>
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