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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
[bookmark: _Toc535476121]A.3.10B	SSB Configurations for RedCap
[bookmark: _Toc535476122]A.3.10B.1	SSB Configurations for FR1
A.3.10B.1.1	SSB pattern 1 for RedCap in FR1: SSB allocation for SSB SCS=30 kHz in 20 MHz
Table A.3.10B.1.1-1: SSB.1 RedCap FR1: SSB Pattern 1 for SSB SCS=30 kHz in 20 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	20 MHz

	SSB SCS
	30 kHz

	SSB periodicity (TSSB)
	20 ms

	Number of SSBs per SS-burst
	1

	SS/PBCH block index
	0

	Symbol numbers containing SSB Note 3
	4-7 or 2-5 Note 2

	Slot numbers containing SSB Note 3
	0

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 0

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].
Note 2:	Symbols 4-7 is chosen, if the SSB pattern Case B should be used for the current band as indicated by Table 5.4.3.3-1 of TS 38.104 [13]; Otherwise, symbol 2-5 is chosen.
Note 3:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves



A.3.10B.1.2	SSB pattern 2 for RedCap in FR1: SSB allocation for SSB SCS=30 kHz in 20 MHz
Table A.3.10B.1.2-1: SSB.2 RedCap FR1: SSB Pattern 2 for SSB SCS=30 kHz in 20 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	20 MHz

	SSB SCS
	30 kHz

	SSB periodicity (TSSB)
	20 ms

	Number of SSBs per SS-burst
	2

	SS/PBCH block index
	0
	1

	Symbol numbers containing SSB Note 3
	4-7 or 2-5 Note 2
	8-11

	Slot numbers containing SSB Note 3
	0
	0

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 0

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].
Note 2:	Symbols 4-7 is chosen, if the SSB pattern Case B should be used for the current band as indicated by Table 5.4.3.3-1 of TS 38.104 [13]; Otherwise, symbol 2-5 is chosen.
Note 3:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves.



A.3.10B.1.3	SSB pattern 3 for RedCap in FR1: SSB allocation for SSB SCS=30 kHz starting from odd SFN in 20 MHz
Table A.3.10B.1.3-1: SSB.3 RedCap FR1: SSB Pattern 3 for SSB SCS=30 kHz in 20 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	20 MHz

	SSB SCS
	30 kHz

	SSB periodicity (TSSB)
	20 ms

	Number of SSBs per SS-burst
	1

	SS/PBCH block index
	0

	Symbol numbers containing SSB Note 3
	4-7 or 2-5 Note 2

	Slot numbers containing SSB Note 3
	0

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 1

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].
Note 2:	Symbols 4-7 is chosen, if the SSB pattern Case B should be used for the current band as indicated by Table 5.4.3.3-1 of TS 38.104 [13]; Otherwise, symbol 2-5 is chosen.
Note 3:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves.



A.3.10B.1.4	SSB pattern 4 for RedCap in FR1: SSB allocation for SSB SCS=15 kHz in 10 MHz
Table A.3.10B.1.4-1: SSB.4 RedCap FR1: SSB Pattern 4 for SSB SCS=15 kHz in 10 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	10 MHz

	SSB SCS
	15 kHz

	SSB periodicity (TSSB)
	80 ms

	Number of SSBs per SS-burst
	1

	SS/PBCH block index
	0

	Symbol numbers containing SSB Note 2
	2-5

	Slot numbers containing SSB Note 2
	0

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 0

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].
Note 2:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves.



A.3.10B.1.5	SSB pattern 5 for RedCap in FR1: SSB allocation for SSB SCS=30 kHz in 20 MHz
Table A.3.10B.1.5-1: SSB.5 RedCap FR1: SSB Pattern 5 for SSB SCS=30 kHz in 20 MHz channel
	SSB Parameters
	Values

	Channel bandwidth
	20 MHz

	SSB SCS
	30 kHz

	SSB periodicity (TSSB)
	80 ms

	Number of SSBs per SS-burst
	1

	SS/PBCH block index
	0

	Symbol numbers containing SSB Note 3
	4-7 or 2-5 Note 2

	Slot numbers containing SSB Note 3
	0

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 0

	RB numbers containing SSB within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13].
Note 2:	Symbols 4-7 is chosen, if the SSB pattern Case B should be used for the current band as indicated by Table 5.4.3.3-1 of TS 38.104 [13]; Otherwise, symbol 2-5 is chosen.
Note 3:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves



A.3.10B.2	SSB Configurations for FR2
A.3.10B.2.1	SSB pattern 1 for RedCap in FR2: SSB allocation for SSB SCS=120 kHz in 100 MHz
Table A.3.10.2.1-1: SSB.1 RedCap FR2: SSB Pattern 1 for SSB SCS = 120 kHz in 100 MHz channel with 1 SSB per SS-burst
	SSB Parameters
	Values

	Channel bandwidth
	100 MHz

	SSB SCS
	120 kHz

	SSB periodicity (TSSB)
	80 ms

	Number of SSBs per SS-burst
	1

	SS/PBCH block index
	0

	Symbol numbers containing SSBs Note 2
	4-7

	Slot numbers containing SSB Note 2
	0

	SFN containing SSB
	SFN mod (max(TSSB,10ms)/10ms) = 0

	RB numbers containing SSBs within channel BW
	(RBJ, RBJ+1,.…, RBJ+19)Note 1

	Note 1:	RBs containing SSB can be configured in any frequency location within the cell bandwidth according to the allowed synchronization raster defined in TS 38.104 [13]. 
Note 2:	These values have been derived from other parameters for information purposes (as per TS 38.213 [3]). They are not settable parameters themselves.




------------------------------------------------------------- End of change ------------------------------------------------------------
----------------------------------------------------- Beginning of Change ------------------------------------------------------------
A.3.11A	SMTC Configurations for RedCap
[bookmark: _Toc535476125][bookmark: _Hlk528831899][bookmark: _Hlk528831926]A.3.11A.1	SMTC pattern 1 for RedCap: SMTC period = 40 ms with SMTC duration = 1 ms
Table A.3.11A.1-1: SMTC.1 RedCap: SMTC Pattern 1 for SMTC period = 40 ms and duration = 1 ms
	SMTC Parameters
	Values

	SMTC periodicity
	40 ms

	SMTC offset
	0 ms

	SMTC duration
	1 ms



A.3.11A.2 	SMTC pattern 2 for RedCap: SMTC period = 80 ms with SMTC duration = 1 ms
Table A.3.11.2-1: SMTC.2 RedCap: SMTC Pattern 1 for SMTC period = 80 ms and duration = 1 ms
	SMTC Parameters
	Values

	SMTC periodicity
	80 ms

	SMTC offset
	0 ms

	SMTC duration
	1 ms




------------------------------------------------------------- End of change ------------------------------------------------------------
----------------------------------------------------- Beginning of Change ------------------------------------------------------------
A.3.15	Angle of Arrival (AoA) for FR2 RRM test cases
This clause specifies the AoA setups for FR2 RRM test cases in clause A.5 and A.7. The applicable AoA setup is defined in each test case in clause A.5 and A.7.
[bookmark: _Toc535476141]A.3.15.1	Setup 1: Single AoA in Rx beam peak direction
There is only one active probe in the test. The DL signals, and noise if applicable, transmitted from the probe, are aligned to the UE Rx beam peak direction (as defined in TS 38.101-2 [19]).
A.3.15.2	Setup 2: Single AoA in non Rx beam peak direction
[bookmark: _Hlk5813084]A.3.15.2.1	Setup 2a: Single AoA in non Rx beam peak direction without change in direction
There is only one active probe in the test. The DL signals, and noise if applicable, transmitted from the probe, align to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [19] for each UE power class. The direction (AoA) of the signals shall not be changed between test iterations.
A.3.15.2.2	Setup 2b: Single AoA in non Rx beam peak direction with change in direction
There is only one active probe in the test. The DL signals, and noise if applicable, transmitted from the probe, align to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [19] for each UE power class. For UE power class 3, the direction (AoA) of the signals shall be changed for each test iteration (for UE power classes other than 3, this is FFS).
A.3.15.3	Setup 3: 2 AoAs
There are 2 active probes in the test. The DL signals, and noise if applicable, transmitted from the two active probes, align to directions (AoAs) which are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [19] for each UE power class. The relative angular offset between the directions (AoAs) of the 2 active probes, shall be changed for each test iteration. The applicable set of relative angular offsets between the 2 active probes is given in Table 3.15.3-1 for each UE power class.
Editor Note: If RAN5 finds the changing of angular offset between the directions (AoAs) of the 2 active probes per test iteration to be infeasible from the perspectives of EIS spherical coverage and other impacts, e.g.: testing time, then the test setup will be revised. 
Table A.3.15.3-1: Set of relative angular offsets between active probes for each power class
	UE Power class
	Relative angular offset between active probes

	1
	FFS

	2
	FFS

	3
	30°, 60°, 90°, 120° and 150°

	4
	FFS

	5
	FFS

	7
	FFS



A.3.15.4	Setup 4: 2 AoAs, 1 AoA in Rx beam peak direction, 1 in non Rx beam peak
A.3.15.4.1	Setup 4a: 2 AoAs, 1 AoA in Rx beam peak direction, 1 in non Rx beam peak without change in direction
There are 2 active probes in the test. The DL signals, and noise if applicable, are transmitted from the two active probes. One probe is aligned to the UE Rx beam peak direction as defined in TS 38.101-2 [19]. The second is aligned to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [19] for each UE power class. The direction (AoA) of the non Rx beam peak signal shall not be changed between test iterations.
A.3.15.4.2	Setup 4b: 2 AoAs, 1 AoA in Rx beam peak direction, 1 in non Rx beam peak with change in direction
There are 2 active probes in the test. The DL signals, and noise if applicable, are transmitted from the two active probes. One probe is aligned to the UE Rx beam peak direction as defined in TS 38.101-2 [19]. The second is aligned to a direction (AoA) which is from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [19] for each UE power class. 
For UE power class 3, the relative angular offset between the directions (AoAs) of the 2 active probes shall be changed for each test iteration, within the probe alignment described above. The applicable set of relative angular offsets between the 2 active probes is given in Table 3.15.3-1 for each UE power class.



------------------------------------------------------------- End of change ------------------------------------------------------------

----------------------------------------------------- Beginning of Change ------------------------------------------------------------

A.3.32	Testing principle for RedCap UE
A.3.32.1	Introduction
This clause defines a principle which is applicable to test cases verifying RRM requirements for RedCap UE.

A.3.32.2	Principle of testing for FR1
For RedCap UEs supporting 1 Rx branch, all single carrier tests specified in clause A.16 and A.18 except for tests defined for 2 Rx and/or FR2 shall be tested on any band. 
For RedCap UEs supporting 2Rx branches, all single carrier tests specified in clause A.16 and A.18 except for tests defined for 1 Rx and/or FR2 shall be tested on any band.

A.3.32.3	Principle of testing for FR2
For RedCap UEs, all single carrier tests specified in clause A.17 and A.18 except for tests defined for FR1 shall be tested on any band.

------------------------------------------------------------- End of change ------------------------------------------------------------

