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[bookmark: _Toc21102737][bookmark: _Toc29810586][bookmark: _Toc36635938][bookmark: _Toc37272884][bookmark: _Toc45885961][bookmark: _Toc53183067][bookmark: _Toc58915734][bookmark: _Toc58917915][bookmark: _Toc66693784][bookmark: _Toc74915736][bookmark: _Toc76114361][bookmark: _Toc76544247][bookmark: _Toc82536369][bookmark: _Toc89952662][bookmark: _Toc98766478][bookmark: _Toc99702841]6.7.4	OTA operating band unwanted emissions	
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The OTA limits for operating band unwanted emissions are specified as TRP per RIB, unless otherwise stated.
For BS type 1-O, for a RIB operating in multi-carrier or contiguous CA, the requirements apply to BS channel bandwidths of the outermost carrier. In addition, for a RIB operating in non-contiguous spectrum, the requirements shall apply inside any sub-block gap. In addition, for a multi-band RIB, the requirements shall apply inside any Inter RF Bandwidth gap.
For BS type 2-O, for a RIB operating in multi-carrier or contiguous CA, the requirements apply to the frequencies (ΔfOBUE) starting from the edge of the contiguous transmission bandwidth. In addition, for a RIB operating in non-contiguous spectrum, the requirements apply inside any sub-block gap.
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