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<<<<< Start of changes 1>>>>>

[bookmark: _Toc21098345][bookmark: _Toc29470572][bookmark: _Toc37141940][bookmark: _Toc37141991][bookmark: _Toc37142043][bookmark: _Toc37269046][bookmark: _Toc37269089][bookmark: _Toc45907612][bookmark: _Toc52564794][bookmark: _Toc60857170][bookmark: _Toc60857241][bookmark: _Toc61185241][bookmark: _Toc61185321][bookmark: _Toc61185369][bookmark: _Toc66390473][bookmark: _Toc66390575][bookmark: _Toc68701985][bookmark: _Toc68702472][bookmark: _Toc68702590][bookmark: _Toc68702695][bookmark: _Toc68702774][bookmark: _Toc74643110][bookmark: _Toc76540674][bookmark: _Toc82415023][bookmark: _Toc89937924][bookmark: _Toc98752885][bookmark: _Toc106132092][bookmark: OLE_LINK27]5.2.2	Inter-band CA
Requirements for a Rel-16 UE for additional NR inter-band CA configurations within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause.
Table 5.2.2-0: NR inter-band CA UE power class within FR1
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the power class was introduced)

	Inter-band CA Power Class 2
	TDD, FDD and TDD
	Rel-15
	Table B.4.2-1

	Inter-band CA Power Class 3
	FDD, TDD, SDL and TDD, FDD and TDD
	Rel-15
	



Table 5.2.2-1: NR inter-band CA within FR1
	Feature
	DL/UL
	Maximum number of bands
	number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band CA configurations within NR FR1
	DL
	4
	5
	A, B, C
	TDD, FDD, SDL and FDD, SDL and TDD, FDD and TDD
	Rel-15
	Table B.4.2-1

	
	UL
	2
	2
	A
	TDD, FDD, FDD and TDD
	Rel-15
	

	
	
	1
	2
	B, C, 2A
	
	
	

	
	
	2
	3
	A, B, C
	
	
	



<<<<< End of changes 1>>>>>
<<<<< Start of changes 2>>>>>

[bookmark: _Toc106132110]8.1.2.1	Inter-band EN-DC within frequency range 1
Requirements for a Rel-16 UE for additional EN-DC inter-band configurations within FR1 compared to TS 38.101-3 of Rel-16 [4] are introduced via this clause.
Table 8.1.2.1-0: EN-DC inter-band UE power class
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	Inter-band EN-DC Power Class 2
	TDD, FDD and TDD
	Rel-15
	Table B.4.6-1

	Inter-band EN-DC Power Class 3
	FDD, TDD, FDD and TDD
	Rel-15
	



[bookmark: OLE_LINK26]Table 8.1.2.1-1: EN-DC inter-band configurations without SUL within FR1
	Feature
	DL/UL
	maximum number of E-UTRA bands
	maximum number of E-UTRA CCs
	maximum number of NR bands
	maximum number of NR CCs
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band EN-DC
	DL
	6
	6
	2
	3
	FDD, TDD,
FDD and TDD
	Rel-15
	Table B.4.6-1

	
	UL
	1
	2 contiguous
	1
	2 contiguous
	FDD, TDD, FDD and TDD
	Rel-15
	



Table 8.1.2.1-2: EN-DC inter-band configurations with SUL within FR1
	Feature
	DL/UL
	maximum number of E-UTRA bands
	maximum number of E-UTRA CCs
	maximum number of NR bands
	maximum number of NR CCs
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band EN-DC
	DL
	2
	3
	1
	1
	FDD, TDD,
FDD and TDD
	Rel-15
	Table B.4.6-1

	
	UL
	1
	1
	2
	2
contiguous
	FDD, TDD,
FDD and TDD and SUL
	Rel-15
	



<<<<< End of changes 2>>>>>
<<<<< Start of changes 3>>>>>
[bookmark: _Toc21098361][bookmark: _Toc29470588][bookmark: _Toc37141956][bookmark: _Toc37142007][bookmark: _Toc37142059][bookmark: _Toc37269062][bookmark: _Toc37269105][bookmark: _Toc45907628][bookmark: _Toc52564810][bookmark: _Toc60857189][bookmark: _Toc60857260][bookmark: _Toc61185259][bookmark: _Toc61185339][bookmark: _Toc61185387][bookmark: _Toc66390491][bookmark: _Toc66390593][bookmark: _Toc68702003][bookmark: _Toc68702490][bookmark: _Toc68702608][bookmark: _Toc68702713][bookmark: _Toc68702792][bookmark: _Toc74643128][bookmark: _Toc76540692][bookmark: _Toc82415041][bookmark: _Toc89937944][bookmark: _Toc98752905][bookmark: _Toc106132117][bookmark: _Toc60857190][bookmark: _Toc60857261][bookmark: _Toc61185260][bookmark: _Toc61185340][bookmark: _Toc61185388][bookmark: _Toc66390492][bookmark: _Toc66390594][bookmark: _Toc68702004]Annex A :
Frequency arrangement for overlapping operating bands
The following information is provided in order to assist a UE derive the DL NR-ARFCN and UL NR-ARFCN in a multi-band environment, in which multiple overlapping operating bands may be indicated in the fields freqBandIndicatorNR and MultiFrequencyBandListNR-SIB.
The overlapping bands, independent of release, which may be indicated in a cell are shown in Table A-1 for applicable NR operating bands. The DL NR-ARFCN and UL NR-ARFCN are derived according to TS 38.101-1 Rel-16.
Table A-1: Overlapping bands (multi-band environments) for each NR band
	NR
Operating Band
	Overlapping NR operating
bands
	Duplex Mode

	n2
	n25
	FDD

	n5
	n18, n26
	FDD

	n18
	n5, n26
	FDD

	n12
	n85
	FDD

	n25
	n2
	FDD

	n26
	n5, n18
	FDD

	n38
	n41, n90
	TDD

	n41
	n38, n90
	TDD

	n48
	n78, n77
	TDD

	n78
	n48, n77
	TDD

	n77
	n48, n78
	TDD

	n80
	n86
	SUL

	n85
	n12
	FDD

	n86
	n80
	SUL

	n96
	n102
	TDD

	n102
	n96
	TDD



<<<<< End of changes 3>>>>>


