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<Start of Change1>
9.2	NR intra-frequency measurements
9.2.1	Introduction
A measurement is defined as a SSB based intra-frequency measurement provided the centre frequency of the SSB of the serving cell indicated for measurement and the centre frequency of the SSB of the neighbour cell are the same, and the subcarrier spacing of the two SSBs are also the same.
The UE shall be able to identify new intra-frequency cells and perform SS-RSRP, SS-RSRQ, and SS-SINR measurements of identified intra-frequency cells if carrier frequency information is provided by PCell or the PSCell, even if no explicit neighbour list with physical layer cell identities is provided.
The UE can perform intra-frequency SSB based measurements without measurement gaps (either legacy measurement gap or NCSG) if
-	the UE indicates ‘no-gap’ via intraFreq-needForGap for intra-frequency measurement, or
-	the SSB is completely contained in the active BWP of the UE, or
-	the active downlink BWP is initial BWP[3].
For UE supporting nr-NeedForGapNCSG-reporting ncsg-MeasGapNR-r17 and indicating NeedForNCSG-InfoNR for intra-frequency measurement, 
-	An intra-frequency SSB measurement is defined as measurement without gap if
-	the UE indicates ‘nogap-noncsg’ via NeedForNCSG-InfoNR for the intra-frequency measurement, and
-	the SSB is not completely contained in the active BWP of the UE, and
-	the active downlink BWP is not an initial BWP [3]
	The delay requirements are specified in clause 9.2.5 
	An intra-frequency SSB measurement is defined as measurement with NCSG if
-	the UE indicates ‘ncsg’ via NeedForNCSG-InfoNR for the intra-frequency measurement, and
-	the SSB is not completely contained in the active BWP of the UE, and
-	the active downlink BWP is not an initial BWP [3]
	When network configures NCSG, the delay requirements are specified in clause 9.2.7 
	When network configures measurement gap, the delay requirements are specified in clause 9.2.6
-	An intra-frequency SSB measurement is defined as measurement with gap if
-	the UE indicates ‘gap’ via NeedForNCSG-InfoNR for the intra-frequency measurement, and
-	the SSB is not completely contained in the active BWP of the UE, and
-	the active downlink BWP is not an initial BWP [3]
	When network configures measurement gap, the delay requirements are specified in clause 9.2.6
-	The UE can perform intra-frequency SSB based measurement corresponding to a deactivated SCell or dormant SCell with NCSG.
-	For intra-frequency SSB based measurements with NCSG, UE may cause scheduling restriction as specified in clause 9.2.7.3.
For intra-frequency SSB based measurements without measurement gaps, UE may cause scheduling restriction as specified in clause 9.2.5.3.
<End of Change 1>
<Start of Change2>
9.3	NR inter-frequency measurements
9.3.1	Introduction
A measurement is defined as an SSB based inter-frequency measurement provided it is not defined as an intra-frequency measurement according to clause 9.2.
The UE shall be able to identify new inter-frequency cells and perform SS-RSRP, SS-RSRQ, and SS-SINR measurements of identified inter-frequency cells if carrier frequency information is provided by PCell or PSCell, even if no explicit neighbour list with physical layer cell identities is provided.
A measurement is defined as an inter-frequency SSB based measurements without measurement gaps (either legacy measurement gap or NCSG) for UE capable of interFrequencyMeas-NoGap provided
-	the UE supports interFrequencyMeas-Nogap-r16 [15], and
-	the SSB is completely contained in the active BWP of the UE.
For UE supporting nr-NeedForGapNCSG-reporting ncsg-MeasGapNR-r17 and indicating NeedForNCSG-InfoNR  for inter-frequency measurement, 
-	An inter-frequency SSB measurement is defined as measurement without gap if
-	the UE indicates ‘nogap-noncsg’ via NeedForNCSG-InfoNR for the inter-frequency measurement, and
-	the SSB is not completely contained in the active BWP of the UE
	The delay requirements are specified in clause 9.3.9.
-	An inter-frequency SSB measurement is defined as measurement with NCSG if 
-	the UE indicates ‘ncsg’ via NeedForNCSG-InfoNR for the inter-frequency measurement, and
-	the SSB is not completely contained in the active BWP of the UE
	When network configures NCSG, the delay requirements are specified in clause 9.3.10.
	When network configures measurement gap, the delay requirements are specified in clauses 9.3.4 and 9.3.5.
-	An inter-frequency SSB measurement is defined as measurement with gap if
-	the UE indicates ‘gap’ via NeedForNCSG-InfoNR for the inter-frequency measurement, and
-	the SSB is not completely contained in the active BWP of the UE
	When network configures measurement gap, the delay requirements are specified in clauses 9.3.4 and 9.3.5.
-	For inter-frequency SSB based measurements with NCSG, UE may cause scheduling restriction as specified in clause 9.3.10.3.
For inter-frequency SSB based measurements without measurement gaps, UE may cause scheduling restriction as specified in clause 9.3.5.3.
<End of Change 2>

<Start of Change3>
9.4	Inter-RAT measurements
9.4.1	Introduction
The requirements in this clause are specified for NR−E-UTRAN FDD and NR−E-UTRAN TDD measurements and are applicable without an explicit E-UTRAN neighbour cell list containing physical layer cell identities, for a UE:
-	in RRC_CONNECTED state, and
-	configured 
-	with SA or NR-DC operation mode or configured in NE-DC operation mode by PCell with NRE-UTRAN FDD or TDD measurement (RSRP, RSRQ, RS-SINR, RSTD, or E-CID RSRP and RSRQ) on E-UTRA non-serving frequency carrier, or
-	with SA operation mode on NR carrier frequencies with CCA by PCell with NRE-UTRAN FDD or TDD measurement (RSRP, RSRQ, RS-SINR) on E-UTRA non-serving frequency carrier, and
-	configured with an appropriate measurement gap pattern according to Table 9.1.2-3.
The requirements in this clause for concurrent measurement gaps are only applied for UE in NR SA operation mode.
For UE supporting eutra-NeedForGapNCSG-reporting ncsg-MeasGapEUTRAN-r17 and indicating NeedForNCSG-InfoEUTRAN for inter-RAT measurement, 
-	An inter-RAT measurement is defined as measurement without gap if
-	the UE indicates ‘nogap-noncsg’ via NeedForNCSG-InfoEUTRAN for the inter-RAT measurement
-	An inter-RAT measurement is defined as measurement with NCSG if 
-	the UE indicates ‘ncsg’ via NeedForNCSG-InfoEUTRAN for the inter-RAT measurement
	When network configures measurement gap or NCSG, the delay requirements are specified in clause 9.4.2 and 9.4.3.
-	An inter-frequency SSB measurement is defined as measurement with gap if
-	the UE indicates ‘gap’ via NeedForNCSG-InfoEUTRAN for the inter-RAT frequency measurement
	When network configures measurement gap, the delay requirements are specified in clauses 9.4.2 and 9.4.3.
-	For inter-RAT measurements with NCSG, UE may cause scheduling restriction as specified in clause 9.4.3.5.
<End of Change 3>



