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1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A, and according to additional test parameters listed in table 8.2.5.4.2-1.
Table 8.2.5.4.2-1 Test parameters for testing UL timing adjustment
	Parameter
	Value

	Transform precoding
	Disabled

	Uplink-downlink allocation for TDD
	15 kHz SCS:
3D1S1U, S=10D:2G:2U
30 kHz SCS:
7D1S2U, S=6D:4G:4U

	HARQ
	Maximum number of HARQ transmissions
	4

	
	RV sequence
	0, 2, 3, 1

	DM-RS
	DM-RS configuration type
	1

	
	DM-RS duration
	single-symbol DM-RS

	
	Additional DM-RS position
	pos2

	
	Number of DM-RS CDM group(s) without data
	2

	
	Ratio of PUSCH EPRE to DM-RS EPRE
	-3 dB

	
	DM-RS port
	{0}

	
	DM-RS sequence generation
	NID0=0, nSCID =0 for moving UE
NID0=1, nSCID =1 for stationary UE

	Time domain
	PUSCH mapping type
	A,B

	resource assignment
	Allocation length
	14 

	Frequency domain resource assignment
	RB assignment
	5 MHz CBW/15kHz: 12 RB for each UE
10MHz CBW/15kHz SCS: 25 RB for each UE
10MHz CBW/30kHz: 12 RB for each UE 
40MHz CBW/30kHz SCS: 50 RB for each UE

	
	Starting PRB index
	Moving UE: 0 
Stationary UE: 12 for 5MHz CBW/15kHz SCS, 25 for 10 MHz CBW/15kHz SCS, 12 for 10MHz CBW/30kHz SCS and 50 for 40 MHz CBW/30kHz SCS

	
	Frequency hopping
	Disabled

	SRS resource allocation
	Slots in which sounding RS is transmitted (Note 1)
	For FDD: slot #1 in radio frames
For TDD:
-	last symbol in slot #3 in radio frames for 15KHz
-	last symbol in slot #7 in radio frames for 30KHz

	
	SRS resource allocation
	15 kHz SCS:
-	CSRS =5, BSRS =0, for 20 RB
-	CSRS = 11, BSRS =0, for 40 RB
30 kHz SCS: 
-	CSRS =5, BSRS =0, for 20 RB
-	CSRS = 21, BSRS =0, for 80 RB

	NOTE 1.	The transmission of SRS is optional. And the transmission comb and SRS periodic are configured as KTC = 2, and TSRS = 10 for 15kHz SCS, TSRS = 20 for 30kHz SCS respectively.



	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J. Unless stated otherwise, the MIMO correlation matrices for the gNB are defined in annex J for low correlation.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.2.5.5 for high speed train and clause 8.2.5.6 for normal mode and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.2.5.4.2-2.
Table 8.2.5.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	1-O (NOTE 2)
	15
	5
	-86.5dBm  - ΔOTAREFSENS dBm / 4.5MHz

	
	
	10
	-83.3 - ΔOTAREFSENS dBm / 9.36 MHz

	
	30
	10
	-83.6 dBm  - ΔOTAREFSENS dBm / 8.64MHz

	
	
	40
	-77.2 - ΔOTAREFSENS dBm / 38.16 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.
NOTE 2:	The AWGN power level contains an AWGN offset of 16dB by default. If needed for test purposes, the AWGN level can be reduced from the default by any value in the range 0dB to 16dB. Changing the AWGN level does not impact the validity of the test, as it reduces the effective base band SNR level.



8)	For reference channels applicable to the BS, measure the throughput.

<End of Change 1>


