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	Reason for change:
	Below capability description (approved as R4-2205444) is captured in current spec:
 “If the mandatory simultaneous Rx/Tx capability applies for a band combination, the mandatory simultaneous Rx/Tx capability also applies for the band combination when the applicable band combination is a subset of a higher order band combination.”
For example if CA_A-B, CA_A-C, CA_B-C are mandatory support simultaneous RxTx capability, when CA_A-B-C is working, the band pairs CA_A-B, CA_A-C, CA_B-C within the band combination are simultaneous RxTx, accordingly it could be deducted CA_A-B-C is working under mandatory Simultaneous Rx/Tx mode. It is also true for higher order band combinations.
Therefore, we propose below description be added into section 5.2B to make the capability more specific and clear. This description shall be applied from Rel-17 since higher order DC combiantions with mandatory simultaneous RxTx capability are specified as of Rel-17 of 38.101-1

 “If the mandatory simultaneous Rx/Tx capability applies for all the subsets of a higher order band combination, the mandatory simultaneous Rx/Tx capability also applies for this higher order band combination.”
The benefit is operators could stop fixing the problem for higher order combinations by adding note which is inefficient. With the proposed description, the capability for higher order combination is clear.

	
	

	Summary of change:
	The following description is added into section 5.2B:

“If the mandatory simultaneous Rx/Tx capability applies for all the subsets of a higher order band combination, the mandatory simultaneous Rx/Tx capability also applies for this higher order band combination.”

	
	

	Consequences if not approved:
	Simultaneous RxTx capability for higher order band combinations is unclear,  and inefficient “Adding note” solution still continues.
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	Other comments:
	The updated capability description for NRCA and SUL combination is included in Rel-15 Cat F R4-2212022
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The operating bands are specified in clause 5.5B for operation with NR dual connectivity configured, where all operating bands are within FR1.
If the mandatory simultaneous Rx/Tx capability applies for a band combination, the mandatory simultaneous Rx/Tx capability also applies for the band combination when the applicable band combination is a subset of a higher order band combination.
If the mandatory simultaneous Rx/Tx capability applies for all the subsets of a higher order band combination, the mandatory simultaneous Rx/Tx capability also applies for this higher order band combination.
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