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	Reason for change:
	1. Start position correction is applied to 30kHz and 120kHz SCS configurations, but missing in 15kHz SCS configuration table. Quote the change reason from the previous meeting CR below.
From RAN2 spec 38.331:
resourceMapping
OFDM symbol location of the SRS resource within a slot including nrofSymbols (number of OFDM symbols), startPosition (value 0 refers to the last symbol, value 1 refers to the second last symbol, and so on) and repetitionFactor (see TS 38.214 [19], clause 6.2.1 and TS 38.211 [16], clause 6.4.1.4). The configured SRS resource does not exceed the slot boundary. If resourceMapping-r16 is signalled, UE shall ignore the resourceMapping (without suffix). For CLI SRS-RSRP measurement, the network always configures nrofSymbols and repetitionFactor to 'n1'.
startPosition counts from the last symbol. In A.3.24, we have number of symbol = 4, but starting position is symbol 13, which is an incorrect configuration. Therefore, we change starting position to symbol 7 (value 5) for configuration tables in A.3.24.

2. SRS periodic and offset
In practice, network schedules SRS carrier switching mostly on special slots, same as SRS antenna switching. We have the following agreement for SRS antenna switching below:

R4-2210996 WF:
Offset is determined by TDD pattern: consider special slot for SRS transmission

Therefore, we change periodicityAndOffset-p to have SRS on special slots and align with SRS antenna switching test cases.
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<Start of Change #1>
A.3.24	SRS configuration
Table A.3.24-1: Sounding Reference Symbol Configuration for SCS=15kHz
	
	SRS.1 TDD
	POS-SRS.1
	

	Field
	Value
	
	Comment

	c-SRS
	12
	Same as NRB,c in the test case
	

	b-SRS
	0
	n.a.
	

	b-hop
	0
	n.a.
	Frequency hopping is disabled 

	groupOrSequenceHopping
	neither
	neither
	No group or sequence hopping

	freqDomainPosition
	0
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	0
	 

	pathlossReferenceRS
ssb-Index
	0
	0
	SSB #0 is used for SRS path loss estimation

	usage
	antennaSwitching
	n.a.
	

	startPosition
	50
	50
	resourceMapping setting

	nrofSymbols
	4
	4
	

	repetitionFactor
	n1
	n.a.
	without repetition.

	transmissionComb
	n2
	n4
	

	combOffset-n2
	0
	0
	transmissionComb setting

	cyclicShift-n2
	0
	0
	 

	nrofSRS-Ports
	port1
	port1
	Number of antenna ports used for SRS transmission

	resourceType
	Periodic
	Periodic
	

	periodicityAndOffset-p
	sl40, 12
	sl160, 20
	SRS transmission periodicity



Table A.3.24-2: Sounding Reference Symbol Configuration for SCS=30kHz
	
	SRS.2 TDD
	POS-SRS.2
	

	Field
	Value
	
	Comment

	c-SRS
	24
	Same as NRB,c in the test case
	

	b-SRS
	0
	n.a.
	

	b-hop
	0
	n.a.
	Frequency hopping is disabled 

	groupOrSequenceHopping
	neither
	neither
	No group or sequence hopping

	freqDomainPosition
	0
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	0
	 

	pathlossReferenceRS
ssb-Index
	0
	0
	SSB #0 is used for SRS path loss estimation

	usage
	antennaSwitching
	n.a.
	

	startPosition
	5
	5
	resourceMapping setting

	nrofSymbols
	4
	4
	SRS symbols belong to the same SRS resource.

	repetitionFactor
	n1
	n.a.
	without repetition.

	transmissionComb
	n2
	n4
	

	combOffset-n2
	0
	0
	transmissionComb setting

	cyclicShift-n2
	0
	0
	 

	nrofSRS-Ports
	port1
	port1
	Number of antenna ports used for SRS resource transmission

	resourceType
	Periodic
	Periodic
	

	periodicityAndOffset-p
	sl80, 34
	Sl320, 40
	SRS transmission periodicity 



Table A.3.24-3: Sounding Reference Symbol Configuration for SCS=120kHz
	
	SRS.3 TDD
	POS-SRS.3
	

	Field
	Value
	
	Comment

	c-SRS
	17
	Same as NRB,c in the test case
	

	b-SRS
	0
	n.a.
	

	b-hop
	0
	n.a.
	Frequency hopping is disabled 

	groupOrSequenceHopping
	neither
	neither
	No group or sequence hopping

	freqDomainPosition
	0
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	0
	 

	pathlossReferenceRS
ssb-Index
	0
	0
	SSB #0 is used for SRS path loss estimation

	usage
	antennaSwitching
	n.a.
	

	startPosition
	5
	5
	resourceMapping setting

	nrofSymbols
	4
	4
	SRS symbols belong to the same SRS resource.

	repetitionFactor
	n1
	n.a.
	without repetition.

	transmissionComb
	n2
	n4
	

	combOffset-n2
	0
	0
	transmissionComb setting

	cyclicShift-n2
	0
	0
	 

	nrofSRS-Ports
	port1
	port1
	Number of antenna ports used for SRS resource transmission

	resourceType
	Periodic
	Periodic
	

	periodicityAndOffset-p
	sl320, 316
	Sl1280, 160
	SRS transmission periodicity 




<End of Change #1>
