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1. Introduction
[bookmark: _GoBack]This contribution is a text proposal for TR 38.xxx-xx-xx to introduce CA/DC_n5-n66-n261 with single uplink configuration according to the request in [1].  
2. Reference
[1]  RP-221877: New WID: Rel-18 NR Inter-band Carrier Aggregation/Dual Connectivity for 3 bands DL with x bands UL (x=1,2)

3. Text Proposal
<Start of Text Proposal>
[bookmark: _Toc9848477][bookmark: _Toc492043900][bookmark: _Toc492044154][bookmark: _Toc494295317][bookmark: _Toc495923414][bookmark: _Toc500344666][bookmark: _Toc507677540][bookmark: _Toc518368623][bookmark: _Toc8387784][bookmark: _Toc8388506][bookmark: _Toc8388693][bookmark: _Toc40090273][bookmark: _Toc41911540][bookmark: _Toc46998014][bookmark: _Toc47508865][bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]5.x	CA_n5-n66-n261 
[bookmark: _Toc29802097][bookmark: _Toc37251223][bookmark: _Toc75466983][bookmark: _Toc29802722][bookmark: _Toc36107464][bookmark: _Toc61372624][bookmark: _Toc83580305][bookmark: _Toc76717995][bookmark: _Toc29801673][bookmark: _Toc84413423][bookmark: _Toc61367241][bookmark: _Toc45888002][bookmark: _Toc69083977][bookmark: _Toc45888601][bookmark: _Toc76509005][bookmark: _Toc68230564][bookmark: _Toc84404814][bookmark: _Toc109046454]5.x.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc9848478]5.x.1.1	Operating bands for CA 
Table 5.x.1.1-1: Inter-band CA operating bands involving FR1 (three bands)
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	n66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	FDD

	n261
	27500 MHz
	–
	28350 MHz
	27500 MHz
	–
	28350 MHz
	TDD



[bookmark: _Toc9848479]5.x.1.2	Channel bandwidths per operating band for CA
Table 5.x.1.2-1: Supported bandwidths per CA configuration for band n2+n5+n261


	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n5A-n66A-n261A
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	50, 100, 200, 400
	

	CA_n5A-n66A-n261I
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261I
	

	CA_n5A-n66A-n261J
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261J
	

	CA_n5A-n66A-n261K
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261K
	

	CA_n5A-n66A-n261L
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261L
	

	CA_n5A-n66A-n261M
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261M
	

	CA_n5A-n66A-n261(2G)
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261(2G)
	

	CA_n5A-n66A-n261(G-H)
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261(G-H)
	

	CA_n5A-n66A-n261(A-G-H)
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n5A-n66A-n261(G-I)
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261(G-I)
	

	CA_n5A-n66A-n261(2H)
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261(2H)
	

	CA_n5A-n66A-n261(A-G-I)
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n5A-n66A-n261(H-I)
	-
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n261
	CA_n261(H-I)
	



[bookmark: _Toc9848480]5.x.1.3	∆TIB,c and ∆RIB,c values 
For CA_n5-n66-n261, the TIB,c and RIB,c values are given in the tables below.
Table 5.x.1.3-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c (dB)

	CA_n5-n66-n260
	n5
	0.3

	
	n66
	0.3

	
	n261
	0



Table 5.x.1.3-2: ΔRIB,c
	Inter-band CA Configuration
	NR Band
	ΔRIB,c (dB)

	CA_n5-n66-n260
	n5
	0

	
	n66
	0

	
	n261
	0



<End of Text Proposal>

[bookmark: _Toc12350][bookmark: _Toc26787]<Start of Text Proposal>
6.x	DC_n5-n66-n261
[bookmark: _Toc17987][bookmark: _Toc15244]6.x.1	Configurations for DC_n5-n66-n261
Table y.y.1-1: Inter-band NR DC configurations
	NR DC
configuration
	Uplink NR DC
Configuration

	DC_n5A-n66A-n261A 
DC_n5A-n66A-n261I
DC_n5A-n66A-n261J
DC_n5A-n66A-n261K
DC_n5A-n66A-n261L
DC_n5A-n66A-n261M
	-

	DC_n5A-n66A-n261(2G)
DC_n5A-n66A-n261(G-H)
DC_n5A-n66A-n261(A-G-H)
DC_n5A-n66A-n261(G-I)
DC_n5A-n66A-n261(2H)
DC_n5A-n66A-n261(A-G-I)
DC_n5A-n66A-n261(H-I)
	-



<End of Text Proposal>



