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<< Start of change >>
[bookmark: _Toc83580374][bookmark: _Toc84404883][bookmark: _Toc76718064][bookmark: _Toc75467052][bookmark: _Toc84413492][bookmark: _Toc76509074][bookmark: _Toc68230762][bookmark: _Toc69084159][bookmark: _Toc68230746][bookmark: _Toc45888759][bookmark: _Toc75467169][bookmark: _Toc29801785][bookmark: _Toc83580514][bookmark: _Toc76509204][bookmark: _Toc84413632][bookmark: _Toc37251342][bookmark: _Toc84405023][bookmark: _Toc68230759][bookmark: _Toc45888772][bookmark: _Toc76718194][bookmark: _Toc61367435][bookmark: _Toc75467182][bookmark: _Toc29802209][bookmark: _Toc83580517][bookmark: _Toc76718197][bookmark: _Toc84405026][bookmark: _Toc29802834][bookmark: _Toc84405010][bookmark: _Toc76718181][bookmark: _Toc61367422][bookmark: _Toc84413619][bookmark: _Toc83580501][bookmark: _Toc45888160][bookmark: _Toc61372805][bookmark: _Toc75467185][bookmark: _Toc76509207][bookmark: _Toc36107576][bookmark: _Toc69084175][bookmark: _Toc61372821][bookmark: _Toc61367438][bookmark: _Toc84413635][bookmark: _Toc45888176][bookmark: _Toc29802212][bookmark: _Toc45888775][bookmark: _Toc21344302][bookmark: _Toc36107579][bookmark: _Toc29802837][bookmark: _Toc29801788][bookmark: _Toc37251345][bookmark: _Toc76509191][bookmark: _Toc69084172][bookmark: _Toc45888173][bookmark: _Toc61372818]6.1F	General
For wideband operations, the minimum requirements for the transmitter characteristics are specified for transmissions on one scheduled RB set or ≥ 1 scheduled contiguous RB set(s) within the UE channel. The requirements apply with configured UL intra-cell guard bands of non-zero size according to Table 5.3.3-2, with the union of the scheduled RB sets and the intra-cell guard bands b.
6.2A	Transmitter power for CA
6.2A.2	UE maximum output power reduction for CA
6.2A.2.1	UE maximum output power reduction for Intra-band contiguous CA
For intra-band contiguous carrier aggregation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table Table 6.2A.1.1-1 with non-contiguous RB allocation is specified in Table 6.2A.2.1-21 for UE power class 3 CA bandwidth classes B and C. The MPR with non-contiguous RB allocation is specified in Table 6.2A.2.1-31a for power class 2 CA bandwidth classes B and C when the signalling is absent for dualPA-Architecture IE, and for power class 2 CA bandwidth classe C when the signalling is indicated for dualPA-Architecture IE. The MPR with non-contiguous RB allocation is specified in Table 6.2A.2.1-41b for power class 2 CA bandwidth classes B and C with TxD supported.
<< Unchanged part >>
A contiguous allocation that is not an Inner contiguous allocation is an Outer contiguous allocation.
For intra-band contiguous carrier aggregation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table Table 6.2A.1.1-1 with non-contiguous RB allocation is specified in Table 6.2A.2.1-2 for UE power class 3 CA bandwidth classes B and C. The MPR with non-contiguous RB allocation is specified in Table 6.2A.2.1-3 for power class 2 CA bandwidth classes B and C when the signalling is absent for dualPA-Architecture IE, and for power class 2 CA bandwidth classe C when the signalling is indicated for dualPA-Architecture IE. The MPR with non-contiguous RB allocation is specified in Table 6.2A.2.1-4 for power class 2 CA bandwidth classes B and C with TxD supported.
6.3A	Output power dynamics for CA
[bookmark: _Toc84405029][bookmark: _Toc84413638][bookmark: _Toc83580520][bookmark: _Toc75467188][bookmark: _Toc61367441][bookmark: _Toc69084178][bookmark: _Toc76718200][bookmark: _Toc68230765][bookmark: _Toc61372824][bookmark: _Toc76509210][bookmark: _Toc84405030][bookmark: _Toc83580521][bookmark: _Toc84413639]6.3A.1	Minimum output power for CA
6.3A.1.1	Minimum output power for intra-band contiguous CA
<< End change >>
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