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< start of change 1>
6.2	Minimum requirement
<Editor’s note: Detailed structure of the subclause is TBD. Subclause for SA and EN-DC bands can be added>
[bookmark: _Hlk111017196]FR1 TRMS minimum performance requirements for NR handheld UEs operating on SA mode in free space and the primary mechanical mode for 70% DL throughput are defined in Table 6.2-1.
Table 6.2-1: FR1 TRMS minimum performance requirements for NR handheld UEs operating on SA mode in free space and the primary mechanical mode
	[bookmark: OLE_LINK3]Channel model
	Defined in Annex C.1

	Operating band
	TRMSaverage, 70 [dBm/30 kHz]

	n41
	-95

	n77
	TBD

	n78
	-97

	n79
	TBD

	[bookmark: OLE_LINK8]Note: These requirements are applicable for 4x4 FR1 MIMO OTA.



< end of change 1>

< start of change 2>
[bookmark: _Toc47103332][bookmark: _Toc97807418][bookmark: _Toc106185641]7.2	Minimum requirement 
<Editor’s note: Detailed structure of the subclause is TBD. >
FR2 MASC minimum performance requirements for power class 3 NR handheld UEs in free space and the primary mechanical mode for averaging of the best 18 sensitivity values for 70% DL throughput are defined in Table 7.2-1.
Table 7.2-1: FR2 MASC minimum performance requirements for NR handheld UEs in free space and the primary mechanical mode
	Channel model
	Defined in Annex D.1

	Operating band
	MASC70 [dBm/Hz]

	n257
	TBD

	n258
	TBD

	n260
	TBD

	n261
	TBD



< end of change 2>

