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Introduction
The last eMeeting’s discussion and WF for UE demodulation and CSI requirements for RedCap [1] are captured in the summary [2] and WF [3].
[bookmark: _Hlk44430428]In this contribution, we present a summary of our current CQI reporting simulation results based on the agreed configurations in [3]. 
CQI reporting simulation results summary
The agreed configurations for CQI reporting performance were revised in the last meeting and are depicted in [3]. 
It is noted that results presented in this section refer to static condition for FR1 only, are initial results and hence subject to change in the coming meetings.
CQI reporting performance under static condition 
[bookmark: _Hlk108618256]Simulation results for alignment are reported in this section for agreed simulation assumptions contained in the WF [3].
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FDD 15kHz FR1
	1Rx UE or 2Rx UE
	Reference
	CQI test
	CBW / SCS
	CQI table 
	Rank
	Antenna configuration
	New / Reuse
	SNR
(dB) 
	CQI metric (%)
	Median
CQI
	MCS
(Median CQI)
	BLER (Median CQI)
	MCS
(Median CQI+1)
	BLER
(Median CQI+1)
	MCS
(Median CQI-1)
	BLER
(Median CQI-1)

	1Rx UE
	Table 6.2.2.1.1.1-1 Test 1/2
	CQI report definition test
	10 / 15
	Table 1
	1
	2 x 1 with static channel (Annex B.1 in TS 38.101-4)
	New
	5 dB
	99.75
	7
	11
	0
	13
	1
	
	

	
	
	
	
	
	
	
	
	6 dB
	100
	8
	13
	0.987
	
	
	11
	0

	
	
	
	
	
	
	
	
	11 dB
	99.0
	10
	18
	0
	20
	1
	
	

	
	
	
	
	
	
	
	
	12 dB
	96.95
	11
	20
	0.055
	22
	1
	
	

	2Rx UE
	Table 6.2.2.1.1.1-1 Test 1/2
	CQI report definition test
	10 / 15
	Table 1
	2
	2 x 2 with static channel (Annex B.1 in TS 38.101-4)
	New
	8 dB
	100
	8
	13
	0
	15
	1
	
	

	
	
	
	
	
	
	
	
	9 dB
	100
	8
	13
	0
	15
	0.048
	
	

	
	
	
	
	
	
	
	
	14 dB
	100
	11
	20
	0.064
	22
	1
	
	

	
	
	
	
	
	
	
	
	15 dB
	99.4
	11
	20
	0.002
	22
	1
	
	



TDD 30kHz FR1
	1Rx UE or 2Rx UE
	Reference
	CQI test
	CBW / SCS
	CQI table 
	Rank
	Antenna configuration
	New / Reuse
	SNR
(dB) 
	CQI metric (%)
	Median
CQI
	MCS
(Median CQI)
	BLER (Median CQI)
	MCS
(Median CQI+1)
	BLER
(Median CQI+1)
	MCS
(Median CQI-1)
	BLER
(Median CQI-1)

	1Rx UE
	Table 6.2.2.2.1.1-1 Test 1/2
	CQI report definition test
	20 / 30
	Table 1
	1
	2 x 1 with static channel (Annex B.1 in TS 38.101-4)
	New
	5 dB
	99.55
	7
	11
	0
	13
	1
	
	

	
	
	
	
	
	
	
	
	6 dB
	99.95
	8
	13
	0.9785
	
	
	11
	0

	
	
	
	
	
	
	
	
	11 dB
	98.95
	10
	18
	0
	20
	1
	
	

	
	
	
	
	
	
	
	
	12 dB
	97.0
	11
	20
	0.443
	
	
	18
	0

	2Rx UE
	Table 6.2.2.2.1.1-1 Test 1/2
	CQI report definition test
	20 / 30
	Table 1
	2
	2 x 2 with static channel (Annex B.1 in TS 38.101-4)
	New
	8 dB
	100
	8
	13
	0.0005
	15
	1
	
	

	
	
	
	
	
	
	
	
	9 dB
	100
	8
	13
	0.0005
	15
	0.056
	
	

	
	
	
	
	
	
	
	
	14 dB
	100
	11
	20
	0.2865
	
	
	18
	0

	
	
	
	
	
	
	
	
	15 dB
	99.4
	11
	20
	0.001
	22
	1
	
	




Conclusion
In this contribution we have provided a summary of our initial CQI reporting simulation results under static condition in FR1 for agreed configurations in the WF [3] for alignment. 
The following proposal is made.
Include CQI reporting results for alignment into the simulation summary.
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