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Table 5.5A.1-1o: Inter-band CA configurations and bandwith combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n79A-n257A
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n79A-n257D
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n79A-n257E
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n79A-n257F
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n79A-n257G
	CA_n257G
CA_n79A-n257A
CA_n79A-n257G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n79A-n257H
	CA_n257G
CA_n257H
CA_n79A-n257A
CA_n79A-n257G
CA_n79A-n257H
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n79A-n257I
	CA_n257G
CA_n257H
CA_n257I
CA_n79A-n257A
CA_n79A-n257G
CA_n79A-n257H
CA_n79A-n257I
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n79A-n257J
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n79A-n257K
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n79A-n257L
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n79A-n257M
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n79C-n257A
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n79C-n257D
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257D
	

	CA_n79C-n257E
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257E
	

	CA_n79C-n257F
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257F
	

	CA_n79A-n258A
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n79A-n258B
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258B
	

	CA_n79A-n258C
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258C
	

	CA_n79A-n258D
	CA_n79A-n258A
CA_n79A-n258D
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258D
	

	CA_n79A-n258E
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258E
	

	CA_n79A-n258F
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258F
	

	CA_n79A-n258G
	CA_n79A-n258A
CA_n79A-n258G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258G
	

	CA_n79A-n258H
	CA_n79A-n258A
CA_n79A-n258G
CA_n79A-n258H
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258H
	

	CA_n79A-n258I
	CA_n79A-n258A
CA_n79A-n258G
CA_n79A-n258H
CA_n79A-n258I
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258I
	

	CA_n79A-n258J
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258J
	

	CA_n79A-n258K
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258K
	

	CA_n79A-n258L
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258L
	

	CA_n79A-n258M
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258M
	

	CA_n79C-n258A
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n79C-n258G
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258G
	

	CA_n79C-n258H
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258H
	

	CA_n79C- n258I
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258I
	

	CA_n79C- n258J
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258J
	

	CA_n79C- n258K
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258K
	

	CA_n79C- n258L
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258L
	

	CA_n79C- n258M
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258M
	



The following notes are applied to the above tables:
NOTE 1:	This UE channel bandwidth is optional in this release of the specification. (From Table 5.3.5-1 of 38.101-1)
NOTE 2:	The CA configurations are given in Table 5.5A.1-1 of either TS 38.101-1 or TS 38.101-2 where unless otherwise stated BCS0 is referred to.
NOTE 3: 	The SCS of each channel bandwidth for NR FR1 and NR FR2 band refers to Table 5.3.5-1 of TS 38.101-1 and TS 38.101-2 respectively.
NOTE 4:	This UE channel bandwidth is optional in this release of the specification. 
NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as a SCell part of DC or CA configuration (In Table 5.3.5-1 in 38.101-1).
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