[bookmark: _Hlk487029736][bookmark: OLE_LINK13][bookmark: OLE_LINK14]3GPP TSG-RAN WG4 Meeting #104-e	R4-2213350
[bookmark: OLE_LINK3][bookmark: OLE_LINK4]Electronic Meeting, August 15 – August 26, 2022

Source: 	Ericsson 
Title:  	LBT impacts on RRM requirements for extending NR operation to 71GHz
Agenda Item:	9.14.6.3	
Document for:	Discussion

Introduction
The WF for extending current NR operation to 71 GHz [1] was approved in RAN#103-e meeting. In this contribution we present some views and proposals on remaining LBT related.
Disucssion

LBT impacts on RRM requirements
In last meeting [1], the issue related to LBT was agreed in the following:
	General
· Consider in the maintenance stage between option 1 and option 2 on how to specify the maximum separation between two consecutive measurements.
· Option 1: The requirement apply provided any two measurement shall not be separated in time by more than the maximum time requirement for the cell to remain known.
· Option 2: the requirement only applies when
· Within the set of measurements any two measurements shall not be separated in time by more than 2 seconds when no DRX is configured, and
· Within the set of measurements any two measurements shall not be separated in time by more than max(1 DRX occasion group duration, 2 seconds) when DRX is configured.



Comparing between Option 1 and Option 2, we prefer Option 1 since similar approach has been adopted in NR-U.
Proposal 1: Support Option1. The requirement applies provided any two measurements shall not be separated in time by more than the maximum time requirement for the cell to remain known.

Conclustion
Proposal 1: Support Option1. The requirement applies provided any two measurements shall not be separated in time by more than the maximum time requirement for the cell to remain known.
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