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Introduction
In RAN4# 103-e a WF on NTN RRM performance requirements was approved [1]. In this contribution we develop topics on performance requirements which were agreed to continue study in intra-frequency and inter-frequency measurement part in the WF.
Discussion

Issue 3-2-2: NTN RRM requirements test
The agreements as follow list all cases on NTN requirements:
	· Define the following TCs corresponding to existing TCs in clause A.6 for NTN RRM requirements
· Cell reselection to intra- and inter-frequency neighbor cell
· Including reselection measurement based on time and location trigger
· Intra- and inter-frequency HO with known cell
· Intra- and inter-frequency CHO
· Including CHO with time or location condition
· UE transmit timing
· RLM and BFR
· Intra-frequency measurement delay
· Including 2 SMTCs per MO with and without collision
· [bookmark: _Hlk110008798]Including 2 satellites per SMTC
· Inter-frequency measurement delay
· Including 2 MGs
· L1-RSRP measurement delay
· RRM measurement accuracy



For intra-frequency measurements and inter-frequency measurements, test configurations associated with 2 SMTCs per MO, 2 satellites (i.e. 2 SSBs) per SMTC, 2 MGs shall be specified.
Proposal 1: Add new contents for definition of 2 SMTCs per MO, 2 satellites (i.e. 2 SSBs) per SMTC, 2 MGs in clause A.3 RRM test configuration. 

Summary

Proposal 1: Add new contents for definition of 2 SMTCs per MO, 2 satellites (i.e. 2 SSBs) per SMTC, 2 MGs in clause A.3 RRM test configuration. 
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