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	Reason for change:
	Extreme testing conditions are normally applicable for (ground) BS testing procedure. However, the definition of extreme testing conditions does not make sense for SAN since these conditions have to be adapted with respect to each system and therefore specific tests will be considered by the manufacturer/SAN vendor with respect to specific operator requirements. Therefore, it is proposed to remove extreme testing conditions defined for SAN Tx power.

	
	

	Summary of change:
	Remove extreme testing conditions defined for SAN Tx power.

	
	

	Consequences if not approved:
	Extreme conditions not applicable for SAN.
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<<<<<<<<<<<<<<<<<<<< First Change Begins >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc104310985][bookmark: _Toc106126686][bookmark: _Toc106176999]6.2.2	Minimum requirement for SAN type 1-H
In normal conditions, Pmax,c,TABC shall remain within +2 dB and -2 dB of the rated carrier output power Prated,c,TABC for each TAB connector as declared by the manufacturer.
[In extreme conditions, Pmax,c,TABC shall remain within +2.5 dB and -2.5 dB of the rated carrier output power Prated,c,TABC for each TAB connector as declared by the manufacturer.]

<<<<<<<<<<<<<<<<<<<< End Change >>>>>>>>>>>>>>>>>>>>

