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Introduction
This document provides the list of expected changes (excluding system parameters) to 38.104 due to introduction of APT 600 MHz NR band.
Discussion
Below are (highlighted in yellow) expected changes (excluding system parameters) to 38.104 due to introduction of APT 600 MHz NR band:

[bookmark: _Toc13080205][bookmark: _Toc29811704][bookmark: _Toc36817256][bookmark: _Toc37260172][bookmark: _Toc37267560][bookmark: _Toc44712162][bookmark: _Toc45893475][bookmark: _Toc53178202][bookmark: _Toc53178653][bookmark: _Toc61178879][bookmark: _Toc61179349][bookmark: _Toc67916645][bookmark: _Toc74663243][bookmark: _Toc82621783][bookmark: _Toc90422630][bookmark: _Toc106782823][bookmark: _Toc107311714][bookmark: _Toc107419298][bookmark: _Toc107474925][bookmark: _Toc20997794][bookmark: _Toc29478473][bookmark: _Toc35933071][bookmark: _Toc35935359][bookmark: _Toc37162943][bookmark: _Toc37173271][bookmark: _Toc37173523][bookmark: _Toc44754079][bookmark: _Toc45825507][bookmark: _Toc45825759][bookmark: _Toc45826011][bookmark: _Toc45826263][bookmark: _Toc52466429][bookmark: _Toc66869414][bookmark: _Toc66872232][bookmark: _Toc75173389][bookmark: _Toc76497205][bookmark: _Toc82894006][bookmark: _Toc89684537][bookmark: _Toc98574678]6.6.4.2.1	Basic limits for Wide Area BS (Category A)
For BS operating in Bands n5, n8, n12, n13, n14, n18, n26, n28, n29, n71, n85, APT 600 MHz, basic limits are specified in table 6.6.4.2.1‑1.
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For BS operating in Bands n5, n8, n12, n20, n26, n28, n29, n67, n71, n85, APT 600 MHz, the basic limits are specified in table 6.6.4.2.2.1-1:
[bookmark: _Toc106782836][bookmark: _Toc107311727][bookmark: _Toc107419311][bookmark: _Toc107474938]6.6.5.2.3	Additional spurious emissions requirements
	System type for NR to co-exist with
	Frequency range for co-existence requirement
	Basic limits
	Measurement bandwidth
	Note

	E-UTRA Band 71 or
NR Band n71
	617 – 652 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to BS operating in band n71 or APT 600 MHz

	
	663 – 698 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band n71 or APT 600 MHz, since it is already covered by the requirement in clause 6.6.5.2.2.

	APT 600 MHz
	612 – 652 MHz
	-52 dBm
	1 MHz
	[bookmark: _Hlk108696027]This requirement does not apply to BS operating in band n71 or APT 600 MHz.

	
	663 – 703 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to BS operating in band APT 600 MHz, since it is already covered by the requirement in clause 6.6.5.2.2.



[bookmark: _Toc106782837][bookmark: _Toc107311728][bookmark: _Toc107419312][bookmark: _Toc107474939]6.6.5.2.4	Co-location with other base stations
	Type of co-located BS
	Frequency range for
	Basic limits
	Measurement
	Note

	
	co-location requirement
	WA BS
	MR BS
	LA BS
	bandwidth
	

	APT 600 MHz
	663 – 703 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	



Conclusion
It is proposed to agree on proposed changes in this document, draft CR to 38.104 will be provided in the coming meetings.

