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Introduction

The following Satellite 5G NR (Non-Terrestrial Networks) technical documents have been approved at the 3GPP RAN-Plenary #96 (Budapest, 6th-9th of June 2022) for the Release-17 NTN satellite connectivity using FR1 S-band (n256) and FR1 L-band (n255):
· Technical Specification TS 38.108 (NR; Satellite Node radio transmission and reception);
· Technical Specification TS 38.101-5 (NR; User Equipment (UE) radio transmission and reception; Part 5: Satellite access Radio Frequency (RF) and performance requirements);
· Technical Report TR 38.863 (Non-terrestrial networks (NTN) related RF and co-existence aspects);

The conformance testing in TS 38.181 is currently under work. This contribution therefore provides a Text Proposal for satellite conformance testing. For further information see TS 38.181 and agreed requirements in TS 38.108 as part of NTN Rel-17 WI.

Text Proposal

Conformance testing is an important part of 3GPP work, and is currently under work in TS 38.181. This section is to propose a TP for Satellite Access Node (SAN) with the requirements described in TS 38.108.

>>>>>>>>>>>>>>>>>>>>>>>------- Start Text Proposal --------<<<<<<<<<<<<<<<<<<<<<
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Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
The requirements shall apply outside the Satellite Access Node RF Bandwidth or Radio Bandwidth whatever the type of transmitter considered (e.g. single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification.
[bookmark: _Hlk508123095]For a multi-band connector, the ACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.5.2-1 and table 6.6.3.5.2-2.
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The minimum requirement applies per single-band connector, or per multi-band connector supporting transmission in the operating band.
The minimum requirement for SAN type 1-H is defined in TS 38.108 [x], clause 6.6.3.4.
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To verify that the adjacent channel leakage power ratio requirement shall be met as specified by the minimum requirement.
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[bookmark: _Toc21099956][bookmark: _Toc29809754][bookmark: _Toc36645138][bookmark: _Toc37272192][bookmark: _Toc45884438][bookmark: _Toc53182461][bookmark: _Toc58860202][bookmark: _Toc58862706][bookmark: _Toc61182699][bookmark: _Toc66728012][bookmark: _Toc74961815][bookmark: _Toc75242726][bookmark: _Toc76545072][bookmark: _Toc82595175][bookmark: _Toc89955206][bookmark: _Toc98773631][bookmark: _Toc106201390]6.6.3.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier: B, M and T; see clause 4.9.1.
Satellite Access Node RF Bandwidth positions to be tested for multi-carrier:
-	BRFBW, MRFBW and TRFBW in single-band operation; see clause 4.9.1.
-	BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band operation, see clause 4.9.1.
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For SAN type 1-H where there may be multiple TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.3.1 for SAN type 1-H. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
1)	Connect the single-band connector or multi-band connector under test to measurement equipment as shown in annex D.3.1 for SAN type 1-H. All connectors not under test shall be terminated.
	The measurement device characteristics shall be:
-	Measurement filter bandwidth: defined in clause 6.6.3.5.
- Detection mode: true RMS voltage or true average power.
2)	For a connectors declared to be capable of single carrier operation only (D.16), set the representative connectors under test to transmit according to the applicable test configuration in clause 4.8 using the corresponding test models NR-FR1‑TM 1.1 in clause 4.9.2 at rated carrier output power Prated,c,TABC for SAN type 1-H (D.21).
	For a connector under test declared to be capable of multi-carrier operation set the connector under test to transmit on all carriers configured using the applicable test configuration and corresponding power setting specified in clauses 4.7 and 4.8 using the corresponding test models or set of physical channels in clause 4.9.2. 
3)	Measure ACLR for the frequency offsets both side of channel frequency as specified in table 6.6.3.5.2‑1. In multiple carrier case only offset frequencies below the lowest and above the highest carrier frequency used shall be measured.
4)	For the ACLR requirement applied inside sub-block gap for non-contiguous spectrum operation, or inside Inter RF Bandwidth gap for multi-band operation:
a)	Measure ACLR inside sub-block gap or Inter RF Bandwidth gap as specified in clause 6.6.3.5.2, if applicable.
b)	Measure CACLR inside sub-block gap or Inter RF Bandwidth gap as specified in clause 6.6.3.5.2, if applicable.
5)	Repeat the test with the channel set-up according to NR-FR1-TM 1.2 in clause 4.9.2.
In addition, for multi-band connectors, the following steps shall apply:
6)	For a multi-band connectors and single band tests, repeat the steps above per involved operating band where single band test configurations and test models shall apply with no carrier activated in the other operating band.
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The ACLR requirements in clause 6.6.3.5.2 shall apply as described in clauses 6.6.3.5.3 or 6.6.3.5.4.
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The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below.
The ACLR shall be higher than the value specified in Table 6.6.3.5.2-1/2.
Table 6.6.3.5.2-1: SAN ACLR limit for GEO class
	SAN channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	SAN adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	BWChannel
	NR of same BW (NOTE 2)
	Square (BWConfig) (NOTE 1)
	14

	
	2 x BWChannel
	NR of same BW (NOTE 2)
	Square (BWConfig) (NOTE 1)
	14

	NOTE 1:	BWChannel and BWConfig are the SAN channel bandwidth and transmission bandwidth configuration of the lowest/highest carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).



Table 6.6.3.5.2-2: SAN ACLR limit for LEO class
	SAN channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	SAN adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	BWChannel
	NR of same BW (NOTE 2)
	Square (BWConfig)
(NOTE 1)
	24

	
	2 x BWChannel
	NR of same BW (NOTE 2)
	Square (BWConfig) (NOTE 1)
	24

	NOTE 1:	BWChannel and BWConfig are the SAN channel bandwidth and transmission bandwidth configuration of the lowest/highest carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
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Conformance to the SAN type 1-H ACLR limit can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer
1)	The ratio of the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the assigned channel frequency to the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be greater than or equal to the ACLR limit of the SAN. This shall apply for each TAB connector TX min cell group.
Or
2)	The ratio of the filtered mean power at the TAB connector centred on the assigned channel frequency to the filtered mean power at this TAB connector centred on the adjacent channel frequency shall be greater than or equal to the ACLR limit of the SAN for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group.

>>>>>>>>>>>>>>>>>>>>>>>------- End Text Proposal --------<<<<<<<<<<<<<<<<<<<<<
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Conclusions
TP for TS 38.181, Clause 6.6.3 ACLR.
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