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[bookmark: _Toc66386397][bookmark: _Toc13090907]<START OF THE CHANGE 1>
[bookmark: _Toc21103070][bookmark: _Toc29810919][bookmark: _Toc36636279][bookmark: _Toc37273225][bookmark: _Toc45886315][bookmark: _Toc53183360][bookmark: _Toc58916069][bookmark: _Toc66701216][bookmark: _Toc68697373][bookmark: _Toc74928368][bookmark: _Toc76115467][bookmark: _Toc76544874][bookmark: _Toc82541691][bookmark: _Toc89952338][bookmark: _Toc98767434][bookmark: _Toc106203482]A.1	Fixed Reference Channels for OTA sensitivity, OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity (QPSK, R=1/3)
(unchanged part skipped)
Table A.1-1a: FRC parameters for band n46 and n96 OTA sensitivity, for BS Type 1-H
	Reference channel
	G-FR1-A1-12
	G-FR1-A1-13
	G-FR1-A1-14
	G-FR1-A1-15
	G-FR1-A1-16
	G-FR1-A1-17
	G-FR1-A1-18
	G-FR1-A1-19

	Channel bandwidth (MHz)
	10
	10
	20
	20
	40
	40
	60
	80

	Subcarrier spacing (kHz)
	15
	30
	15
	30
	15
	30
	30
	30

	Allocated resource blocks
	5
	4
	10
	10
	21
	21
	32
	43

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	432
	352
	888
	888
	1864
	1864
	2792
	3752

	Transport block CRC (bits)
	16
	16
	16
	16
	16
	16
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	1
	1
	1
	1
	1

	Code block size including CRC (bits) (Note 3)
	448
	368
	904
	904
	1880
	1880
	2808
	3768

	Total number of bits per slot
	1440
	1152
	2880
	2880
	6048
	6048
	9216
	12384

	Total symbols per slot
	720
	576
	1440
	1440
	3024
	3024
	4608
	6192

	

NOTE 1:	UL-DMRS-config-type = 1 with UL-DMRS-max-len = 1, UL-DMRS-add-pos = 1 with = 2, = 11 as per table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	MCS index 4 and target coding rate = 308/1024 are adopted to calculate payload size for receiver sensitivity and in-channel selectivity

NOTE 3:	Code block size including CRC (bits) equals to  in sub-clause 5.2.2 of TS 38.212 [1519].
NOTE 4:	For reference channel A1-12, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+10, N+20, N+30, N+40 where N={0,1,2,3,4,…,9}.  
NOTE 5:	For reference channel A1-13, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5, N+10, N+15 where N={0,1,2,3,4}.
NOTE 7:	For reference channel A1-14, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index  N, N+10,N+20,..N+90 where N={0,1,2,3,...,9}.
NOTE 8:	For reference channel A1-15, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5,N+10,..,N+45 where N={0,1,2,3,4}.
NOTE 10:	For reference channel A1-16, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index  N, N+10,N+20,...,N+200 where N={0,1,2,3,4,...,9}.
NOTE 11:	For reference channel A1-17, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5, N+10, ..., N+100 where N={0,1,2,3,4}.
NOTE 12:	For reference channel A1-18, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5,N+10,...,N+155 where N={0,1,2,3,4}.
NOTE 13:	For reference channel A1-19, the allocated RB’s are uniformly spaced over the channel bandwidth at RB index N, N+5,N+10,...,N+210 where N={0,1,2,3,4}.



(unchanged part skipped)
<END OF THE CHANGE 1>

<START OF THE CHANGE 2>
[bookmark: _Toc21103072][bookmark: _Toc29810921][bookmark: _Toc36636281][bookmark: _Toc37273227][bookmark: _Toc45886317][bookmark: _Toc53183362][bookmark: _Toc58916071][bookmark: _Toc66701218][bookmark: _Toc68697375][bookmark: _Toc74928370][bookmark: _Toc76115469][bookmark: _Toc76544876][bookmark: _Toc82541693][bookmark: _Toc89952340][bookmark: _Toc98767436][bookmark: _Toc106203484]A.3	Fixed Reference Channels for performance requirements (QPSK, R=193/1024)
(unchanged part skipped)
Table A.3-13: FRC parameters for FR2 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR2-A3-25
	G-FR2-A3-26

	Subcarrier spacing (kHz)
	60
	120

	Allocated resource blocks
	2
	2

	CP-OFDM Symbols per slot (Note 1)
	8
	8

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	193/1024
	193/1024

	Payload size (bits)
	72
	72

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	0
	0

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	88
	88

	Total number of bits per slot
	384
	384

	Total symbols per slot
	192
	192

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1 with l0= 2 and l = 10 as per Table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].



(unchanged part skipped)
<END OF THE CHANGE 2>

<START OF THE CHANGE 3>
[bookmark: _Toc21103073][bookmark: _Toc29810922][bookmark: _Toc36636282][bookmark: _Toc37273228][bookmark: _Toc45886318][bookmark: _Toc53183363][bookmark: _Toc58916074][bookmark: _Toc66701221][bookmark: _Toc68697378][bookmark: _Toc74928373][bookmark: _Toc76115472][bookmark: _Toc76544879][bookmark: _Toc82541696][bookmark: _Toc89952343][bookmark: _Toc98767439][bookmark: _Toc106203487]A.4	Fixed Reference Channels for performance requirements (16QAM, R=658/1024)
(unchanged part skipped)
Table A.4-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-8
	G-FR1-A4-9
	G-FR1-A4-10
	G-FR1-A4-11(Note 3)
	G-FR1-A4-12
	G-FR1-A4-13
	G-FR1-A4-14

	Subcarrier spacing (kHz)
	15
	15
	15
	30
	30
	30
	30

	Allocated resource blocks
	25
	52
	106
	24
	51
	106
	273

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	9224
	19464
	38936
	8968
	18960
	38936
	100392

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	24
	24
	24
	24
	24
	24

	Number of code blocks - C
	2
	3
	5
	2
	3
	5
	12

	Code block size including CRC (bits) (Note 2)
	4648
	6520
	7816
	4520
	6352
	7816
	8392

	Total number of bits per slot
	14400
	29952
	61056
	13824
	29376
	61056
	157248

	Total symbols per slot
	3600
	7488
	15264
	3456
	7344
	15264
	39312

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1, l0= 2 and l=11 for PUSCH mapping type A, l0= 0 and l =10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].
NOTE 3:	The calculation of the “Total number of bits per slot” and “Total symbols per slot” fields include the REs taken up by CSI part 1 and CSI part 2, if present.



(unchanged part skipped)
Table A.4-2B: FRC parameters for FR1 UL timing adjustment, PUSCH with transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-31A
	G-FR1-A4-31
	G-FR1-A4-32A
	G-FR1-A4-32

	Subcarrier spacing [kHz]
	15
	15
	30
	30

	Allocated resource blocks
	12
	25
	12
	50

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11
	11
	11

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024
	658/1024
	658/1024

	Payload size (bits)
	4032
	8456
	4032
	16896

	Transport block CRC (bits)
	24
	24
	24
	24

	Code block CRC size (bits)
	-
	24
	-
	24

	Number of code blocks - C
	1
	2
	1
	3

	Code block size including CRC (bits) (Note 2)
	4056
	4264
	4056
	5664

	Total number of bits per slot
	6336
	13200
	6336
	26400

	Total data bearing resource elements per slot
	1584
	3300
	1584
	6600

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, and l0 = 2 for PUSCH mapping type A, l0 = 0 for PUSCH mapping type B, as per table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].



[bookmark: _Hlk108798713](unchanged part skipped)
<END OF THE CHANGE 3>

<START OF THE CHANGE 4>
[bookmark: _Toc21103074][bookmark: _Toc29810923][bookmark: _Toc36636283][bookmark: _Toc37273229][bookmark: _Toc45886319][bookmark: _Toc53183364][bookmark: _Toc58916075][bookmark: _Toc66701222][bookmark: _Toc68697379][bookmark: _Toc74928374][bookmark: _Toc76115473][bookmark: _Toc76544880][bookmark: _Toc82541697][bookmark: _Toc89952344][bookmark: _Toc98767440][bookmark: _Toc106203488]A.5	Fixed Reference Channels for performance requirements (64QAM, R=567/1024)
(unchanged part skipped)
Table A.5-5: FRC parameters for FR1interlaced PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (64QAM, R=567/1024)
	Reference channel
	G-FR1-A5-15
	G-FR1-A5-16

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	11
	11

	CP-OFDM Symbols per slot (Note 1)
	12
	12

	Modulation
	64QAM
	64QAM

	Code rate 
	567/1024
	567/1024

	Payload size (bits)
	5248
	5248

	Transport block CRC (bits)
	24
	24

	Code block CRC size (bits)
	24
	24

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	5272
	5272

	Total number of bits per slot (Note 3)
	9504
	9504

	Total symbols per slot (Note 3)
	1584
	1584

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1, l0= 2 and l =11 for PUSCH mapping type A, l0= 0 and l =10 for PUSCH mapping type B as per table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].
NOTE 3:	The calculation of the “Total number of bits per slot” and “Total symbols per slot” fields include the REs taken up by CG-UCI, if present.



(unchanged part skipped)
<END OF THE CHANGE 4>

<START OF THE CHANGE 5>
[bookmark: _Toc58916078][bookmark: _Toc66701225][bookmark: _Toc68697382][bookmark: _Toc74928377][bookmark: _Toc76115476][bookmark: _Toc76544883][bookmark: _Toc82541700][bookmark: _Toc89952347][bookmark: _Toc98767443][bookmark: _Toc106203491][bookmark: _Toc37260495][bookmark: _Toc37267883][bookmark: _Toc44712490][bookmark: _Toc45893802]A.8	Fixed Reference Channels for performance requirements (QPSK, R=157/1024)
The parameters for the reference measurement channels are specified in table A.8-1 and A.8-2 for FR1 PUSCH performance requirements for 2-step RA type with Additional DM-RS position equals to pos2 and pos1 respectively.
Table A.8-1: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR1-A8-1
	G-FR1-A8-2

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	2
	2

	CP-OFDM Symbols per slot (Note 1)
	11
	11

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	157/1024
	157/1024

	Payload size (bits)
	80
	80

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	0
	0

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	96
	96

	Total number of bits per slot
	528
	528

	Total symbols per slot
	264
	264

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2 with l0= 2 as per Table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].



Table A.8-2: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layer (QPSK, R=193/1024)
	Reference channel
	G-FR1-A8-3
	G-FR1-A8-4

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	2
	2

	CP-OFDM Symbols per slot (Note 1)
	12
	12

	Modulation
	QPSK
	QPSK

	Code rate (Note 2)
	157/1024
	157/1024

	Payload size (bits)
	88
	88

	Transport block CRC (bits)
	16
	16

	Code block CRC size (bits)
	0
	0

	Number of code blocks - C
	1
	1

	Code block size including CRC (bits) (Note 2)
	104
	104

	Total number of bits per slot
	576
	576

	Total symbols per slot
	288
	288

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos1 with l0= 2 as per Table 6.4.1.1.3-3 of TS 38.211 [520].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [1519].



<END OF THE CHANGE 5>

<START OF THE CHANGE 6>
[bookmark: _Toc45886204][bookmark: _Toc53183283][bookmark: _Toc58915953][bookmark: _Toc66701100][bookmark: _Toc68697257][bookmark: _Toc74928194][bookmark: _Toc76115293][bookmark: _Toc76544700][bookmark: _Toc82541517][bookmark: _Toc89952164][bookmark: _Toc98767260][bookmark: _Toc106203308]8.2.5.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on one polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A, and according to additional test parameters listed in table 8.2.5.4.2-1.
Table 8.2.5.4.2-1 Test parameters for testing UL timing adjustment
	Parameter
	Value

	Transform precoding
	Disabled

	Uplink-downlink allocation for TDD
	15 kHz SCS:
3D1S1U, S=10D:2G:2U
30 kHz SCS:
7D1S2U, S=6D:4G:4U

	HARQ
	Maximum number of HARQ transmissions
	4

	
	RV sequence
	0, 2, 3, 1

	DM-RS
	DM-RS configuration type
	1

	
	DM-RS duration
	single-symbol DM-RS

	
	Additional DM-RS position
	pos2

	
	Number of DM-RS CDM group(s) without data
	2

	
	Ratio of PUSCH EPRE to DM-RS EPRE
	-3 dB

	
	DM-RS port
	{0}

	
	DM-RS sequence generation
	NID0=0, nSCID =0 for moving UE
NID0=1, nSCID =1 for stationary UE

	Time domain
	PUSCH mapping type
	A,B

	resource assignment
	Allocation length
	14 

	Frequency domain resource assignment
	RB assignment
	5 MHz CBW/15kHz: 12 RB for each UE
10MHz CBW/15kHz SCS: 25 RB for each UE
10MHz CBW/30kHz: 12 RB for each UE 
40MHz CBW/30kHz SCS: 50 RB for each UE

	
	Starting PRB index
	Moving UE: 0 
Stationary UE: 12 for 5MHz CBW/15kHz SCS, 25 for 10 MHz CBW/15kHz SCS, 12 for 10MHz CBW/30kHz SCS and 50 for 40 MHz CBW/30kHz SCS

	
	Frequency hopping
	Disabled

	SRS resource allocation
	Slots in which sounding RS is transmitted (Note 1)
	For FDD: slot #1 in radio frames
For TDD:
-	last symbol in slot #3 in radio frames for 15KHz
-	last symbol in slot #7 in radio frames for 30KHz

	
	SRS resource allocation
	15 kHz SCS:
-	CSRS =5, BSRS =0, for 20 RB
-	CSRS = 11, BSRS =0, for 40 RB
30 kHz SCS: 
-	CSRS =5, BSRS =0, for 20 RB
-	CSRS = 21, BSRS =0, for 80 RB

	NOTE 1.	The transmission of SRS is optional. And tThe transmission comb and SRS periodic areis configured as KTC = 2, and. The SRS periodic is configured as TSRS = 10 for 15kHz SCS and 20 for 30kHz SCS respectively.



	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex J. Unless stated otherwise, the MIMO correlation matrices for the gNB are defined in annex J for low correlation.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in clause 8.2.5.5 for high speed train and clause 8.2.5.6 for normal mode and that the SNR at the BS receiver is not impacted by the noise floor.
	The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in table 8.2.5.4.2-2.
Table 8.2.5.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	1-O (NOTE 2)
	15
	5
	-86.5dBm  - ΔOTAREFSENS dBm / 4.5MHz

	
	
	10
	-83.3 - ΔOTAREFSENS dBm / 9.36 MHz

	
	30
	10
	-83.6 dBm  - ΔOTAREFSENS dBm / 8.64MHz

	
	
	40
	-77.2 - ΔOTAREFSENS dBm / 38.16 MHz

	NOTE 1:	ΔOTAREFSENS as declared in D.53 in table 4.6-1 and clause 7.1.
NOTE 2:	The AWGN power level contains an AWGN offset of 16dB by default. If needed for test purposes, the AWGN level can be reduced from the default by any value in the range 0dB to 16dB. Changing the AWGN level does not impact the validity of the test, as it reduces the effective base band SNR level.



8)	For reference channels applicable to the BS, measure the throughput.
<END OF THE CHANGE 6>
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