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<start of the change >
[bookmark: _Toc45868993][bookmark: _Toc52553552][bookmark: _Toc66804554][bookmark: _Toc44584700][bookmark: _Toc74821128][bookmark: _Toc36025830][bookmark: _Toc105764876][bookmark: _Toc61126042][bookmark: _Toc89850789][bookmark: _Toc76502992][bookmark: _Toc61111799][bookmark: _Toc61125881][bookmark: _Toc83038665][bookmark: _Toc98664874]4.6.1A	CA Channel spacing
In E-UTRA for contiguously aggregated carriers the channel spacing between adjacent component carriers shall be multiple of 300 kHz.
The nominal channel spacing between two adjacent aggregated E-UTRA carriers is defined as follows:

	
where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA component carriers according to Table 5.6-1 with values in MHz. The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of 300 kHz less than the nominal channel spacing to optimize performance in a particular deployment scenario.
In NR for intra-band contiguously aggregated carriers, the channel spacing between adjacent component carriers shall be multiple of least common multiple of channel raster and sub-carrier spacing. 
The nominal channel spacing between two adjacent aggregated NR carriers is defined as follows:
For NR operating bands with 100 kHz channel raster: 

	
For NR operating bands with 15 kHz channel raster:

	
with

	
where BWChannel(1) and BWChannel(2) are the BS channel bandwidths of the two respective NR component carriers according to Table 5.3.3-1 and 5.3.3-2 in TS 38.104 [17] with values in MHz, μ0 the largest μ value among the subcarrier spacing configurations supported in the operating band for both of the channel bandwidths according to Table 5.3.5-1 and Table 5.3.5-2 in TS 38.104 [17] and GBChannel(i) the minimum guard band for channel bandwidth i according to Table 5.3.3-1 and Table 5.3.3-2 in TS 38.104 [17] for the said μ value, with μ as defined in TS 38.211. In case there is no common μ value for both of the channel bandwidths, μ0=1 is selected for NR operating bands with 15 kHz channel raster and GBChannel(i) is the minimum guard band for channel bandwidth i according to Table 5.3.3-1 in TS38.104 [17]  for μ=1 with μ as defined in TS 38.211.
In NR the channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of least common multiple of channel raster and sub-carrier spacing less than the nominal channel spacing to optimize performance in a particular deployment scenario.

<unchanged part omitted>
<end of the change >
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