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1 Topic #1: Work plan for Rel-18 Support of intra-band non-collocated EN-DC/NR-CA deployment
1.1 Sub-topic 1-1: Work Plan on Rel-18 Support of intra-band non-collocated EN-DC/NR-CA deployment
Agreement:
· Agree with work plan R4-2211795 proposed by rapporteur.
2 Topic #2:  "NR-CA Type-2 UE" for 2 layer MIMO case
2.1 Sub-topic 2-1: Objectives of WID
< Issue 2-1-1 (a): Update objectives of WID>
Agreement
· Revise the current wording “Intra-band non-collocated EN-DC” of the WID as follows in next RAN plenary.

· Inter-band non-collocated EN-DC

· inter-band EN-DC with overlapping

· Intra-band non-collocated NR-CA

<Issue 2-1-1 (b): Prohibit “Simultaneous Rx/Tx”>
Agreement
· Prohibit Simultaneous Rx/Tx behaviour for UE for this study
2.2 Sub-topic 2-2: UE RF architecture baseline
< Issue 2-2-1 (a): UE RF architecture>
Agreement: 
· Total four RF antenna is assumed.
· Reuse UE RF architecture of inter-band non-contiguous DC_42_n77/78 EN-DC Type-2 (i.e. 2 layer/2 Rx Chain per CC, total 4 Rx Chain) as the baseline.
< Issue 2-2-1 (b): Meaning of number of Rx Chain>

Way forward: 
· Clarify meaning of number of Rx Chain in the case of total 4 Rx Chain as follows

· Antenna/RF paths as baseline
· Further clarify in next meeting with consideration on other aspect, such as BB
< Issue 2-2-2: CA bandwidth class>
Agreement:
· 1 CC on each sub-block. This means to be a total of 2 CC, i.e. n78(2A)/n77(2A) for CA as baseline

· 3 CC, i.e. n77(3A)/n78(3A), is not precluded. The work on 3CC should be done after work for 2CC is finalized and it is clear how many non-collocated base stations are assumed.

2.3 Sub-topic 2-3: RF requirements
< Issue 2-3-1: Power Imbalance and in-band blocking>
Agreement:
· 25dB power imbalance, 1dB REFSENS relaxation. RAN4 may revisit if there is technical concern.
2.4 Sub-topic 2-4: Guidelines for RRM requirements
< Issue 2-4-1: Guidelines for RRM requirements on MRTD>
Agreement:
· Agree to consider sync NR-CA scenario.
· No Tx-Rx simultaneous operation is assumed to be supported for sync NR-CA scenario.
· FFS async NR-CA scenario.
· Encourage operators to give their preference of async scenario.
2.5 Sub-topic 2-5: UE Capability
< Issue 2-5-1: Clarify Type-1 and Type-2 UE configurations for non-collocated NR CA>
Agreement:
· Type-1 is default/legacy already specified and Type-2 should be specified for non-collocated NR-CA.
< Issue 2-5-2: Introduce intra-band non-collocated MR-DC/NR-CA behaviour via UE capabilities>
Way forward:
· Introduce new UE capability for intra-band non-collocated NR-CA Type-2 UE

Final decision should be made after the feasibility study of architectures and functionality.
3 Topic #3: ”New Type UE” for 4 layer MIMO case (non-collocated non-contiguous intra-band NR-CA and inter-band EN-DC) and contiguous case

3.1 Sub-topic 3-1: UE RF architecture on new Type UE
< Issue 3-1-1: UE RF architecture and RF requirements on new Type UE for 4 layer MIMO case>
Agreement:
· Focus on NR-CA Type-2 UE (2 Rx Chains per CC, total 4 Rx Chains) in this meeting and begin discussions on UE RF architecture of “New Type UE” from next meeting
