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1. Way Forward
Sub-topic 2-1: Switching period for Tx switching across 3/4 bands
Issue 2-1-1: Set of values for Tx switching period
RAN4 agreements have been captured in the reply LS to RAN1.

Issue 2-1-2: Granularity of Tx switching period
RAN4 agreements have been captured in the reply LS to RAN1.

Issue 2-1-3: Exact value of Tx switching period
· Further discuss the two options in the next meeting:
· Option 1: Reuse the same switching period for each band pair as UE reported in Rel-16/17, i.e., UE does not need to report new or larger switching period per band pair for Rel-18 Tx switching.
· Option 2: Although the set of switching periods is the same as in Rel-16/17, a different value can be reported for each band pair in Rel-18 Tx switching with 3/4 bands configured.

Sub-topic 2-2: Impact from switching of one Tx chain on the other Tx chain
Issue 2-2-1: Impact on the band with the number of Tx chain changed due to switching
RAN4 agreements have been captured in the reply LS to RAN1.

Issue 2-2-2: Impact on the band with the number of Tx chain unchanged due to switching
GTW Agreement:
· As baseline UE assumption, neither of Tx chains is expected to be used for transmission on band C during the switching period.
· RAN4 will further discuss optional advanced features to allow the other Tx chain can be expected to be used for transmission on band C during the switching period as advanced/optional UE assumption. 

Sub-topic 2-3: Possible mechanisms for dynamic Tx carrier switching across the configured bands
Issue 2-3-2: Switching cases for CA option 2
This issue is covered in the switching mechanism discussion in RAN1.

Sub-topic 2-4: PUSCH preparation time
Issue 2-4-1: PUSCH preparation procedure time / scheduling delay
To be discussed in RAN1.

Sub-topic 2-5: Other issues
Issue 2-5-1: Concurrent UL transmission on 2 bands
RAN4 agreements have been captured in the reply LS to RAN1.

Issue 2-5-2: Number of bands supporting 2Tx / UL-MIMO
[bookmark: _GoBack]Issue 2-5-2A: On 2Tx
Covered in RAN1 discussion

Issue 2-5-2B: On UL-MIMO
Covered in RAN1 discussion

Issue 2-5-3: Support of intra-band UL CA
· The following observation is aligned with the current WI scope approved in RAN plenary. Further update on the WI scope is not precluded and is up to RAN plenary decision. 
· Observation: Scope of the WI is limited such way that only one band among 3 or 4 bands that are part of the configured TX switching scheme can have intra-band UL CA configured. 

Issue 2-5-4: RF requirements
· No need to define RF requirements for UL CA with UL simultaneous transmission on 3 and 4 bands in the WI. 
· For the next meeting, encourage analysis/identification of the RAN4 RF requirements needed for this WI.
	
Issue 2-5-5: UE complexity aspect
GTW Agreement:
· The complexity related aspects would be discussed in RAN4 in future meetings.
