

	
[bookmark: _GoBack]3GPP TSG-RAN WG4 Meeting #104-e	R4-2214541
 eLocation, 15th – 26th August 2022	(revision of R4-2213386)
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.108
	CR
	0006
	rev
	1
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction of OTA ACLR absolute basic limit

	
	

	Source to WG:
	Thales

	Source to TSG:
	R4

	
	

	Work item code:
	NR_NTN_solutions-core
	
	Date:
	2022-08-10

	
	
	
	
	

	Category:
	D 
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	There is no ACLR absolute basic limit defined for Conducted requirements, only ACLR limit has been defined. For this reason, OTA requirement has to be aligned with conducted requirement. Moreover, currently there are 2 tables, one for SAN GEO class ACLR limit (table 6.6.3.2-1) and one for SAN LEO class ACLR limit (table 6.6.3.2-2), and the proposed changes are minimal since OTA references are included for both ACLR limit tables.

	
	

	Summary of change:
	Align OTA ACLR requirements with conducted ACLR requirements.

	
	

	Consequences if not approved:
	Incoherency between OTA and conducted ACLR requirements.
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The ACLR limit specified in tables 6.6.3.2-1 for SAN GEO class and 6.6.3.2-2 for SAN LEO classor the ACLR [absolute basic] limits in table 6.6.3.2-2[, whichever is less stringent,]  shall apply.
For a RIB operating in multi-carrier, the ACLR requirements in clause 6.6.3.2 shall apply to SAN channel bandwidths of the outermost carrier for the frequency ranges defined in tables 6.6.3.2-1 and 6.6.3.2-2.
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