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----------------------START OF CHANGE 1----------------------------
8.5B.4	Minimum requirement for L1 indication for Redcap

When the radio link quality on all the RS resources in set  is worse than Qout_LR_Redcap, layer 1 of the UE shall send a beam failure instance indication to the higher layers

The beam failure instance evaluation for the RS resources in set  shall be performed as specified in clause 6 in TS 38.213 [3]. Two successive indications from layer 1 shall be separated by at least TIndication_interval_BFD_Redcap.



When DRX is not used, TIndication_interval_BFD_Redcap is max(2ms, TSSB-RS,M) ) or max(2ms, TCSI-RS,M), where TSSB-RS,M and TCSI-RS,M is the shortest periodicity of all RS resources in set  for the accessed cell, corresponding to either the shortest periodicity of the SSB  in the set  or CSI-RS resource in the set .
When DRX is used, for SSB based link quality measurement,
-	TIndication_interval_BFD_Redcap = Max(1.5 × DRX_cycle_length, 1.5 × TSSB-RS,M), if DRX_cycle_length ≤ 320ms,
-	TIndication_interval_BFD_Redcap = DRX_cycle_length, if DRX_cycle_length > 320ms.
When DRX is used, for CSI-RS based link quality measurement,
-	TIndication_interval_BFD_Redcap = Max(1.5 × DRX_cycle_length, 1.5 × TCSI-RS,M), if DRX_cycle_length ≤ 320ms,
-	TIndication_interval_BFD_Redcap = DRX_cycle_length, if DRX_cycle_length > 320ms.
For HD-FDD UE, the above conditions and requirements TIndication_interval_BFD_Redcap apply given that for each BFD-RS configuration, at least one BFD-RS sample must fall with DL occasion within an indication period.
----------------------END OF CHANGES 1----------------------------


----------------------START OF CHANGE 2----------------------------
9.1A.3.2	SA: Maximum allowed layers for multiple monitoring
If a UE is configured with SA NR operation mode, the UE shall be capable of monitoring at least:
-	Depending on UE capability, 6 NR SSB inter-frequency carriers configured by PCell, and
-	Depending on UE capability, 7 NR SSB inter-frequency carriers including SSB and CSI-RS in total configured by PCell, and
-	Depending on UE capability, 6 E-UTRA TDD inter-RAT carriers configured by PCell, and
-	Depending on UE capability, 6 E-UTRA FDD inter-RAT carriers configured by PCell.
In addition to the requirements defined above, the UE shall be capable of monitoring a total of at least [10] effective carrier frequency layers comprising of any above defined combination of NR, E-UTRA FDD, and E-UTRA TDD layers.
If ssbfrequency, smtc1, smtc2 and ssbSubcarrierSpacing are same in multiple MOs, the multiple MOs are counted as one SSB frequency layer.
----------------------END OF CHANGES 2----------------------------

----------------------START OF CHANGE 3----------------------------
9.3B.5	Inter-frequency measurements
When measurement gaps are provided for inter frequency measurements, the 2Rx RedCap UE physical layer shall be capable of reporting SS-RSRP, SS-RSRQ and SS-SINR measurements to higher layers with measurement accuracy as specified in clauses 10.1.4, 10.1.5, 10.1.9, 10.1.10, 10.1.14 and 10.1.15, respectively,  as shown in table 9.3B.5-1 and 9.3B.5-2. 
Table 9.3B.5-1: Measurement period for inter-frequency measurements with gaps (Frequency FR1) for 2Rx RedCap UE
	Condition NOTE1
	T SSB_measurement_period_inter_RedCap

	No DRX
	Max(200ms, 8  Max(MGRP, SMTC period))  CSSFinter_RedCap

	DRX cycle ≤ 320ms
	Max(200ms, Ceil(8  1.5)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter_RedCap

	DRX cycle > 320ms
	8  DRX cycle  CSSFinter_RedCap

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1



Table 9.3B.5-2: Measurement period for inter-frequency measurements with gaps (Frequency FR2) for 2Rx RedCap UE
	Condition NOTE1
	T SSB_measurement_period_inter_RedCap

	No DRX
	Max(400ms, Mmeas_period_inter_RedCap  Max(MGRP, SMTC period))  CSSFinter_RedCap

	DRX cycle ≤ 320ms
	Max(400ms, (1.5  Mmeas_period_inter_RedCap)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter_RedCap

	DRX cycle > 320ms
	Mmeas_period_inter_RedCap  DRX cycle  CSSFinter_RedCap

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1



When measurement gaps are provided for inter frequency measurements, the 1Rx RedCap UE physical layer shall be capable of reporting SS-RSRP, SS-RSRQ and SS-SINR measurements to higher layers with measurement accuracy as specified in clauses [x.y.z], [x.y.z], [x.y.z], [x.y.z], [x.y.z]and [x.y.z], respectively, as shown in table 9.3B.5-3. 
Table 9.3B.5-3: Measurement period for inter-frequency measurements with gaps (Frequency FR1) for 1Rx RedCap UE
	Condition NOTE1
	T SSB_measurement_period_inter_RedCap

	No DRX
	Max(400ms, Mmeas_period_inter_RedCap8  Max(MGRP, SMTC period))  CSSFinter_RedCap

	DRX cycle ≤ 320ms
	Max(400ms, ceil(1.5  Mmeas_period_inter_RedCap8)  Max(MGRP, SMTC period, DRX cycle))  CSSFinter_RedCap

	DRX cycle > 320ms
	Mmeas_period_inter_RedCap8  DRX cycle  CSSFinter_RedCap

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in clause 3.6.1



----------------------END OF CHANGES 3----------------------------
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