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	Reason for change:
	In FR2 TDD configuration, if the symbols after SSB symbols in same slot is not DL symbol, e.g., 10 DL symbols + 2 Gap symbols + 2 UL symbols as shown in the following figure. UE is required to measure intra-frequency neighbor cell SSB, which has cell phase synchronization as 3us, and the UE Rx-Tx transition time is 7us, thus UE is not able to transmit any signal in the 2 symbols after SSB. 
[image: ]

In the current scheduling restriction, such above case has not been reflected, as below, 

The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols to be measured and 1 data symbol after each consecutive SSB symbols to be measured within SMTC window duration (The signaling deriveSSB_IndexFromCell is always enabled for FR2). If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; otherwise the SMTC periodicity follows smtc1. 

The scheduling restriction shall be revised for the case when the symbol after SSB is not DL symbol, and 2 symbols after SSB would have scheduling restriction. 


	
	

	Summary of change:
	One more scenario is added for scheduling restriction requirement in FR2:
The following scheduling restriction applies due to SS-RSRP or SS-SINR measurement on an FR2 intra-frequency cell
· If the symbol after SSB is not DL symbol, the UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols to be measured and 2 data symbol after each consecutive SSB symbols to be measured within SMTC window duration (The signaling deriveSSB_IndexFromCell is always enabled for FR2). If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
The following scheduling restriction applies to SS-RSRQ measurement on an FR2 intra-frequency cell
· If the symbol after SSB is not DL symbol, the UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, RSSI measurement symbols, and on 1 data symbol before each consecutive SSB to be measured/RSSI symbols and 2 data symbol after each consecutive SSB to be measured/RSSI symbols within SMTC window duration (The signaling deriveSSB_IndexFromCellc is always enabled for FR2). If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.


	
	

	Consequences if not approved:
	The current FR2 scheduling restriction cannot cover the case when the symbol after SSB is not DL symbol.
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Start of Change 1
9.2.5.3.3	Scheduling availability of UE performing measurements on FR2
The following scheduling restriction applies due to SS-RSRP or SS-SINR measurement on an FR2 intra-frequency cell
	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols to be measured and 1 data symbol after each consecutive SSB symbols to be measured within SMTC window duration (The signaling deriveSSB_IndexFromCell is always enabled for FR2) . If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
If the symbol after SSB is not DL symbol, 
the UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols to be measured and,
the UE is not expected to transmit PUCCH/PUSCH/SRS which is overlapped with 2 data symbol length after each consecutive SSB symbols to be measured within SMTC window duration.
The following scheduling restriction applies to SS-RSRQ measurement on an FR2 intra-frequency cell
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, RSSI measurement symbols, and on 1 data symbol before each consecutive SSB to be measured/RSSI symbols and 1 data symbol after each consecutive SSB to be measured/RSSI symbols within SMTC window duration (The signaling deriveSSB_IndexFromCellc is always enabled for FR2). If the high layer signalling of smtc2 is configured in TS 38.331 [2], the SMTC periodicity follows smtc2; Otherwise the SMTC periodicity follows smtc1.
-    If the symbol after SSB is not DL symbol, 
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]the UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/TRS/CSI-RS for CQI on SSB symbols to be measured, RSSI measurement symbols, and on 1 data symbol before each consecutive SSB to be measured/RSSI symbols and,
the UE is not expected to transmit PUCCH/PUSCH/SRS which is overlapped with 2 data symbol length after each consecutive SSB to be measured/RSSI symbols within SMTC window duration. 
End of Change 1
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