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###################### Start of change #1 ###############################
[bookmark: _Toc21102584][bookmark: _Toc29810433][bookmark: _Toc36635785][bookmark: _Toc37272731][bookmark: _Toc45885806][bookmark: _Toc53182915][bookmark: _Toc58915582][bookmark: _Toc58917763][bookmark: _Toc66693632][bookmark: _Toc74915584][bookmark: _Toc76114209][bookmark: _Toc76544095][bookmark: _Toc82536217][bookmark: _Toc89952510][bookmark: _Toc98766326][bookmark: _Toc99702689][bookmark: _Toc106206475]4.6	Manufacturer's declarations
The following BS manufacturer's declarations listed in table 4.6-1, when applicable to the BS under test, are required to be provided by the manufacturer for radiated requirements testing for BS type 1-H, BS type 1-O and BS type 2-O.
For the BS type 1-H declarations required for the conducted requirements testing, refer to TS 38.141-1 [3], clause 4.6.
Table 4.6-1 Manufacturers declarations for BS type 1-H, BS type 1-O and BS type 2-O radiated test requirements
	Declaration identifier
	Declaration
	Description
	Applicability
(Note 1)

	
	
	
	BS type 1-H
(Note 2)
	BS type 1-O
	BS type 2-O

	D.1
	Coordinate system reference point
	Location of coordinated system reference point in reference to an identifiable physical feature of the BS enclosure.
	x
	x
	x

	D.2
	Coordinate system orientation
	Orientation of the coordinate system in reference to an identifiable physical feature of the BS enclosure.
	x
	x
	x

	D.3
	Beam identifier
	A unique title to identify a beam, e.g. a, b, c or 1, 2, 3. The vendor may declare any number of beams with unique identifiers. The minimum set to declare for conformance, corresponds to the beams at the reference beam direction with the highest intended EIRP, and covering the properties listed below:
1)	A beam with the narrowest intended BeWθ and narrowest intended BeWϕ possible when narrowest intended BeWθ is used.
2)	A beam with the narrowest intended BeWϕ and narrowest intended BeWθ possible when narrowest intended BeWϕ is used.
3)	A beam with the widest intended BeWθ and widest intended BeWϕ possible when widest intended BeWθ is used.
4)	A beam with the widest intended BeWϕ and widest intended BeWθ possible when widest intended BeWϕ is used.
5)	A beam which provides the highest intended EIRP of all possible beams.
When selecting the above five beam widths for declaration, all beams that the BS is intended to produce shall be considered, including beams that during operation may be identified by any kind of cell or UE specific reference signals, with the exception of any type of beam that is created from a group of transmitters that are not all phase synchronised.
(Note 3)
	x
	x
	x

	D.4
	Operating bands and frequency ranges
	List of NR operating band(s) supported by the BS and if applicable, frequency range(s) within the operating band(s) that the BS can operate in. 
Supported bands declared for every beam (D.3).

(Note 4)
	c
	x
	x

	D.5
	BS requirements set
	Declaration of one of the NR base station requirement's set as defined for BS type 1-H, BS type 1-O, or BS type 2-O.
	c
	x
	x

	D.6
	BS class
	Declared as Wide Area BS, Medium Range BS, or Local Area BS.
	c
	x
	x

	D.7
	BS channel band width and SCS support
	BS supported SCS and channel bandwidth per supported SCS. Declared for each beam (D.3) and each operating band (D.4).
	c
	x
	x

	D.8
	OTA peak directions set reference beam direction pair
	The beam direction pair, describing the reference beam peak direction and the reference beam centre direction. Declared for every beam (D.3).
	x
	x
	x

	D.9
	OTA peak directions set
	The OTA peak directions set for each beam. Declared for every beam (D.3).
	x
	x
	x

	D.10
	OTA peak directions set maximum steering direction(s)
	The beam direction pair(s) corresponding to the following points:
1)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive Φ direction, while the θ value being the closest possible to the reference beam centre direction.
2)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative Φ direction, while the θ value being the closest possible to the reference beam centre direction.
3)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive θ direction, while the Φ value being the closest possible to the reference beam centre direction.
4)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative θ direction, while the Φ value being the closest possible to the reference beam centre direction.
The maximum steering direction(s) may coincide with the reference beam centre direction.
Declared for every beam (D.3).
	x
	x
	x

	D.11
	Rated beam EIRP
	The rated EIRP level per carrier (Prated,c,EIRP) at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8). Declared for every beam (D.3).
(Note 12, 14, 18)
	x
	x
	x

	D.12
	Beamwidth
	The beamwidth for the reference beam direction pair and the four maximum steering directions. Declared for every beam (D.3).
	x
	x
	x

	D.13
	Equivalent beams
	List of beams which are declared to be equivalent.
Equivalent beams imply that the beams are expected to have identical OTA peak directions sets and intended to have identical spatial properties at all steering directions within the OTA peak directions set when presented with identical signals. All declarations (D.4 – D.12) made for the beams are identical and the transmitter unit, RDN and antenna array responsible for generating the beam are of identical design.
	x
	x
	x

	D.14
	Parallel beams
	List of beams which have been declared equivalent (D.13) and can be generated in parallel using independent RF power resources.
Independent power resources mean that the beams are transmitted from mutually exclusive transmitter units.
	x
	x
	x

	D.15
	Number of carriers at maximum TRP
	The number of carriers per operating band the BS is capable of generating at maximum TRP declared for every beam (D.3).
	n/a
	x
	x

	D.16
	Operating bands with multi-band dependencies
	List of operating bands which are generated using transceiver units supporting operation in multiple operating bands through common active RF components. Declared for each operating band for which multi-band transceiver is used.
	c
	x
	n/a

	D.17
	Maximum radiated Base Station RF Bandwidth
	Maximum Base Station RF Bandwidth in the operating band, declared for each supported operating band (D.4).
(Note 15)
	c
	x
	x

	D.18
	Maximum Radio Bandwidth of the operating band with multi-band dependencies
	Largest Radio Bandwidth that can be supported by the operating bands with multi-band dependencies.
Declared for each supported operating band which has multi-band dependencies (D.16).
	c
	x
	n/a

	D.19
	Total RF bandwidth (BWtot)
	Total RF bandwidth BWtot of transmitter and receiver, declared per the band combinations (D.52). 
	c
	x
	x

	D.20
	CA-only operation
	Declared of CA-only (with equal power spectral density among carriers) but not multiple carriers operation, declared per operating band (D.4) and per beam (D.3).
	c
	x
	x

	D.21
	Maximum number of supported carriers per operating band in multi-band operations 
	Maximum number of supported carriers per supported operating band declared to have multi-band dependencies (D.16).
	c
	x
	n/a

	D.22
	Contiguous or non-contiguous spectrum operation support
	Ability of BS to support contiguous or non-contiguous (or both) frequency distribution of carriers when operating multi-carrier in an operating band.
	c
	x
	x

	D.23
	OSDD identifier
	A unique identifier for the OSDD.
	x
	x
	n/a

	D.24
	OSDD operating band support
	Operating band supported by the OSDD, declared for every OSDD (D.23).
(Note 5)
	x
	x
	n/a

	D.25
	OTA sensitivity supported BS channel bandwidth and SCS
	The BS supported SCS and channel bandwidth per supported SCS by each OSDD.
	x
	x
	n/a

	D.26
	Redirection of receiver target support
	Ability to redirect the receiver target related to the OSDD.
	x
	x
	n/a

	D.27
	Minimum EIS for FR1 (EISminSENS)
	The minimum EISminSENS requirement (i.e. maximum allowable EIS value) applicable to all sensitivity RoAoA per OSDD.
Declared per NR supported channel BW for the OSDD (D.30).
The lowest EIS value for all the declared OSDD's is called minSENS, while its related range of angles of arrival is called minSENS RoAoA.
(Note 6)
	x
	x
	n/a

	D.28
	EIS REFSENS for FR2 (EISREFSENS_50M)
	The EISREFSENS_50M level applicable in the OTA REFSENS RoAoA, (used as a basis for the derivation of the FR2 EISREFSENS for other channel bandwidths supported by BS). (Note 7)
	n/a
	n/a
	x

	D.29
	Receiver target reference direction Sensitivity Range of Angle of Arrival
	The sensitivity RoAoA associated with the receiver target reference direction (D.31) for each OSDD.
	x
	x
	n/a

	D.30
	Receiver target redirection range
	For each OSDD the associated union of all the sensitivity RoAoA achievable through redirecting the receiver target related to the OSDD.
(Note 8)
	x
	x
	n/a

	D.31
	Receiver target reference direction
	For each OSDD an associated direction inside the receiver target redirection range (D.30).
(Note 9)
	x
	x
	n/a

	D.32
	Conformance test directions sensitivity RoAoA
	For each OSDD that includes a receiver target redirection range, four sensitivity RoAoA comprising the conformance test directions (D.33).
	x
	x
	n/a

	D.33
	Conformance test directions
	For each OSDD four conformance test directions.
If the OSDD includes a receiver target redirection range the following four directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the receiver target redirection range, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the receiver target redirection range, while φ value being the closest possible to the receiver target reference direction.
If an OSDD does not include a receiver target redirection range the following 4 directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the sensitivity RoAoA, while θ value being the closest possible to the receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the sensitivity RoAoA, while φ value being the closest possible to the receiver target reference direction.
	x
	x
	n/a

	D.34
	OTA coverage range
	Declared as a single range of directions within which selected TX OTA requirements are intended to be met.
(Note 10)
	x
	x
	x

	D.35
	OTA coverage range reference direction
	The direction describing the reference direction of the OTA converge range (D.34).
(Note 11)
	x
	x
	x

	D.36
	OTA coverage range maximum directions
	The directions corresponding to the following points:
1)	The direction determined by the maximum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
	x
	x
	x

	D.37
	The rated carrier OTA BS power, Prated,c,TRP
	Prated,c,TRP is declared as TRP OTA power per carrier, declared per supported operating band.
(Note 12, 14, 18)
	n/a
	x
	x

	D.38
	Rated transmitter TRP, Prated,t,TRP
	Rated total radiated output power.
Declared per supported operating band.
(Note 12,14, 18)
	n/a
	x
	x

	D.39
	CLTA placement for co-location test
	The manufacturer shall declare the side of EUT where radiating elements are placed closest to the edge of EUT when applicable. The CLTA shall be placed at the EUT side where radiating elements are placed closest.
	n/a
	x
	n/a

	D.40
	Spurious emission category
	Declare the BS spurious emission category as either category A or B with respect to the limits for spurious emissions, as defined in Recommendation ITU-R SM.329 [5].
	c
	x
	x

	D.41
	Additional operating band unwanted emissions
	The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where the additional operating band unwanted emission limits defined in clause 6.7.4 apply.
(Note 16, Note 19)
	c
	x
	x

	D.42
	Co-existence with other systems
	The manufacturer shall declare whether the BS under test is intended to operate in geographic areas where one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA, PHS and/or NR operating in another operating band are deployed.
	c
	x
	x

	D.43
	Co-location with other base stations
	The manufacturer shall declare whether the BS under test is intended to operate co-located with Base Stations of one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA and/or NR operating in another operating band.
	c
	x
	n/a

	D.44
	Single-band RIB or multi-band RIB
	List of single-band RIB and/or multi-band RIB for the supported operating bands (D.4). 
	c
	x
	n/a

	D.45
	Single or multiple carrier
	BS capability to operate with a single carrier (only) or multiple carriers. Declared per supported operating band, per RIB. 
(Note 17)
	c
	x
	x

	D.46
	Maximum number of supported carriers per operating band
	Maximum number of supported carriers. Declared per supported operating band, per RIB.
(Note 15)
	c
	x
	x

	D.47
	Total maximum number of supported carriers
	Maximum number of supported carriers for all supported operating bands. Declared per RIB.
	c
	x
	x

	D.48
	Other band combination multi-band restrictions
	Declare any other limitation under simultaneous operation in the declared band combinations (D.16), which have any impact on the test configuration generation.
	c
	x
	n/a

	D.49
	Ncells
	Number corresponding to the minimum number of cells that can be transmitted by a BS in a particular operating band. Declared per operating band (D.4).
	c
	n/a
	n/a

	D.50
	Maximum supported power difference between carriers
	Maximum supported power difference between carriers in each supported operating band. Declared per operating band (D.4).
	c
	x
	x

	D.51
	Maximum supported power difference between carriers is different operating bands
	Maximum supported power difference between any two carriers in any two different supported operating bands. Declared per operating bands combination (D.52).
	c
	x
	n/a

	D.52
	Operating band combination support
	List of operating bands combinations supported by single-band RIB(s) and/or multi-band RIB(s) of the BS. 
	c
	x
	n/a

	D.53
	OTA REFSENS RoAoA
	Range of angles of arrival associated with the OTA REFSENS. 
	n/a
	x
	x

	D.54
	OTA REFSENS receiver target reference direction
	Reference direction inside the OTA REFSENS RoAoA (D.53).
	n/a
	x
	x

	D.55
	OTA REFSENS conformance test directions
	The following four OTA REFSENS conformance test directions shall be declared:
1)	The direction determined by the maximum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA REFSENS RoAoA, while θ value being the closest possible to the OTA REFSENS receiver target reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA REFSENS RoAoA, while φ value being the closest possible to the OTA REFSENS receiver target reference direction.
	n/a
	x
	x

	D.56
	Supported frequency range of the NR operating band
	List of supported frequency ranges representing fractional bandwidths (FBW) of operating bands with FBW larger than 6%.
	x
	x
	x

	D.57
	Rated beam EIRP at lower end of the fractional bandwidth (Prated,c,FBWlow)
	The rated EIRP level per carrier at lower frequency range of the fractional bandwidth (Prated,c,FBWlow), at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8).
Declared per beam for all supported frequency ranges (D.56).
(Note 12, 13, 14, 15, 18)
	x
	x
	x

	D.58
	Rated beam EIRP at higher frequency range of the fractional bandwidth (Prated,c,FBWhigh)
	The rated EIRP level per carrier at higher frequency range of the fractional bandwidth (Prated,c,FBWhigh), at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8).
Declared per beam for all supported frequency ranges in (D.56).
(Note 12, 13, 14 ,15, 18)
	x
	x
	x

	D.59
	Relation between supported maximum RF bandwidth, number of carriers and Rated maximum TRP 
	If the rated transmitter TRP and total number of supported carriers are not simultaneously supported, the manufacturer shall declare the following additional parameters:
-	The reduced number of supported carriers at the rated transmitter TRP;
-	The reduced total output power at the maximum number of supported carriers.
	n/a
	x
	x

	D.60
	Inter-band CA 
	Declaration of operating band(s) combinations supporting inter‑band CA. Declared per operating band combination (D.52). 
	c
	x
	x

	D.61
	Intra-band contiguous CA 
	Declaration of operating band(s) supporting intra-band contiguous CA. Declared per operating band with CA support.
	c
	x
	x

	D.62
	Intra-band non-contiguous CA 
	Declaration of operating band(s) supporting intra-band non‑contiguous CA. Declared per operating band with CA support. 
	c
	x
	x

	D.63
	Total maximum number of supported carriers in multi-band operation
	Maximum number of supported carriers for all supported operating bands declared to have multi-band dependencies (D.16). 
	c
	x
	n/a

	D.100
	PUSCH mapping type

	Declaration of the supported PUSCH mapping type for FR1 as specified in TS 38.211 [20], i.e., type A, type B or both.
	c
	x
	n/a

	D.101
	PUSCH additional DM-RS positions
	Declaration of the supported additional DM-RS position(s) for FR2, i.e., pos0, pos1, or both.
	n/a
	n/a
	x

	D.102
	PUCCH format
	Declaration of the supported PUCCH format(s) as specified in TS 38.211 [20], i.e., format 0, format 1, format 2, format 3, format 4.
	c
	x
	x

	D.103
	PRACH format and SCS
	Declaration of the supported PRACH format(s) as specified in TS 38.211 [20], i.e., format: 0, A1, A2, A3, B4, C0, C2.
Declaration of the supported SCS(s) per supported PRACH format with short sequence, as specified in TS 38.211 [20], i.e.: 
- For BS type 1-O: 15 kHz, 30 kHz or both.
- For BS type 2-O: 60 kHz, 120 kHz or both.
	c
	x
	x

	D.104
	Additional DM-RS for PUCCH format 3
	Declaration of the supported additional DM-RS for PUCCH format 3: without additional DM-RS, with additional DM-RS or both.
	c
	x
	x

	D.105
	Additional DM-RS for PUCCH format 4
	Declaration of the supported additional DM-RS for PUCCH format 4: without additional DM-RS, with additional DM-RS or both.
	c
	x
	x

	D.106
	PUSCH PT-RS 
	Declaration of PT-RS in PUSCH support: without PT-RS, with PT-RS or both.
	n/a
	n/a
	x

	D.107
	PUCCH multi-slot 
	Declaration of multi-slot PUCCH support.
	c
	x
	n/a

	D.108
	UL CA
	For the highest supported SCS, declaration of the carrier combination with the largest aggregated bandwidth. If there is more than one combination, the carrier combination with the largest number of carriers shall be declared.
	c
	x
	x

	D.109
	High speed train
	Declaration of high speed train scenario support, i.e. HST support or no HST support
	c
	x
	n/a

	D.110
	Maximum speed of high speed train for PUSCH
	Declaration of supported maximum speed for high speed train scenario, i.e. 350 km/h or 500 km/h. 
This declaration is applicable to PUSCH for high speed train and UL timing adjustment only if BS declares to support high speed train in D.109.
	c
	x
	n/a

	D.111
	PRACH format for high speed train
	Declaration of supported PRACH format(s) for high speed train scenario, i.e. format 0 restricted set type A, format 0 restricted set type B, format A2, format B4, format C2.
This declaration is applicable to PRACH for high speed train only if BS declares to support high speed train in D.109.
	c
	x
	n/a

	D.112
	Interlaced formats
	Declaration of support of interlaced PUSCH and PUCCH formats, i.e. interlaced format support or no interlaced format support. 
	c
	x
	n/a

	D.113
	PRACH format with LRA = 1151 for 15 kHz SCS and LRA = 571 for 30 kHz SCS
	Declaration of the supported PRACH format(s) as specified in TS 38.211 [17], i.e., format: A2, B4, C2.
 
Declaration of the supported SCS(s) per supported PRACH format as specified in TS 38.211 [17], i.e., 15 kHz, 30 kHz or both.
	c
	x
	n/a

	D.114
	CG-UCI
	Declaration of support of GC-UCI multiplexed on PUSCH as specified in TS 38.211 [17]. 
	c
	x
	n/a

	D.115
	2-step RA
	Declaration of support of 2-step RA type. 
	c
	x
	x

	D.116
	PUSCH 256QAM
	Declaration of PUSCH 256QAM support
	c
	x
	n/a

	D.117
	Additional DM-RS for FR2 high speed train
	Declaration of supported additional DM-RS position(s) for FR2 high speed train scenario for PUSCH and UL timing adjustment, i.e., pos0, pos1, pos2, or any combination
	n/a
	n/a
	x

	D.xx1
	PUSCH TB over Multi-slots
	BS support TBoMS over physical consecutive UL slots
	c
	x
	x

	D.xx2
	PUSCH TB over Multi-slots
	BS support TBoMS over physical non-consecutive UL slots
	c
	x
	x

	D.yy1
	Supported SCS for TDD PUSCH DM-RS bundling and PUCCH DM-RS bundling
	Declaration of supported SCS for TDD PUSCH DM-RS bundling and and PUCCH DM-RS bundling and, i.e. {15kHz, 30kHz, 60kHz 120kHz}
	c
	x
	x

	D.yy2
	Supported FDD PUSCH DM-RS bundling and and PUCCH DM-RS bundling and
	Declaration of supporting FDD PUSCH DM-RS bundling and PUCCH DM-RS bundling
	c
	x
	x

	NOTE 1:	Manufacturer declarations applicable per BS requirement set were marked as "x". Manufacturer declarations not applicable per BS requirement set were marked as "n/a".
NOTE 2:	For BS type 1-H, the only radiated declarations are related to EIRP and EIS requirements. For BS type 1-H declarations required for the conducted requirements testing, refer to TS 38.141-1 [3]. For declarations marked as 'c', related conducted declarations in TS 38.141-1 [3] apply. When separately declared, they shall still use the same declaration identifier.
NOTE 3:	Depending on the capability of the system some of these beams may be the same. For those same beams, testing is not repeated.
NOTE 4:	These operating bands are related to their respective single‑band RIBs.
NOTE 5:	As each identified OSDD has a declared minimum EIS value (D.27), multiple operating band can only be declared if they have the same minimum EIS declaration.
NOTE 6:	If the BS type 1-H or BS type 1-O is not capable of redirecting the receiver target related to the OSDD then there is only one RoAoA applicable to the OSDD.
NOTE 7:	Although EISREFSENS_50M level is based on a reference measurement channel with BWChannel = 50 MHz, it does not imply that BS has to support 50 MHz channel bandwidth.
NOTE 8:	Not applicable for BS type 2-O.
NOTE 9:	For an OSDD without receiver target redirection range, this is a direction inside the sensitivity RoAoA.
NOTE 10:	OTA coverage range is used for conformance testing of such TX OTA requirements as occupied bandwidth, frequency error, TAE or EVM.
NOTE 11:	The OTA coverage reference direction may be the same as the Reference beam direction pair (D.8) but does not have to be.
NOTE 12:	If a BS type 2-O is capable of 64QAM DL operation but not capable of 256QAM DL operation, then up to two rated output power declarations may be made. One declaration is applicable when configured for 64QAM transmissions and the other declaration is applicable when not configured for 64QAM transmissions.
NOTE 13:	If D.57 and D.58 are declared for certain frequency range (D.56), there shall be no "Rated beam EIRP" declaration (D.11) for the operating band containing that particular frequency range.
NOTE 14:	If a BS type 1-H or BS type 1-O is capable of 256QAM DL operation then two rated output power declarations may be made. One declaration is applicable when configured for 256QAM transmissions and the other declaration is applicable when not configured for 256QAM transmissions.
NOTE 15:	Parameters for contiguous or non-contiguous spectrum operation in the operating band are assumed to be the same unless they are separately declared.
NOTE 16:	If BS is declared to support Band n20 (D.4), the manufacturer shall declare if the BS may operate in geographical areas allocated to broadcasting (DTT). Additionally, related declarations of the emission levels and maximum output power shall be declared. 
NOTE 17:	In case of BS type 1-H, this declaration applies per TAB connector. 
NOTE 18:	If a BS type 2-O is capable of 256QAM DL operation, then up to three rated output power declarations may be made. One declaration is applicable when configured for 256QAM transmissions, a different declaration is applicable when configured for 64QAM transmissions and the other declaration is applicable when not configured neither for 256QAM nor 64QAM transmissions.
NOTE 19:	If BS is declared to support Band n24 (D.4), the manufacturer shall declare if the BS may operate in geographical areas where FCC regulations apply. Additionally, related declarations of the emission levels and maximum output power shall be declared.



###################### End of change #1 ###############################


###################### Start of change #2 ###############################
[bookmark: _Toc21102916][bookmark: _Toc29810765][bookmark: _Toc36636117][bookmark: _Toc37273063][bookmark: _Toc45886143][bookmark: _Toc53183219][bookmark: _Toc58915886][bookmark: _Toc58918067][bookmark: _Toc66693936][bookmark: _Toc74915888][bookmark: _Toc76114513][bookmark: _Toc76544399][bookmark: _Toc82536521][bookmark: _Toc89952814][bookmark: _Toc98766630][bookmark: _Toc99702993][bookmark: _Toc106206779]8.1.2	Applicability rule
[bookmark: _Toc21102917][bookmark: _Toc29810766][bookmark: _Toc36636118][bookmark: _Toc37273064][bookmark: _Toc45886144][bookmark: _Toc53183220][bookmark: _Toc58915887][bookmark: _Toc58918068][bookmark: _Toc66693937][bookmark: _Toc74915889][bookmark: _Toc76114514][bookmark: _Toc76544400][bookmark: _Toc82536522][bookmark: _Toc89952815][bookmark: _Toc98766631][bookmark: _Toc99702994][bookmark: _Toc106206780]8.1.2.0	General
Unless otherwise stated, for a BS declared to support more than 2 demodulation branches (for BS type 1-O and BS type 2-O), the performance requirement tests for 2 demodulation branches shall apply, and the mapping between connectors and demodulation branches is up to BS implementation.
The tests requiring more than [20] dB SNR level are set to N/A in the test requirements.
[bookmark: _Toc21102918][bookmark: _Toc29810767][bookmark: _Toc36636119][bookmark: _Toc37273065][bookmark: _Toc45886145][bookmark: _Toc53183221][bookmark: _Toc58915888][bookmark: _Toc58918069][bookmark: _Toc66693938][bookmark: _Toc74915890][bookmark: _Toc76114515][bookmark: _Toc76544401][bookmark: _Toc82536523][bookmark: _Toc89952816][bookmark: _Toc98766632][bookmark: _Toc99702995][bookmark: _Toc106206781]8.1.2.1	Applicability of PUSCH performance requirements
[bookmark: _Toc21102919][bookmark: _Toc29810768][bookmark: _Toc36636120][bookmark: _Toc37273066][bookmark: _Toc45886146][bookmark: _Toc53183222][bookmark: _Toc58915889][bookmark: _Toc58918070][bookmark: _Toc66693939][bookmark: _Toc74915891][bookmark: _Toc76114516][bookmark: _Toc76544402][bookmark: _Toc82536524][bookmark: _Toc89952817][bookmark: _Toc98766633][bookmark: _Toc99702996][bookmark: _Toc106206782]8.1.2.1.1	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUSCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1). 
Unless otherwise stated, PUSCH requirement tests with 30% of maximum throughput shall apply only for the lowest subcarrier spacing declared to be supported (see D.7 in table 4.6-1) for each frequency range.
[bookmark: _Toc21102920][bookmark: _Toc29810769][bookmark: _Toc36636121][bookmark: _Toc37273067][bookmark: _Toc45886147][bookmark: _Toc53183223][bookmark: _Toc58915890][bookmark: _Toc58918071][bookmark: _Toc66693940][bookmark: _Toc74915892][bookmark: _Toc76114517][bookmark: _Toc76544403][bookmark: _Toc82536525][bookmark: _Toc89952818][bookmark: _Toc98766634][bookmark: _Toc99702997][bookmark: _Toc106206783]8.1.2.1.2	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported, the test requirements for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centered in this widest supported channel bandwidth.
[bookmark: _Toc21102921][bookmark: _Toc29810770][bookmark: _Toc36636122][bookmark: _Toc37273068][bookmark: _Toc45886148][bookmark: _Toc53183224][bookmark: _Toc58915891][bookmark: _Toc58918072][bookmark: _Toc66693941][bookmark: _Toc74915893][bookmark: _Toc76114518][bookmark: _Toc76544404][bookmark: _Toc82536526][bookmark: _Toc89952819][bookmark: _Toc98766635][bookmark: _Toc99702998][bookmark: _Toc106206784]8.1.2.1.3	Applicability of requirements for different configurations
Unless otherwise stated, for BS type 1-O, PUSCH requirement tests shall apply only for the mapping type declared to be supported (see D.100 in table 4.6-1). If both mapping type A and type B are declared to be supported, the tests shall be done for either type A or type B; the same chosen mapping type shall then be used for all tests.
Unless otherwise stated, for BS type 2-O, PUSCH requirement tests shall apply only for the additional DM-RS position declared to be supported (see D.101 in table 4.6-1). If both options (i.e., pos0 and pos1) are declared to be supported, the tests shall be done for pos1.
[bookmark: _Toc21102922]Unless otherwise stated, for BS type 2-O, PUSCH requirement tests with transform precoding disabled shall apply for the PT-RS option declared to be supported (see D.106 in table 4.6-1). If both PT-RS options (without and with PT-RS) are declared to be supported, the tests shall be done for either without or with PT-RS only; the same chosen option shall then be used for all tests.
Unless otherwise stated, for BS type 2-O, PUSCH requirement tests with transform precoding enabled shall be done for without PT-RS. 
[bookmark: _Toc53183225][bookmark: _Toc58915892][bookmark: _Toc58918073][bookmark: _Toc66693942][bookmark: _Toc74915894][bookmark: _Toc76114519][bookmark: _Toc76544405][bookmark: _Toc82536527][bookmark: _Toc89952820][bookmark: _Toc98766636][bookmark: _Toc99702999][bookmark: _Toc106206785]8.1.2.1.4	Applicability of requirements for uplink carrier aggregation
The tests for uplink carrier aggregation shall be carried out according to the declaration (see D.108 in table 4.6-1).
Unless otherwise stated, the tests for uplink carrier aggregation shall apply only for PUSCH with transform precoding disabled, and shall be conducted on per component carrier basis. 
[bookmark: _Toc53183226][bookmark: _Toc58915893][bookmark: _Toc58918074][bookmark: _Toc66693943][bookmark: _Toc74915895][bookmark: _Toc76114520][bookmark: _Toc76544406][bookmark: _Toc82536528][bookmark: _Toc89952821][bookmark: _Toc98766637][bookmark: _Toc99703000][bookmark: _Toc106206786]8.1.2.1.5	Applicability of requirements for TDD with different UL-DL patterns
Unless otherwise stated, for each subcarrier spacing declared to be supported, if BS supports multiple TDD UL-DL patterns, only one of the supported TDD UL-DL patterns shall be used for all tests.
[bookmark: _Toc29810771][bookmark: _Toc36636123][bookmark: _Toc37273069][bookmark: _Toc45886149][bookmark: _Toc53183227]8.1.2.1.6	Applicability of UL timing adjustment requirements for different scenarios
[bookmark: _Toc66693944][bookmark: _Toc74915896][bookmark: _Toc76114521][bookmark: _Toc76544407][bookmark: _Toc82536529][bookmark: _Toc89952822][bookmark: _Toc98766638][bookmark: _Toc99703001]Unless otherwise stated, for BS type 1-O, the tests for UL timing adjustment for scenario Y and scenario Z shall apply only if high speed train is declared to be supported (see D.109 in table 4.6-1). A BS that passes the tests for scenario Y or scenario Z, can also consider the tests for scenario X passed.
Unless otherwise stated, for BS type 2-O, the tests for UL timing adjustment for scenario Y shall apply only if high speed train is declared to be supported (see D.109 in table 4.6-1).
[bookmark: _Toc106206787]8.1.2.1.7	Applicability of 2-step RA type requirements for different subcarrier spacings
[bookmark: _Toc58915894][bookmark: _Toc58918075][bookmark: _Toc66693945][bookmark: _Toc74915897][bookmark: _Toc76114522][bookmark: _Toc76544408][bookmark: _Toc82536530]In 2-step RA type requirements, unless otherwise stated, MsgA PUSCH tests shall be done only for a BS declaring support of 2-step RA type (see D.115 in table 4.6-1) for one (freely selected) subcarrier spacing declared to be supported (see D.7 in table 4.6-1).
[bookmark: _Toc89952823][bookmark: _Toc98766639][bookmark: _Toc99703002][bookmark: _Toc106206788]8.1.2.2	Applicability of PUCCH performance requirements
[bookmark: _Toc21102923][bookmark: _Toc29810772][bookmark: _Toc36636124][bookmark: _Toc37273070][bookmark: _Toc45886150][bookmark: _Toc53183228][bookmark: _Toc58915895][bookmark: _Toc58918076][bookmark: _Toc66693946][bookmark: _Toc74915898][bookmark: _Toc76114523][bookmark: _Toc76544409][bookmark: _Toc82536531][bookmark: _Toc89952824][bookmark: _Toc98766640][bookmark: _Toc99703003][bookmark: _Toc106206789]8.1.2.2.1	Applicability of requirements for different formats
Unless otherwise stated, PUCCH requirement tests shall apply only for each PUCCH format declared to be supported (see D.102 in table 4.6-1).
[bookmark: _Toc21102924][bookmark: _Toc29810773][bookmark: _Toc36636125][bookmark: _Toc37273071][bookmark: _Toc45886151][bookmark: _Toc53183229][bookmark: _Toc58915896][bookmark: _Toc58918077][bookmark: _Toc66693947][bookmark: _Toc74915899][bookmark: _Toc76114524][bookmark: _Toc76544410][bookmark: _Toc82536532][bookmark: _Toc89952825][bookmark: _Toc98766641][bookmark: _Toc99703004][bookmark: _Toc106206790]8.1.2.2.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUCCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1).
[bookmark: _Toc21102925][bookmark: _Toc29810774][bookmark: _Toc36636126][bookmark: _Toc37273072][bookmark: _Toc45886152][bookmark: _Toc53183230][bookmark: _Toc58915897][bookmark: _Toc58918078][bookmark: _Toc66693948][bookmark: _Toc74915900][bookmark: _Toc76114525][bookmark: _Toc76544411][bookmark: _Toc82536533][bookmark: _Toc89952826][bookmark: _Toc98766642][bookmark: _Toc99703005][bookmark: _Toc106206791]8.1.2.2.3	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported by the BS, the test requirements for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centered in this widest supported channel bandwidth.
[bookmark: _Toc21102926][bookmark: _Toc29810775][bookmark: _Toc36636127][bookmark: _Toc37273073][bookmark: _Toc45886153][bookmark: _Toc53183231][bookmark: _Toc58915898][bookmark: _Toc58918079][bookmark: _Toc66693949][bookmark: _Toc74915901][bookmark: _Toc76114526][bookmark: _Toc76544412][bookmark: _Toc82536534][bookmark: _Toc89952827][bookmark: _Toc98766643][bookmark: _Toc99703006][bookmark: _Toc106206792]8.1.2.2.4	Applicability of requirements for different configurations
Unless otherwise stated, PUCCH format 3 requirement tests shall apply only for the additional DM-RS configuration declared to be supported (see D.104 in table 4.6-1). If both options (without and with additional DM-RS) are declared to be supported, the tests shall be done for either without or with additional DM-RS; the same chosen option shall then be used for all tests.
Unless otherwise stated, PUCCH format 4 requirement tests shall apply only for the additional DM-RS configuration declared to be supported (see D.105 in table 4.6-1). If both options (without and with additional DM-RS) are declared to be supported, the tests shall be done for either without or with additional DM-RS; the same chosen option shall then be used for all tests.
[bookmark: _Toc21102927][bookmark: _Toc29810776][bookmark: _Toc36636128][bookmark: _Toc37273074][bookmark: _Toc45886154][bookmark: _Toc53183232][bookmark: _Toc58915899][bookmark: _Toc58918080][bookmark: _Toc66693950][bookmark: _Toc74915902][bookmark: _Toc76114527][bookmark: _Toc76544413][bookmark: _Toc82536535][bookmark: _Toc89952828][bookmark: _Toc98766644][bookmark: _Toc99703007][bookmark: _Toc106206793]8.1.2.2.5	Applicability of requirements for multi-slot PUCCH
Unless otherwise stated, multi-slot PUCCH requirement tests shall apply only if the BS supports it (see D.107 in table 4.6-1).
[bookmark: _Toc21102928][bookmark: _Toc29810777][bookmark: _Toc36636129][bookmark: _Toc37273075][bookmark: _Toc45886155][bookmark: _Toc53183233][bookmark: _Toc58915900][bookmark: _Toc58918081][bookmark: _Toc66693951][bookmark: _Toc74915903][bookmark: _Toc76114528][bookmark: _Toc76544414][bookmark: _Toc82536536][bookmark: _Toc89952829][bookmark: _Toc98766645][bookmark: _Toc99703008][bookmark: _Toc106206794]8.1.2.3	Applicability of PRACH performance requirements
[bookmark: _Toc21102929][bookmark: _Toc29810778][bookmark: _Toc36636130][bookmark: _Toc37273076][bookmark: _Toc45886156][bookmark: _Toc53183234][bookmark: _Toc58915901][bookmark: _Toc58918082][bookmark: _Toc66693952][bookmark: _Toc74915904][bookmark: _Toc76114529][bookmark: _Toc76544415][bookmark: _Toc82536537][bookmark: _Toc89952830][bookmark: _Toc98766646][bookmark: _Toc99703009][bookmark: _Toc106206795]8.1.2.3.1	Applicability of requirements for different formats
Unless otherwise stated, PRACH requirement tests shall apply only for each PRACH format declared to be supported (see D.103 in table 4.6-1).
[bookmark: _Toc21102930][bookmark: _Toc29810779][bookmark: _Toc36636131][bookmark: _Toc37273077][bookmark: _Toc45886157][bookmark: _Toc53183235][bookmark: _Toc58915902][bookmark: _Toc58918083][bookmark: _Toc66693953][bookmark: _Toc74915905][bookmark: _Toc76114530][bookmark: _Toc76544416][bookmark: _Toc82536538][bookmark: _Toc89952831][bookmark: _Toc98766647][bookmark: _Toc99703010][bookmark: _Toc106206796]8.1.2.3.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, for each PRACH format with short sequence declared to be supported, for each FR, the tests shall apply only for the smallest supported subcarrier spacing in the FR (see D.103 in table 4.6-1).
[bookmark: _Toc21102931][bookmark: _Toc29810780][bookmark: _Toc36636132][bookmark: _Toc37273078][bookmark: _Toc45886158][bookmark: _Toc53183236][bookmark: _Toc58915903][bookmark: _Toc58918084][bookmark: _Toc66693954][bookmark: _Toc74915906][bookmark: _Toc76114531][bookmark: _Toc76544417][bookmark: _Toc82536539][bookmark: _Toc89952832][bookmark: _Toc98766648][bookmark: _Toc99703011][bookmark: _Toc106206797]8.1.2.3.3	Applicability of requirements for different channel bandwidths
[bookmark: _Toc53183237][bookmark: _Toc58915904][bookmark: _Toc58918085]Unless otherwise stated, for the subcarrier spacing to be tested, the test requirements shall apply only for anyone channel bandwidth declared to be supported (see D.7 in table 4.6-1).
[bookmark: _Toc66693955][bookmark: _Toc74915907][bookmark: _Toc76114532][bookmark: _Toc76544418][bookmark: _Toc82536540][bookmark: _Toc89952833][bookmark: _Toc98766649][bookmark: _Toc99703012][bookmark: _Toc106206798]8.1.2.3.4	Applicability of requirements for different restricted set types of long PRACH format 0
Unless otherwise stated, PRACH requirement tests for long PRACH preamble format 0 with restricted set Type A and B shall apply only for the restricted set type declared to be supported (see D.110 in table 4.6-1). If both restricted set type A and type B are declared to be supported, the tests shall be done for type B; the same chosen mapping type shall then be used for all tests.
[bookmark: _Toc58915905][bookmark: _Toc58918086][bookmark: _Toc66693956][bookmark: _Toc74915908][bookmark: _Toc76114533][bookmark: _Toc76544419][bookmark: _Toc82536541][bookmark: _Toc89952834][bookmark: _Toc98766650][bookmark: _Toc99703013][bookmark: _Toc106206799]8.1.2.4	Applicability of PUSCH for high speed train performance requirements
[bookmark: _Toc58915906][bookmark: _Toc58918087][bookmark: _Toc66693957][bookmark: _Toc74915909][bookmark: _Toc76114534][bookmark: _Toc76544420][bookmark: _Toc82536542][bookmark: _Toc89952835][bookmark: _Toc98766651][bookmark: _Toc99703014][bookmark: _Toc106206800]8.1.2.4.1	Appliability of requirements for different speeds
[bookmark: _Toc58915907][bookmark: _Toc58918088][bookmark: _Toc66693958][bookmark: _Toc74915910][bookmark: _Toc76114535][bookmark: _Toc76544421][bookmark: _Toc82536543][bookmark: _Toc89952836][bookmark: _Toc98766652][bookmark: _Toc99703015]Unless otherwise stated, a BS type 1-O that declares to support 500km/h (see D.110 in table 4.6-1) and passes the tests for 500km/h, can also consider the tests for 350km/h as passed.
[bookmark: _Toc106206801]8.1.2.4.2	Applicability of requirements for 1T1R
In high speed train requirements, unless otherwise stated, for a BS supporting different numbers of antenna connectors (for BS type1-C) or TAB connectors (for BS type 1-H) (see D.37 in table 4.6-1), if the BS supports 1RX, the tests with low MIMO correlation level shall apply only for either one connector or the second lowest number of supported connectors, in addition to the highest numbers of supported connectors, and the specific connectors used for testing are based on manufacturer declaration. 
If the BS doesn't support 1RX, the tests with low MIMO correlation level shall apply only for the lowest and highest numbers of supported connectors, and the specific connectors used for testing are based on manufacturer declaration.
Note: The highest number of connectors can simultaneously be second lowest number.
[bookmark: _Toc106206802]8.1.2.4.3	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported, the test requirements for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centered in this widest supported channel bandwidth.
[bookmark: _Toc106206803]8.1.2.4.4	Appliability of requirements for different DM-RS configurations
Unless otherwise stated, for BS type 2-O, FR2 HST PUSCH requirement test shall apply only for the additional DM-RS position declared to be supported (see D.117 in table 4.6-1). If more than one DM-RS configuration is declared to be supported, the test shall be done for the minimum number of DM-RS supported.

[bookmark: _Toc74915911][bookmark: _Toc76114536][bookmark: _Toc76544422][bookmark: _Toc82536544][bookmark: _Toc89952837][bookmark: _Toc98766653][bookmark: _Toc99703016][bookmark: _Toc106206804]8.1.2.5	Applicability of interlaced PUSCH performance requirements
[bookmark: _Toc74915912][bookmark: _Toc76114537][bookmark: _Toc76544423][bookmark: _Toc82536545][bookmark: _Toc89952838][bookmark: _Toc98766654][bookmark: _Toc99703017][bookmark: _Toc106206805]8.1.2.5.1	General applicability of interlaced PUSCH performance requirements
Interlaced PUSCH requirement tests shall apply only for a BS declaring support of interlaced formats (see D.112 in table 4.6-1). 
[bookmark: _Toc74915913][bookmark: _Toc76114538][bookmark: _Toc76544424][bookmark: _Toc82536546][bookmark: _Toc89952839][bookmark: _Toc98766655][bookmark: _Toc99703018][bookmark: _Toc106206806]8.1.2.5.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUSCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1). 
Unless otherwise stated, for each subcarrier-spacing declared to be supported for interlaced PUSCH, the tests shall apply only for the supported subcarrier spacing. If both 15kHz and 30kHz SCS are declared to be supported, the tests shall be done for 30kHz SCS (see D.7 in table 4.6-1).
[bookmark: _Toc74915914][bookmark: _Toc76114539][bookmark: _Toc76544425][bookmark: _Toc82536547][bookmark: _Toc89952840][bookmark: _Toc98766656][bookmark: _Toc99703019][bookmark: _Toc106206807]8.1.2.5.3	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported, the tests for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement defined for 20 MHz channel bandwidth. For 15kHz subcarrier spacing, the tested RB’s are uniformly spaced over the channel bandwidth at RB index {110, 120, …,210}. For 30kHz subcarrier spacing, the tested RB’s are uniformly spaced over the channel bandwidth at RB index {55, 60, …,105}.  
[bookmark: _Toc74915915][bookmark: _Toc76114540][bookmark: _Toc76544426][bookmark: _Toc82536548][bookmark: _Toc89952841][bookmark: _Toc98766657][bookmark: _Toc99703020][bookmark: _Toc106206808]8.1.2.5.4	Applicability of requirements for different configurations
Unless otherwise stated, PUSCH requirement tests shall apply only for the mapping type declared to be supported (see D.100 in table 4.6-1). If both mapping type A and type B are declared to be supported, the tests shall be done for either type A or type B; the same chosen mapping type shall then be used for all tests.
[bookmark: _Toc74915916][bookmark: _Toc76114541][bookmark: _Toc76544427][bookmark: _Toc82536549][bookmark: _Toc89952842][bookmark: _Toc98766658][bookmark: _Toc99703021][bookmark: _Toc106206809]8.1.2.5.5	Applicability of CG-UCI multiplexed on PUSCH requirements
Unless otherwise stated, interlaced CG-UCI multiplexed on interlaced PUSCH requirements shall apply only for a BS declaring support of CG-UCI (see D.114 in table 4.6-1).
[bookmark: _Toc74915917][bookmark: _Toc76114542][bookmark: _Toc76544428][bookmark: _Toc82536550][bookmark: _Toc89952843][bookmark: _Toc98766659][bookmark: _Toc99703022][bookmark: _Toc106206810]8.1.2.6	Applicability of interlaced PUCCH performance requirements
[bookmark: _Toc74915918][bookmark: _Toc76114543][bookmark: _Toc76544429][bookmark: _Toc82536551][bookmark: _Toc89952844][bookmark: _Toc98766660][bookmark: _Toc99703023][bookmark: _Toc106206811]8.1.2.6.1	General applicability of interlaced PUCCH performance requirements
Interlaced PUCCH requirement tests shall apply only for a BS declaring support of interlaced formats (see D.112 in table 4.6-1). 
[bookmark: _Toc74915919][bookmark: _Toc76114544][bookmark: _Toc76544430][bookmark: _Toc82536552][bookmark: _Toc89952845][bookmark: _Toc98766661][bookmark: _Toc99703024][bookmark: _Toc106206812]8.1.2.6.2	Applicability of requirements for different formats
Unless otherwise stated, interlaced PUCCH requirement tests shall apply only for each interlaced PUCCH format declared to be supported (see D.102 in table 4.6-1).
[bookmark: _Toc74915920][bookmark: _Toc76114545][bookmark: _Toc76544431][bookmark: _Toc82536553][bookmark: _Toc89952846][bookmark: _Toc98766662][bookmark: _Toc99703025][bookmark: _Toc106206813]8.1.2.6.3	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUCCH requirement tests shall apply only for each subcarrier spacing declared to be supported (see D.7 in table 4.6-1).
[bookmark: _Toc74915921][bookmark: _Toc76114546][bookmark: _Toc76544432][bookmark: _Toc82536554][bookmark: _Toc89952847][bookmark: _Toc98766663][bookmark: _Toc99703026][bookmark: _Toc106206814]8.1.2.6.4	Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported by the BS, the tests for a specific channel bandwidth shall apply only if the BS supports it (see D.7 in table 4.6-1).
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement defined for 20 MHz channel bandwidth. For 15kHz subcarrier spacing, the tested RB’s are uniformly spaced over the channel bandwidth at RB index {110, 120, …,210} for PUCCH formats 0, 1, and 2, and {110, 120, …,200} for PUCCH format 3. For 30kHz subcarrier spacing, the tested RB’s are uniformly spaced over the channel bandwidth at RB index {55, 60,…,105} for PUCCH formats 0, 1, and 2, and {55, 60, …,100} for PUCCH format 3.  
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[bookmark: _Toc74915923][bookmark: _Toc76114548][bookmark: _Toc76544434][bookmark: _Toc82536556][bookmark: _Toc89952849][bookmark: _Toc98766665][bookmark: _Toc99703028][bookmark: _Toc106206816]8.1.2.7.1	Applicability of requirements for different formats
Unless otherwise stated, PRACH requirement tests shall apply only for each PRACH format declared to be supported (see [D.113] in table 4.6-1).
[bookmark: _Toc74915924][bookmark: _Toc76114549][bookmark: _Toc76544435][bookmark: _Toc82536557][bookmark: _Toc89952850][bookmark: _Toc98766666][bookmark: _Toc99703029][bookmark: _Toc106206817]8.1.2.7.2	Applicability of requirements for different subcarrier spacings
Unless otherwise stated, for each PRACH format with LRA =1151 and LRA =571 declared to be supported, the tests shall apply only for the supported subcarrier spacing. If both 15kHz and 30kHz SCS are declared to be supported, the tests shall be done for 30kHz SCS (see D.113 in table 4.6-1).
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Unless otherwise stated, for the subcarrier spacing to be tested, the tests shall apply only for anyone channel bandwidth declared to be supported (see D.7 in table 4.6-1).
8.1.2.8	Applicability of performance requirements for PUSCH with TB over Multi-Slots
8.1.2.8.1	Applicability of requirements for different UL-DL patterns
Unless otherwise stated, PUSCH with TB over Multi-slots requirement tests shall apply only for UL-DL pattern characters declared to be supported (see D.xx1 and D.xx2 in table 4.6-1). 
Unless otherwise stated, for each UL-DL patten character declared to be supported, if BS supports multiple TDD UL-DL patterns, only one of the supported TDD UL-DL patterns shall be used for PUSCH with TB over Multi-slots performance tests.
8.1.2.9	Applicability of performance requirements for PUSCH with DM-RS bundling
8.1.2.9.1	Applicability of requirements for TDD different subcarrier spacings
Unless otherwise stated, PUSCH with DM-RS bundling requirement tests shall apply only for each subcarrier spcaing declared to be supported (see D.yy1 in table 4.6-1). 
8.1.2.9.2	Applicability of requirements for TDD with different UL-DL patterns
Unless otherwise stated, for each subcarrier spacing declared to be supported, if BS supports multiple TDD UL-DL patterns, only one of the supported TDD UL-DL patterns with more than one consecutive UL slots shall be used for the PUSCH with DM-RS bundling performance tests.   
8.1.2.10	Applicability of performance requirements for PUCCH with DM-RS bundling
8.1.2.10.1	Applicability of requirements for TDD different subcarrier spacings
Unless otherwise stated, PUCCH with DM-RS bundling requirement tests shall apply only for each subcarrier spcaing declared to be supported (see D.yy1 in table 4.6-1). 
8.1.2.10.2	Applicability of requirements for TDD with different UL-DL patterns
Unless otherwise stated, for each subcarrier spacing declared to be supported, if BS supports multiple TDD UL-DL patterns, only one of the supported TDD UL-DL patterns with more than one concecutive UL slots shall be used for the PUCCH with DM-RS bundling performance tests.
###################### End of change #2 ###############################


###################### Start of change #3 ###############################
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Table C.3-1: Derivation of test requirements (FR1 OTA performance tests)
	Test 
	Minimum Requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in  the present document

	8.2.1	Performance requirements for PUSCH with transform precoding disabled
	See clause 11.2.1.1
	0.6 dB
	Formula: SNR + TTOTA
T-put limit unchanged

	8.2.2	Performance requirements for PUSCH with transform precoding enabled
	See clause 11.2.1.2
	0.6 dB
	Formula: SNR + TTOTA
T-put limit unchanged

	8.2.3	Performance requirements for UCI multiplexed on PUSCH 
	See clause 11.2.1.3
	0.6 dB
	Formula: SNR + TTOTA
BLER limit unchanged

	8.2.4	Performance requirements for PUSCH for high speed train
	SNRs as specified
	0.3 dB
	Formula: SNR + TT
T-put limit unchanged

	8.2.6 Performance requirements for PUSCH with 0.001% BLER
	SNRs as specified
	0.3 dB
	Formula: SNR + TT + 1dB

1dB is added to the test requirement to facilitate early test pass. The BLER delivered by the device during the test will be lower than the test requirement, which enables compliance to the requirement to be demonstrated with a number of observed block errors lower than a certain threshold.

	8.2.7	Performance requirements for PUSCH repetition Type A
	See clause 11.2.1.7
	0.6 dB
	Formula: SNR + TTOTA
BLER limit unchanged

	8.2.8	Performance requirements for PUSCH mapping type B with non-slot transmission
	See clause 11.2.1.8
	0.6 dB
	Formula: SNR + TTOTA
T-put limit unchanged

	8.2.x Performance requirements for PUSCH TB over Multi-Slots
	See clause 11.2.1.x
	[0.6] dB
	Formula: SNR + TT
T-put limit unchanged

	8.2.y Performance requirements for PUSCH with DM-RS bundling
	See clause 11.2.1.y
	[0.6] dB
	Formula: SNR + TT
T-put limit unchanged

	8.3.1	Performance requirements for PUCCH format 0
	See clause 11.3.1.2
	0.6 dB
	Formula: SNR + TTOTA
False ACK limit unchanged
Correct ACK limit unchanged

	8.3.2	Performance requirements for PUCCH format 1
	See clause 11.3.1.3 
	0.6 dB
	Formula: SNR + TTOTA
False ACK limit unchanged 
False NACK limit unchanged
Correct ACK limit unchanged

	8.3.3	Performance requirements for PUCCH format 2
	See clause 11.3.1.4 
	0.6 dB
	Formula: SNR + TTOTA
False ACK limit unchanged
Correct ACK limit unchanged
UCI BLER limit unchanged

	8.3.4	Performance requirements for PUCCH format 3
	See clause 11.3.1.5 
	0.6 dB
	Formula: SNR + TTOTA
UCI BLER limit unchanged

	8.3.5	Performance requirements for PUCCH format 4
	See clause 11.3.1.6 
	0.6 dB
	Formula: SNR + TTOTA
UCI BLER limit unchanged

	8.3.6	Performance requirements for multi-slot PUCCH
	See clause 11.3.1.7
	0.6 dB
	Formula: SNR + TTOTA
False ACK limit unchanged
False NACK limit unchanged
Correct ACK limit unchanged

	8.3.x Performance requirements for PUCCH with DM-RS bundling
	See clause 11.3.1.x
	[0.6] dB
	Formula: SNR + TT
False ACK limit unchanged
False NACK limit unchanged
Correct ACK limit unchanged
UCI BLER limit unchanged

	8.4.1	PRACH false alarm probability and missed detection
	See clause 11.4.1
	0.6 dB for fading cases
0.3 dB for AWGN cases
	Formula: SNR + TTOTA
PRACH False detection limit unchanged
PRACH detection limit unchanged 

	8.4.2	Performance requirements for PRACH for high speed train
	SNRs as specified
	0.6 dB for fading cases
0.3 dB for AWGN cases
	Formula: SNR + TT
PRACH False detection limit unchanged
PRACH detection limit unchanged

	8.2.5	Performance requirements for UL timing adjustment
	See clause 11.2.1.5
	0.3 dB for AWGN cases
	Formula: SNR + TTOTA
T-put limit unchanged

	NOTE:	TT values are applicable for normal condition unless otherwise stated.



Table C.3-2: Derivation of test requirements (FR2 OTA performance tests)
	Test 
	Minimum requirement in TS 38.104 [2]
	Test Tolerance
(TTOTA)
	Test requirement in the present document

	8.2.1	Performance requirements for PUSCH with transform precoding disabled
	See clause 11.2.2.1
	0.6 dB
	Formula: SNR + TTOTA
T-put limit unchanged

	8.2.2	Performance requirements for PUSCH with transform precoding enabled
	See clause 11.2.2.2
	0.6 dB
	Formula: SNR + TTOTA
T-put limit unchanged

	8.2.3	Performance requirements for UCI multiplexed on PUSCH 
	See clause 11.2.2.3
	0.6 dB
	Formula: SNR + TTOTA
BLER limit unchanged

	8.2.7 Performance requirements for PUSCH repetition Type A
	See clause 11.2.2.4
	0.6 dB
	Formula: SNR + TTOTA
BLER limit unchanged

	8.2.8	Performance requirements for PUSCH mapping Type B with non-slot transmission
	See clause 11.2.2.5
	0.6 dB
	Formula: SNR + TTOTA
T-put limit unchanged

	8.2.x Performance requirements for PUSCH TB over Multi-Slots
	See clause 11.2.2.x
	[0.6] dB
	Formula: SNR + TT
T-put limit unchanged

	8.2.y Performance requirements for PUSCH with DM-RS bundling
	See clause 11.2.2.y
	[0.6] dB
	Formula: SNR + TT
T-put limit unchanged

	8.3.1	Performance requirements for PUCCH format 0
	See clause 11.3.2.2
	0.6 dB
	Formula: SNR + TTOTA
False ACK limit unchanged
Correct ACK limit unchanged

	8.3.2	Performance requirements for PUCCH format 1
	See clause 11.3.2.3 
	0.6 dB
	Formula: SNR + TTOTA
False ACK limit unchanged 
False NACK limit unchanged
Correct ACK limit unchanged

	8.3.3	Performance requirements for PUCCH format 2
	See clause 11.3.2.4 
	0.6 dB
	Formula: SNR + TTOTA
False ACK limit unchanged
Correct ACK limit unchanged
UCI BLER limit unchanged

	8.3.4	Performance requirements for PUCCH format 3
	See clause 11.3.2.5 
	0.6 dB
	Formula: SNR + TTOTA
UCI BLER limit unchanged

	8.3.5	Performance requirements for PUCCH format 4
	See clause 11.3.2.6 
	0.6 dB
	Formula: SNR + TTOTA
UCI BLER limit unchanged

	8.3.x Performance requirements for PUCCH with DM-RS bundling
	See clause 11.3.1.x
	[0.6] dB
	Formula: SNR + TT
False ACK limit unchanged
False NACK limit unchanged
Correct ACK limit unchanged
UCI BLER limit unchanged

	8.4.1	PRACH false alarm probability and missed detection
	See clause 11.4.2
	0.6 dB for fading cases
0.3 dB for AWGN cases
	Formula: SNR + TTOTA
PRACH False detection limit unchanged
PRACH detection limit unchanged 

	NOTE:	TT values are applicable for normal condition unless otherwise stated.



###################### End of change #3 ###############################

