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<Start of Change>
[bookmark: _Toc21340877][bookmark: _Toc29805324][bookmark: _Toc36456533][bookmark: _Toc36469631][bookmark: _Toc37254040][bookmark: _Toc37322897][bookmark: _Toc37324303][bookmark: _Toc45889826][bookmark: _Toc52196487][bookmark: _Toc52197467][bookmark: _Toc53173190][bookmark: _Toc53173559][bookmark: _Toc106547221]6.4A.2	Transmit modulation quality
[bookmark: _Toc21340878][bookmark: _Toc29805325][bookmark: _Toc36456534][bookmark: _Toc36469632][bookmark: _Toc37254041][bookmark: _Toc37322898][bookmark: _Toc37324304][bookmark: _Toc45889827][bookmark: _Toc52196488][bookmark: _Toc52197468][bookmark: _Toc53173191][bookmark: _Toc53173560][bookmark: _Toc106547222]6.4A.2.0	General
For intra-band contiguous and non-contiguous carrier aggregation, the requirements in clauses 6.4A.2.1, 6.4A.2.2, and 6.4A.2.3. 
All the parameters defined in clause 6.4A.2 are defined using the measurement methodology specified in Annex F.
All the requirements in 6.4A.2 are defined as directional requirement. The requirements are verified in beam locked mode on beam peak direction, with both UL polarizations active.
In case the parameter 3300 or 3301 is reported from UE via the parameter txDirectCurrentLocation in UplinkTxDirectCurrenList IE (as defined in TS 38.331 [13]), carrier leakage measurement requirement in clause 6.4A.2.2 and 6.4A.2.3 shall be waived, and the RF correction with regard to the carrier leakage and IQ image shall be omitted during the calculation of transmit modulation quality.
The UE is defined to be configured for CA operation when it has at least one of UL or DL configured for CA.
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The requirements in this clause apply to UEs of all power classes. For intra-band contiguous and non-contiguous carrier aggregation, the Error Vector Magnitude requirement of clause 6.4.2.2 is defined for each component carrier. Requirements only apply with PRB allocation in one of the component carriers. Similar transmitter impairment removal procedures are applied for CA waveform before EVM calculation as is specified for non-CA waveform.
In case the parameter 3300 or 3301 is reported from UE via the parameter txDirectCurrentLocation in UplinkTxDirectCurrenList IE (as defined in TS 38.331 [13]),  carrier leakage measurement requirement in clause 6.4A.2.2 and 6.4A.2.3 shall be waived, and the RF correction with regard to the carrier leakage and IQ image shall be omitted during the calculation of transmit modulation quality.
The UE is defined to be configured for CA operation when it has at least one of UL or DL configured for CA.
<End of Change>


