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<Start of change>
[bookmark: _Toc61178872][bookmark: _Toc61179342][bookmark: _Toc67916638][bookmark: _Toc74663236][bookmark: _Toc82621776][bookmark: _Toc90422623][bookmark: _Toc106782816][bookmark: _Toc107311707][bookmark: _Toc107419291][bookmark: _Toc107474918][bookmark: _Toc21127488][bookmark: _Toc29811697][bookmark: _Toc36817249][bookmark: _Toc37260165][bookmark: _Toc37267553][bookmark: _Toc44712155][bookmark: _Toc45893468][bookmark: _Toc53178195][bookmark: _Toc53178646][bookmark: _Toc61177885][bookmark: _Toc61178357][bookmark: _Toc67916424][bookmark: _Toc74669861][bookmark: _Toc76543509][bookmark: _Toc82624169][bookmark: _Toc90416908][bookmark: _Toc106771253]6.6.3.1	General
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
The requirements shall apply outside the Base Station RF Bandwidth or Radio Bandwidth whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer’s specification.
The requirements shall also apply if the BS supports NB-IoT operation in NR in-band.
For a BS operating in non-contiguous spectrum, the ACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-3.
For a multi-band connector, the ACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-3.
The requirement shall apply during the transmitter ON period.
<End of change>

