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1 Introduction
In last RAN4#104-e meeting, discussion on NCD-SSB time offset configuration for RedCap UE was conducted and an LS was agreed in [1]. In this contribution, we provide our further consideration on the remaining open issues.
2 Discussion
	Issue 3-1-1: NCD-SSB time offset
· Proposals
· Option 1: Besides GTW agreed 20ms and 40ms, suggest to agree 80 ms (Ericsson, Apple, Qualcomm, Huawei MTK)
GTW agreement:
· For NCD-SSB time offset, add the additional MGRP values of 20ms and 40ms, and further discuss whether and what other values are needed.
Tentative agreement (2nd round): one extra value 80ms is agreed

Issue 3-1-2: NCD-SSB time offset impact
· Proposals
· Option 1: When the SSB for intra-frequency measurement is fully-partially overlapping with the MG due to SSB offset, UE is required to perform intra-frequency measurement and drop the configured MG. (Ericsson)
· Option 2: Up to NW configuration to address this issue (Apple vivo Huawei MTK)
· Option 3: FFS (Huawei xiaomi)
Tentative agreements: No


Based on the agreement in last meeting, the value range for NCD-SSB offset could be {5 ms, 10 ms, 15 ms, 20 ms, 40 ms and 80 ms}. One open issue left is about the NCD-SSB time offset impact.
The potential collision scenario raised in last meeting is for the case when both CD-SSB and NCD-SSB occupy half-frame duration and the NCD-SSB configured with 5 ms offset. From our side, this case is valid. And we think RAN4 could consider sharing mechanism to define measurement requirement when the NCD-SSB offset configured with 5ms.
[bookmark: OLE_LINK2]Proposal 1: RAN4 to consider sharing mechanism to define the measurement requirement when the NCD-SSB offset configured with 5ms.
3 Conclusion
Proposal 1: RAN4 to consider sharing mechanism to define the measurement requirement when the NCD-SSB offset configured with 5ms.
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